
EQUITABLERESOURCES
ENERGYCOMPANY
BALCRONOIL DIVISION
1601 Lewis Avenue Office:(406) 259-7860

P.O. Box 21017 FAX: (406) 245-1365

Billings, MT59104 FAX: (406) 245-1361

December 7, 1994

-- VIA FEDERAL EXPRESS --

Bureau of Land Management
170 South 500 East
Vernal, UT 84078

Gentlemen:

Enclosed are Applications for Permit to Drill the wells on the
enclosed list.

As operator, we hereby request that the status of this well be
held tight for the maximum period allowed by Federal and State
regulations.

If you need additional information or have any questions, please
feel free to call me at (406) 259-7860.

Sincerely,

Bobbie Schuman
Regulatory and Environmental Specialist

/hs
O 8 994

Enclosures

cc: Utah Division of Oil, Gas and Mining DIVOF 011.,GAS&



Form 3160-3
SUBMIT IN 'I CATE* Form approved.

(November 1983)
(Other instr a on Budget Bureau No. 1004-0136

(formerly 9-331C) UNITED STATES reverse e ) Expires Aug¤at 31, 1985

DEPARTMENTOF THE INTERIOR O. LEABS DESIGNATION AND BERIAL 80.

BUREAUOF LAND MANAGEMENT
* U-65635

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK O.IFINDIAN,ALLOTTEBORTRIBEMAME

18. TYPEOF WORK
ll/d «

DRILLO DEEPENO PLUGBACKO 7. UNE AGUEMENT NAME

b. Trrsor war.L
0/8

ELL ELL OTHER

BLE O ".."NLTIP" O 8. FARM Og LEABM NAME

2. NAME 07 OPERATOs
Bal CTOn Federal

Equitable Resources Energy Company, Balcron Oil Division •• w=r.I. NO.

3. ADDREBB OF OPERATO.

#42-By

P.O. Box 21017; Billings, MT 59104 10. FIELD AND POOL. OB WILDCAT

4. LOCATION OF WEI.L (Rep0rt 10CatiOR Clearly and in ACC0rdance With EST State reQuir•=•=t..•) Eight Mile Flat/Grn.River
At surface 11. asc. T., a., x., on ans.

SE NE Section19, T9S, R18E 2100' FNL, 500' FEL ANDBURVETORABEA

At oroposed prod. sone Sec. 19, T9S, R18E

14. DISTANCE IN NILES AND DIRECTION FROM NEAREST TOWN 05 POST OrrlCE* 12. COUNTY 08 PABIBR 13. BTATE

Approximately 17 miles southwest of Myton, Utah Uintah UTAH
10. DISTANCE FROM PROPUBED* 18, NO. 07 ACREB IN LEAan 17. NO. OF ACRES ABSIGNED

LOCATION TO NEAREST
TO THIA WELL

PROPERTY 08 LEASE LINE, FT.
(Also to nearest drig. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. noTAar os CABLE TOOLs

TO NEAREST WELL, DRILLINO, COMPLETED.

OR AFFRED 705. ON TEIB LEASE, FT. 5,400 ' Rotary

21. xxxvAT!oNa (Show whether DF, RT, GR, etc.)
22. APPROE. DATE WORE WILL START*

GL 5134.26' 3/1/95

23. PROPOSED CASING AND CEMENTING PROGRAM

815E OF ROLE SIZE OF CABING WEIGHT PER FOOT BErrlNG DEPTH QUANTETT OF CEMENT

FYHIRT "n" noilling laragram/raming losign

This well will be drilled in accordance with the attached EXHIBITS. A listing of

EXHIBITSis also attached.

SELFŒRTIFICATION:I hereby certify that I amauthorized, by proper lease interest omer, to conductthese

operations associatedwith the application. Bondcoveragepursuant to 43 ŒR3104for lease activities is

being providedby Equitable ResourcesEnergyCœpanyas principal and Safeco Insurance Cenpanyof Anerica as

surety underIDI BondNo.ME0576 (NationwideGil &GasBond#5547188)whowill be responsiblefor coupliance

with all of the terns and conditions of that portion of the lease associatedwith this application.

IN ABOVE BPACE DE3CRIBB PROPOBED PROOEAtt: It proposal is to deepen or plug back, give i sta va aus•==* a.avuusu.. muun mLd p sed new prodnetive

zone. Il proposal is to drill or deepen directionally, give pertinent data on subaurface los g ggggggg epths. Give blowout

selocNerDp

TITir
O n Specialist ,,,,,

ff-†.‡†'

(This space for Federal or State oŒce use)

03, o ti7- 3 g/(,
AP FO BY THE STATE
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APPROYED B¥
TITT r
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CONDITIONS OF APPROVAL. 17 ANY : /

BY:

*SeeInstmetionrOnRevers.Side
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9•.•9- in it er Martion 1001. makes it a crime for any person knowingly and willfully to make to any department or agency of



£5 STATE OF UTAH
'

DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL OR DEEPEN n/Rindian,AllotteeorTdbeName:

9A.typ.or wo"= DRILLÐ DEEPEN O n
anitAgreementName:

B.Type of Wen: OIL GAs O OTHER: SINGLEZONEO MULTIPLEZONEO 8. Farmor Laase Name:

Balcron Federal
2. Name of Operator: 9. WellNumber:

Equitable Resources Energy Company, Balcron Oil Division #42-19Y
3. Address and Telephone Number: 10. Field and Pool, or Wildcat:

P.O. Box 21017; Billings, MT 59104 (406) 259-7860 Eight Mile Flat/Green River
4. Location of Well (Footages) 11. Otr/Qtt, Secdon, Township,Range, M

SE NE Section 19, T9S, R18E 2100' FNL, 500' FEL SE NE 19 T9S R18E
AtPropaaed Producing 2one: ' '

14. Distance in miles and direction from nearest town or past anice: 12. County: 13. State:
Approximately 17 miles southwest of Myton, Utah lint-ah I

15. Distance to nearest 18. Number of acres in lease: 17. Number of acres assigned to this well:
property or lease line (feeg:

18. Distance to nearest well, drilling, 19. Proposed Depth: 20. Aotary or cable tools:
completed, or applied for, on mislease (leeg: 5 , 400 ' Rotar y

21. Elevalians (showwheiher DF, RT, GA, etc.): 22. Approximale date workwillstalt
GL 5134.26'

3/1/95
PROPOSED CASING AND CEMENTING PROGRAM

812EOF Hot.E GRADE. 812E OF CASING WEIGHT PER FOOT SETFING DEPTH QUAMTT1YOF CEMENT

See FXHTRTT "II" Drilling Proat am/Casing Desigt

DESCRIBEPADPOSED PADGRAM: K proposal is to deepen, give data on present productive zone and proposed new productive zone. E proposal is to ddli or deepen directlanally, give pertinent data on
subsurface locations and measured and truevertical depths. Give blowout preventer program, Wany.

Operator proposes to drill this well in accordance with the attached Federal
Application for Permit to Drill.

DIVOF011.,GAS&M1NING

2N4-

& Signature: Title:

BY·
WELL SPACIN $~L

(t\93) (See Instructions on Aeverse



TSS, MBE, S.L.B.edf.

E,5T - 39.72 (G.LO.)
NB9°56'50"W

- 2643.13' (Meas)
WELLLOCATION,BALCRONFEDERAL#42-19Y,
LOCATED AS SHOWN IN THE SE 1/4 NE 1/4
OF SECTION 19, T9S, R18E, S.L.B.&M.

COUNTY, UTAH.

HELL LOCAÌION:
BALCRONFEDERAL /42--19Y
EEV UN2ADED GROUND = 5134.26 , 500'

o o

19
0°

c

LAND
Q
-) THIS IS TO PLAT WAS

. PREPARE ELD NO TUAL SURVEYS
¯¯¯

- MADEBY UNI32NEiYS ION AND THAT
THE SAM · AR TRggAþgpOR ECT 0 THE BEST OF '

o MY KNO DG AND BELIEF.
z

y NO.144102

Gl YOR
R . 102

l i STA

NS9'59 E - 79.80 (G.L.O.) TRT3TATE© 3BTRYIE & CORIE
38 EAST 100 NORTH, VERNAL, UTAH84078

(801) 781-2501

= SECTION CORNERS LOCATED SCALE: 1" = 1000' SURVEYED BY: S.S. G.S.

BASIS OF BEARINGS; G.L.O. DATED 1910 DATE: 10-29-94 WEATHER: COOL
BASIS OF ELEV; U.S.G.S. 7-1/2 min QUAD (PARIETTEDRAW SW)

NOTES: FILE



Balcron Federal #12-20Y
SW NW Section 20, T9S, R18E
Uintah County, Utah
1980' FNL, 660' FWL
Field: 8 Mile Flat
FLS #U-64917
PTD: 5,400' (Green River formation)
GL: 5130.36'

Balcron Federal #31-19Y
NW NE Section 19, T9S, R18E
Duchesne County, Utah
660' FNL, 1880' FEL
Field: 8 Mile Flat
FLS #U-65635
PTD: 5,450' (Green River formation)
GL: 5137.20'

Balcron Federal #32-19Y
SW NE Section 19, T9S, R18E
Uintah County, Utah
1980' FNL, 1980' FEL
Field: 8 Mile Flat
FLS #U-65635
PTD: 5,400' (Green River formation)
GL: 5152.38'

Balcron Federal #42-19Y
SE NE Section 19, T9S, R18E
Uintah County, Utah
2100' FNL, 500' FEL
Field: 8 Mile Flat
FLS #U-65635
PTD: 5,400' (Green River formation)
GL: 5134.26'

11/29/94



EXHIBITS

A PROPOSED DRILLING PROGRAM

B PROPOSED SURFACE USE PROGRAM

C GEOLOGIC PROGNOSIS

D DRILLING PROGRAM/CASING DESIGN/WELLBORE DIAGRAM

E HAZMAT DECLARATION

F EXISTING & PLANNED ACCESS ROADS (MAPS A & B)

G WELLSITE LAYOUT

H BOPE SCHEMATIC

I EXISTING ROADS (MAP C)

J PROPOSED PRODUCTION FACILITY DIAGRAM

K SURVEY PLAT

L LAYOUT/CUT & FILL DIAGRAM



CONFIDENTIAL

ASOPERATOR, WE HEREBY REQUEST THAT THE STATUS OF THIS

WELL BE BELD TIGHT FOR TKE MAXIMUM PERIOD ALLOWED BY
FEDERAL AND STATE REGULATIONS.

Equitable Resources Energy Company
Balcron Oil Division

P.O. Box 21017
Billings, MT 59104

(406)



EXHWir••a••

Proposed Drilling Program
Page 1

EQUITABLE RESOURCES ENERGY COMPANY
Balcron Oil Division

Balcron Federal #42-19Y
SE NE Section 19, T9S, R18E

Uintah County, Utah

In accordance with requirements outlined in 43 CFR 3162-3.1 (d):

1. ESTIMATED IMPORTANT GEOLOGICAL MARKERS:

See Geologic Prognosis (EXHIBIT "C")

2. ESTIMATED DEPTHS OF ANTICIPATED OIL, GAS OR WATER:

See Geologic Prognosis (EXHIBIT "C")

3. OPERATOR'S MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

a. EXHIBIT "H" is a schematic of the BOP equipment and choke
manifold. A 2M system will be used. The BOPE will be
installed after setting 8-5/8" casing at 260'. The blind rams
and pipe rams will be tested to 1500 psi. Pipe rams will be
operationally checked each 24-hour period and blind rams each
time pipe is pulled out of the hole.

b. The BOPE will be tested to 1500 psi when initially installed,
whenever any seal subject to test pressure is broken, and
following related repairs. The pipe and blind rams will be
activated at least weekly and on every trip the pipe and blind
rams will be activated.

c. An accumulator of sufficient capacity to open the
hydraulically-controlled choke valve lines (if so equipped),
close all rams, and retain a minimum of 200 psi above precharge
on the closing manifold without the use of the closing unit
pumps will be installed during the drilling of this well.

d. An upper kelly cock will be used during the drilling of this
well.

e. Visual mud monitoring equipment will be used to detect volume
changes indicating loss or gain in circulating fluid volume.

f. Sufficient quantities of mud materials will be maintained or
readily accessible for the purpose of assuring well control.

4. PROPOSED CASING AND CEMENTING PROGRAM:

a. Surface casing will be set in the Uinta formation to
approximately 260' and cemented to surface.

b. All potentially productive hydrocarbon zones will be isolated.

c. Casing designs are based on factors of burst: 1.25, collapse:
1.125, and joint strength:



Proposed Drilling Program
Page 2

d. All casing strings will be pressure tested to 0.22 psi/ft. of
casing string length or 1500 psi whichever is greater (not to
exceed 70% of yield).

E. For details of casing, cement program, drilling fluid program,
and proposed mud program, see the following attachment:

Drilling Program/Casing Design (EXHIBIT "D")

5. HAZARDOUS PRESSURES, TEMPERATURES, FLUIDSIGASSES EXPECTED:

a. Expected bottom hole temperature is 125 degrees F. Expected
bottom hole pressure is 1500 psi.

b. No abnormal pressures or temperatures have been noted or
reported in wells drilled to the Green River formation in this
area.

c. No dangerous levels of hydrogen sulfide, hazardous fluids, or
gasses have been found, reported, or known to exist at the
depth to be drilled in this well, in this area.

6. ANTICIPATED STARTING DATE AND DURATION OF OPERATIONS:

a. The drilling operations for this well will begin as soon after
APD approval as possible.

b. These drilling operations should be completed within 12 days
after spudding the well depending on weather and hole
conditions.

c. If the well is productive, a sundry notice and plat showing
exact installed facilities will be submitted.

d. If this well is non-productive, a sundry notice will be filed
with the BLM District Office within 30 days following
completion of the well for abandonment.

7. OTHER

a. Operator requests a variance to regulations requiring a
straight run blooie line.

b. Operator requests a variance to regulations requiring an
automatic ignitor or continuous pilot light on the blooie



EXHIBIT "B"
SurfaceUseProgran
Page 1

EQUITABLE RESOURCES ENERGY COMPANY
Balcron Oil Division

Balcron Federal #42-19Y
SE NE Section 19, T98, R18E

Uintah County, Utah

In accordance with requirements outlined in 43 CFR 3162.3-1 (d):

1. EXISTING ROADS:

a. From Myton, Utah, take Highway #40 west out of town 1.6 miles
to the Sand Wash road. Go south on the Sand Wash road for
approximately 16.5 miles to a road intersection. Turn right
and continue 0.9 miles to a road intersection. Turn right and
proceed 0.7 miles. Turn left and follow flags 0.3 miles to
proposed location.

b. Existing roadways need no improvements for these drilling
operations.

c. All existing roads used by these drilling operations will be
maintained in the same or better condition as were existing
prior to entry.

d. See EXHIBIT "F" Maps A and B for access route.

2. PLANNED ACCESS ROADS: See EXHIBIT "Fu Maps A & B

a. Length: Approximately 0.3 miles of new access road will be
required.

b. Width: Maximum 30' overall right-of-way with an 18' running
surface.

c. Maximum grade: < 8%

d. Turnouts: None

e. Drainage design: Low water crossing if necessary.

f. No culverts or bridges are necessary.

g. Surface materials: Any surface materials which are required
will be native materials from the location and/or access site.

h. No gates, cattleguards, or fence cuts and/or modifications to
existing facilities will be required.

i. All travel will be confined to location and access



EXHIBIT "B"
surfaceUseProgram
Page 2

j. All access roads and surface disturbing activities will conform
to the standards outlined in the Bureau of Land Management and
Forest Service publication• Surface Operating Standards for Oil
and Gas Exploration and Development. (1989).

The road shall be constructed/upgraded to meet the standards of
the anticipated traffic flow and all-weather road requirements.
This shall include ditching, draining, graveling, crowning, and
capping the roadbed as necessary to provide a well-constructed
safe road. If necessary prior to upgrading, the road shall be
cleared of any snow cover and allowed to dry completely. Road
drainage crossings will be of the typical dry creek draining
crossing type. Crossings, if necessary, will be designed so
they will not cause siltation or accumulation of debris in the
drainage crossing nor shall the drainages be blocked by the
roadbed. Erosion of drainage ditches by runoff water shall be
prevented by diverting water off at frequent intervals by means
of cutouts. Upgrading will not be done during muddy
conditions. Should mud holes develop, they will be filled in
and detours around them will be avoided.

k. If a right-of-way is needed for access, please consider this
Application for Permit to Drill as the application for right-
of-way.

3. LOCATION OF EXISTING WELLS:

See EXHIBIT "I" Map C.

4. LOCATION OF EXISTING AND/08 PROPOSED PRODUCTION FACILITIES:

a. Upon completion, a sundry notice and plat showing exact
production facilities will be submitted.

b. All above-ground facilities will be painted earthtone color
Desert Brown #10Y/R in accordance with the Munsell Soil Color
chart within six months of the well completion unless prior
written approval to proceed with another alternative has been
granted via Sundry Notice.

c. See EXHIBIT "J" for the Proposed Production Facility Diagram.

5. LOCATION AND TYPE OF WATER SUPPLY:

a. The drilling water source will be obtained from a private
source owned by Joe Shields.

b. The drilling water will be hauled by truck to the location



EXHIBIT "B"
SurfaceUseProgram
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6 . CONSTRUCTION ROAD / LOCATION MATERIALS:

a. Any construction materials which are required will be native
materials from the location and/or access site.

b. All construction materials for this location site and access
road shall be borrowed material accumulated during the
construction of the site and road. No additional construction
material from other sources is anticipated at this time. If
additional construction material is needed, it will be from an
approved source.

c. Reasonable precautions will be taken to protect all lands.

7. METHODS FOR HANDLING WASTE MATERIALS AND DISPOSAL:

a. Garbage will be stored in a dumpster and disposed of according
to local and state regulations, at an approved facility.
Disposal will not be allowed on location. No trash will be
disposed of in the reserve pit.

b. Fluids produced during the completion operation will be
collected in test tanks. Any spills of oil, gas, salt water or
other noxious fluids will be cleaned up and hauled to an
approved disposal site. Burning will not be allowed.

c. The reserve pit will be lined. If a plastic nylon reinforced
liner is used, it will be torn and perforated before
backfilling of the reserve pit.

d. saltwater or testing tanks will be located and/or diked so that
any spilled fluids will flow into the reserve pit. Saltwater
tanks will not be placed on topsoil stockpiles.

e. Any produced water will be contained on site for a period not
to exceed 90 days.

f. Sewage will be disposed of according to county and state
requirements. Sealed chemical portable toilets will be on
location during these drilling operations. Waste and chemicals
will not be disposed of on location.

g. Cuttings will be deposited in the reserve pit.

8 . ANCILLARY FACILITIES:

None anticipated.

9. LOCATION SITE LAYOUT:

a. The proposed location site and elevation plat is shown on
EXHIBIT



EXHIBIT "B"
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b. The drill pad layout, showing elevations, orientation, and
access to the pad is shown on EXHIBIT "L".

c. The drilling rig facilities layout is shown on EXHIBIT "G". No
permanent living facilities are planned. There will be two or
three trailers on location during drilling operations.

d. The reserve pit and the blooie pit will be constructed as a
combination pit capable of holding 12,000 bb1s of fluid. The
size of the pit will be approximately equivalent to four times
the TD hole volume. The blooie pit might be used for testing,
but only after the drilling is completed and the drilling
equipment and personnel are off the location.

e. The reserve pit will be located on the South side of the
location.

f. If needed, flare pit will be located downwind of the prevailing
wind directions a minimum of 100' from the wellhead and 30'
from the reserve pit fence.

g. Stockpiled topsoil (first 6 inches) will be stored on the North
side near corner 2.

h. Access to the wellpad will be from the West near corner #1.

i. All pits will be fenced according to the following minimum
standards:

a. 39-inch net wire will be used with at least one strand of
barbed wire on top of the net wire unless pipe or some type
of reinforcement rod is attached to the top of the entire
fence.

b. The net wire shall be no more than 2 inches above the
ground. If barbed wire it shall be 3 inches above the net
wire. Total height of fence will be at least 42 inches.

c. Corner posts will be cemented and/or braced in such a
manner to keep the fence tight at all times. Standard
steel, wood, or pipe posts will be used between the
cornerbraces. Maximum distance between any two posts will
be no greater than 16'.

d. All wire will be stretched before it is attached to the
corner posts.

The reserve pit will be fenced on three sides during drilling
operations and on the fourth side when the rig moves off
locations. Pits will be fenced and maintained until
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10. PLANS FOR RECLAMATION OF LOCATION SITE:

The BLM will be contacted prior to commencement of any reclamation
operations.

Producing location:

a. Immediately upon well completion, the location and surrounding
areas will be cleared of all unused tubing, equipment, debris,
materials, trash, and junk not required for production.

b. Immediately upon well completion, any hydrocarbons in the pit
will be removed in accordance with 43 CFR 3162.7-1.

c. If a plastic nylon reinforced liner is used, it will be torn
and perforated before backfilling of the reserve pit.

d. The reserve pit and that portion of the location not needed for
production facilities or operations will be recontoured to the
approximate natural contours. The reserve pit will be
reclaimed within 120 days from the date of well completion.
Before any dirt work takes place, the reserve pit will have all
fluids and hydrocarbons removed and all trash will be removed.

Dry hole/abandoned location:

At such time as the well is plugged and abandoned, operator will
submit a subsequent report of abandonment and BLM will attach the
appropriate surface rehabilitation conditions of approval.

11. SURFACE OWNERSHIP:

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, UT 84078

12 . OTHER INFORMATION:

a. An Archeology Survey will be provided as soon as it is
completed.

b. If unexpected cultural resources are observed during
construction or reclamation operations, Equitable Resources

Energy Company's Balcron Oil division will suspend operations
in the vicinity of the discovery and immediately report the
finding to the BLM District Office.

c. Operator will have on site a copy of the Surface Use Program

and a copy of the supplemental conditions.

d. Drilling operations will be conducted in accordance with the
Bureau of Land Management conditions of approval when
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e. At the onsite it was determined no silt catchment dam will need
to be constructed at this location.

13. OPERATOR'S REPRESENTATIVES:

Equitable Resources Energy Company, Baloron Oil Division
1601 Lewis Avenue
P.O. Box 21017
Billings, Montana 59104
(8:00 a.m. to 5:00 p.m.)
(406) 259-7860
FAX: (406) 245-1361

Dave McCoskery, Operations Manager Home: (406) 248-3864
Mobile: (406) 698-3732

Dale Griffin, Operations Supervisor Mobile: (801) 828-7291
Home: (801) 781-1018

14. CERTIFICATION:

I hereby certify that I, or persons under my direct supervision,
have inspected the proposed drillsite and access route; that I am
familiar with the conditions which presently exist; that any
statements made in this plan are, to the best of my knowledge, true
and correct; and that the work associated with the operations
proposed herein will be performed by Balcron Oil, a division of
Equitable Resources Energy Company, and its contractors and
subcontractors in conformity with this plan and the terms and
conditions under which it is approved. This statement is subject
to the provisions of 18 U.S.C. 1001 for the filing of a false
statement.

Date Bobbie Schuman
Regulatory and Environmental
Specialist
Equitable Resources Energy
Company, Balcron Oil Division



ualcron Oil Well Prognoois EXHIBIT "C"

We11Name BALCRON FEDERAL #42-19Y Exploratory Control Well BF #41-19Y

Location SENE SEC 19-T9S-R18E 2100' FNL, 500' FEL Development X Operator EREC-BOD

County UINTAH Field 8 MILE KB 5140
State UTAH Section SENE 19 Section NENE 19

Total Depth 5400 Township 9S Township 95
GL (Ung) 5134.26 EST. KB 5143 Range 18E Range 18E

Formation Tops Prognosis Sample Top Control Well High/Low
Formation Depth Datum Depth Datum Datum Prog Cntl Deviation
UINTA SURFACE
GREEN RIVER 1133 4010 3950
HORSEBENCHSS 1762 3381 3321
2ND GARDEN GULCH 3509 1634 1574
YELLOW MARKER 4108 1035 975
DOUGLASCREEK 4269 874 814
R-5 SAND (PAY) 4439 704 644
2ND DOUGLAS CREEK 4503 640 580
GREEN MARKER 4632 511 451
G-3 SAND (PAY) 4706 437 377
BLACK SHALE FACIES 4881 262 202
CARBONATEMARKER 5060 83 23
B-1 SAND (PAY) 5093 50 -10

TD 5400

Samples DST,s Wellsite Geologist
50' FROM 1100' TO 3600' DST #1 NONE Name:
30' FROM 3600' TO TD DST #2 From: to:
5' THROUGH EXPECTED PAY DST #3 Address:
5' THROUGH DRILLINGBREAKS DST #4

Phone # wk.
Logs Cores hm.
DLLFROM SURFCSGTO TD Core #1 NONE Fax #
LDT/CNL FROM 3300' TO TD Core #2

Core #3 Mud Logger/Hot Wire
Core #4 Company:

Required: (Yes/No) YES
Type: TWO MAN

Comments: Logger:
Phone #

Fax #
Report To: 1st Name: DAVE BICKERSTAFF Phone # (406) 259-7860 wk. 245-2261 hm.

2nd Name: KEVEN REINSCHMIDT Phone # " wk. 248-7026 hm.
Prepared By: K.K. REINSCHMIDT 11/15/94 Phone # wk.



EXHIBIT "D"

Eguitable Resources Energy Company
Page 1 of 2

Baloron Oil Division

DRILLING PROGRAM

WELL NAME: Baloron Federal 42-19Y PROSPECT/FIELD: 8 Mile
LOCATION: SE NE Sea.19 Twn.98 Rge.18E
COUNTY: Uintah BTATE: Utah

TOTAL DEPTH: 5400

BOLE BISE INTERVAL

12 1/4n 0 to 260'
7 7/8" 260 to 5400'

CASING INTERVAL CABING

STRING TYPE FROM TO SIZE WEIGHT GRADE

Surface Casing 0 260 8 5/8" 24 #|Ft J-55

Production Casing 0 5400 5 1/2" 15.50#|Ft K-55

(All Casing will be new, ST&C)

CBMENT PROGRAM

Surface 225 sacks Class "G" with 2% CaC1 and 1/4 #|Sk
Flocele.
( Cement will be circulated to surface.)

Production 250 sacks Thifty Lite and 400 sacks 50-50 Poz
mix.
( Top of cement will be 2000')

PRELIMINARY
DRILLING FLUID PROGRAM

PLAB. YIELD
TYPE FROM TO WEIGHT VIS POINT

Air and air mist 0 2GO N.A. N.A. N.A.
Air/Air Mist|KCI Water 260 T.D. 8.7-8.9 N.A. N.A.

Drilling will be with air from surface to as deep as hole conditions
allow. 2% KCl fluid will be used for the remainder of the hole.

1.) No cores or DST's are planned.



EXHIBIT "D"

BALCRON OIL CO.
Page 2 of 2

Operator: BALCRON OIL Well Name: Baloron Fed. #42-19Y

Pro·)eot ID: | Location: Uintah/Utah

Desicm Parameters: Desiqp Factors:
Mud weight ( 8.80 ppg) : 0.457 pst/ft collapse : 1.125

Shut in surface pressure : 1929 psi Burst : 1.00

Internal gradient (burst) : 0.100 pst/ft 8 Round : 1.80 (J)

Annular gradient (burst) : 0.000 pst/ft Buttress : 1.60 (J)

Tensile load is determined using air weight Body Yteld : 1.50 (B)

service rating is "sweet" Overpult : 0 lbs.

Length Size Weight Grade Joint Depth Drift Cost

(feet) (in.) (lb/ft) (feet) (in.)

1 5,400 5-1/2" 15.50 K-55 ST&C 5,400 4.825

Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.

(psi) (psi) (psi) (psi) (kips) (kips)

1 2469 4040 1.636 2469 4810 1.95 83.70 222 2.65 J

Prepared by : McCoskery, Billings, MT
Date : 12-06-1994
Remarks :

Minium segment length for the 5,400 foot well is 1,500 feet.

The mud gradient and bottom hole pressures (for burst) are 0.457 pst/ft and

2,469 psi, respectively.

NOTE: The design factors used in this casing string design are as shown above. As a general guide-

Line, Lone Star Steet reconmends using minimum design factors of 1.125 - Collapse (with

evacuated casing), 1.0 - Burst, 1.8 - 8 Round Tension, 1.6 - Buttress Tension, and 1.5 - Body

Yield. Collapse strength under axial tension was calculated based on the Westcott, Dunlop and

Kemler curve. Engineering responsibility for use of this design will be that of the purchaser.

Costs for this design are based on a 1990 pricing modet. (Version



EXHIBIT E

A. ßazardous chemicals 10,000 pounds of which will most likely be
psed, °ppo44ced, stored, transported, or disposed of in
assopigtfon with the proposed action of drilling, completing
and producing this well:

e anticipate that none of the hazardous chemicals in
quantities of 10,000 pounds or more will be associated
with these operations.

B. Extremelv hazardous substances threshold guantities (per
Howard Cleavinger 11/30/93) of which will be used, produced.
stored, transported, or disposed of in association with the
proposed action of drilling, completing and producing this
well:

We anticipate that none of the extremely hazardous
substances in threshold quantities per 40 CFR 355 will be
associated with these operations.

12|1/93
Revised 12/7/93
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E tableResources Energy C apanY EXHIBIT "J"
BalcronFederal 42-19V

Proposed Producilon FacllliyDIogram

Balcron Federal 42-19Y
SENE Sec. 19, 198,R18E
Untah County, Utah
Federal Lease #U-65635
2100'FNL500'FELDGŒ

VALVEDESCRIPflON
DURING DURING
PROD. SALES

VE#2 OPEN CLOSED #1 400
VE#3 CLOSED OPEN #5
VE#4 OPEN CLOSED #2 TANKVE#5 CLOSED CLOSED
VE#6 CLOSED CLOSED
VE#7 CLOSED OPEN 100

aosune x "x Bbl
WATER

load line

NORTH #7 #0 400
m· Bbl ·#6

TANK

Access
Road Old

WELLHEAD

EQUITABLERESOURCES
ENERGYCOMPANY
BALCRONOL DMSION
1601LewisAenue
RO.Box21017DIAGRAMNOf10 SCAŒ Bings, Mi 59104-1017
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SECTION 19, TOS, RtBE S.LB.&M .

ca .

TOPSŒL Û Û. = 50 STA. 0+00
F/2.1 sroexPitt C/0.8

C/1.J C/1. 6 - - -

HELLHOLE

Prenosed A grsšnw Pir
Road 100' X 75'
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r - so STA. 1+50

C/0.5 -

Q Q.f 100' sa' 7 y
STA. 1+50 75'

C/0. 9

WAS7E
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F/N. GRADE= 54JJ.8'
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REFERENCEPOINTS
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225' SOUTHWEST 5136.8'

STA. 2+75
APPROXIMATEYARDAGES

CUT = 1560 Cu. Yds.
FILL = 260 Cu. Yds. DRAnw en R.En

PIT == 1,940 Cu. Yds. DA7E 17-3-94

6" TOPSOIL== 900 Cu. Yds, fand furt/tysny. /nc.
scam t - so \ (801) 781-2501
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UTAHDÑËON OF OIL, GAS AND MlŠG
EQUIPMENT INVENTORY

Operator: br (50 WC Lease: State:_ Federal:XIndian:_ Fee:

Well Name:
API Number: Ÿ3-Og 324

Section: f Township: Range:/XCounty: Um/Á Field:f At/< /a/

We!! Status: /OU WellType: Oil: A Gas:_ ..

PRODUCTlON LEASEEQUIPMENT:1 CENTRAL BATTERY:

Well head Boiler(s) Com ressor Separator(s)

Dehydrator(s) _
Shed(s)

___
Une

pHester(s) Heated Separator

VRU ..L Heater Treater(s)

PUMPS:
Tripiex Chemical i Centrifugal

LIFTMETHOD:
Pum jack Hydraulic

____

Submersible Ficwing

GAS EQUIPMENT:

O Gas Meters Purchase Meter Sales Meter

TANKS: NUMBER
SIZE

3 OilStorage Tank(s) Ÿ¤d BELS

Water Tank(s)
BELS

Power Water Tank
BELS

Condensate Tank(s)
BELS

/ Propane Tank

Location centra batterv: Qtr C r: Sect on: Townshic: Range:

Insc ac-:
Date: f/
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 12/08/94 API NO. ASSIGNED: 43-047-32616

WELL NAME: BALCRON FEDERAL 42-19Y
OPERATOR: EQUITABLE RESOURCES (N9890)

PROPOSED LOCATION: INSPECT LOCATION BY: | |
SENE 19 - TO9S - R18E
SURFACE: 2100-FNL-0500-FEL TECH REVIEW Initials Date

BOTTOM: 2100-FNL-0500-FEL
UINTAH COUNTY Engineering
EIGHTMILE FLAT NORTH FIELD (590)

Geology
LEASE TYPE: FED
LEASE NUMBER: U-65635 Surface

PROPOSED PRODUCING FORMATION: GRRV

I

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat
R649-2-3. Unit:

Bond: Federal[] State[g'Fee[]
(Number (py?& ) R649-3-2. General.

Potash (Y/N)
Oil shale (Y/N) R649-3-3. Exception.

Water permit
(Number Nrydrg: µµL ) Drilling Unit.

/ RDCC Review (Y/N) Board Cause no:
(Date: ) Date:

CONFIDENTIAL
COMMENTS: PFRIOD
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BTATE 07 UTAR

Operatort EQUITABLE REBOURCES Well Names BALCRON FED. 42-19Y

ProŠeot ID: 43-047-32616 Location: BBC. 19 - TO98 - R18E

Design Parameters: Design Factors:
Nud weight ( 8.90 ppg) : 0.462 psi/ft Collapse : 1.125
Shut in surface pressure : 2201 poi Burst : 1.00
Internet gradient (burst) : 0.055 psi/ft 8 Round : 1.80 (J)
Annuter gradient (burst) : 0.000 psf/ft Buttress : 1.60 (J)
Tensile toed is determined using buoyed weight Other : 1.50 (J)
Service rating is •5ueet" Body Yield : 1.50 (B)

Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (lb/ft) (feet) (in.)

1 5,400 5.500 15.50 K-55 ST&C 5,400 4.825

Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.

(Psi) (psi) (psi) (psi) (kips) (kips)

1 2497 4040 1.618 2497 4810 1.93 72.31 222 3.07 J

Prepared by : FRM, Salt Lake City, UT
Date : 01-12-1995
Remarks :

Ninimum segment length for the 5,400 foot welt is 1,000 feet.
SICP is based on the ident gas law, a gas gravity of 0.69, and a mean gas

temperature of 101'F (Surface 74°F
, BNT 128'F & temp. gradient 1.000*/100 ft.)

The mud gradient and bottom hole pressures (for burst) are 0.462 psi/ft and
2,497 poi, respectively.

NOTE: The design factors used in this casing string design are as shown above. As a generat guide•
tine, Lone Star Steel recommends using minimumdesign factors of 1.125 - Collapse (with
evacuated casing), 1.0 - Burst, 1.8 - 8 Round Tension, 1.6 - Buttress Tension, and 1.5 - Body
Yield. Col tapse strength under axial tension was calculated based on the Westcott, Duntop and
Keeler curve. Engineering responsibility for use of this design witt be that of the purchaser.

Costs for this design are based on a 1987 pricing model. (Version



=orm 3tië-5 - UNITED STATES FORMAPPROVED

June 1990) DEPARTMENT OF THE INTERIOR . 'ir are 31 :

. BUREAUOF LAND MANAGEMENT s. 1».... o.signaa..ans seri.tu..

SUNDRY NOTICES AND REPORTS ON W F OIL, GAS & MI 6

Do not use this form for proposals to drill or todeepen or reentryÌo a different reservoir.
Use "APPLICATIONFOR PERMIT-" for such proposals n/a

SUBMITIN TRIPLICATE
R Unk or CA, Agreement Duigna Än

1. Typeo(Weli .

T1/d

11
O°wi O o..,

=- w-us===•=ss•-

2· """=•f ©P="'*' Bal cron Federal #42-19Y

Equitable Resources Energy Company, Balcron Oil Division 9·^nw.uno.

3. Addressand TelephoneNo.

P.0. Box 21017; Billings, MT 59104 (406) 259-7860 10. Field and Pool.or ExploratoryArea

4. 1.acation of Wen (Foomss.Sec., T., R., 14.. or Survey Description) 8 Mile F1at/Green River
11. County or Parish, Sme

SE NE Sedtion 19, T9S, R18E 2109' FNL,
500°' FEL

°

-

·

Uintah County, UTAH

r. CHECK APPROPRIATE BOX(s) TO INDICATENATUREOF NOTICE, REPORT, OR OTHER OATA

TYPE OF SUBMISSION
• TYPE OF ACTION

O s.a...r t... O Abandonmca. O es....<m..

O a..,i.a.. O s.. c....u..

SubsequentRepan O m.,,,., ..a O Non-Routine Fracturing

O c.i., ....i, O w..., as...orr

O FmalAbudomn m Nmac. O as.,.., c... O c....=i... i.i..a..

Oo.,,, survey plat o,
Compictioner AccernplesienRepest and t.egform.)

i3. DescribePrŠscÄor Compisted Operations (Cicariy state a i peninent details, and give pertinent dates. including estimand date of staning any proposed work. It weit is directionally drilled.

give subsurface locations and measured and true venical depthsfor all markers and zones pertinent to this work.)•

Attached is a corrected survey plat (EXHIBIT "K") which is to replace the one

submitted in the Application for Permit to Drill. The county namewas incorrect

on the original plat.

43 °

Approved by
rir

Date

Conditionset approval, if any:

de 15U.3.C.Section1001, Insges it a stirne for any persaa knowinglyand willfully to make to any department er agency of the UnitedStatesany false, fictitiousor fraudulentstatemems

or representations as to any maner withia ks



TSS, MBE, S.L.B.&M.

EAST - 39.72 (G.LO.)
N39°56'50"W

- 264J.1J' (Meas)
WELLLOCATION,BALCRONFEDERAL#42-19Y,
LOCATED AS SHOWNIN THE SE 1/4 NE 1/4
OF SECTION 19, T9S, R18E, S.L.B.&M.
Uintah COUNTY, UTAH.

¼E.L LOC4 HON:
BALCRŒl ?EDSTAL f42--19Y
E.9' UN2OD Gr?0UND = 51J4.26 , 500'

o I o

19 0

ND
Q
J THIS IS TO PLAT WAS

PREPARE ELD NO TUALSURVEYS
---

--- MADEBY UNGENielYS 10N AND THAT
THE SAM AR TRgg:AþgpOR ECT 0 THE BEST OF
MY KNO DG AND BELIEF.

NO.144102 *

GI YOR
R NGŸ . 102 · rn

l STA

NSS a9°E
- 79.80 (G.LO.) TX STATEW SEYETING& CORSlil2INGE

38 EAST 100 NORTH,VERNAL,UTAH84078
(801) 781-2501

= SECT10N CORNERS LOCATED SCALE: 1" = 1000' SURVEYED BY: S.S. G.S.

BASIS OF BEARINGS; G.LO. DATED 1910 DATE: 10-29-94 WEATHER:COOL

BASIS OF ELEV; U.S.G.S. 7-1/2 min QUAD (PARIETTE DRAW SW)
NOTES: FILE



BALCRON OI L

Balcron Federal #42-19Y
42- 04 7-J.2h/G

SE NE Section 19 , TSS, R18E, SLB&M

Uintah County, Utah

CUlyr¡ut·lyilAL
PALÑNTOLOGY REPORT

WELLPAD LOCATION AND ACCESS ROAD

BY

ALDENH. HAMBLIN
PALEONTOLOGIST
235 EAST MAIN

VERNAL,UTAH84078

December 28,



RESULTSOF PALEONTOLOGYSURVEYAT BALCRONFEDERAL#42-19Y, SE NE Section 19,
T9S, R18E, SLB&M,UINTAHCOUNTY, UTAH.

Description of Geology and Topography-

This well location is 12 miles south and 7 miles east of Myton, Utah. The
road is .3 mile long after it leaves well #41-19y and it and the wellpad are
on flat bench sediments. These sediments are composed of sand and small rock
fragments. No rock outcrops were noted during the survey.

All rock outcrops in the general area are of the Upper Eocene Uinta Formation,
known for its fossil vertebrate fauna of mammals, turtles, crocodilians, and
occasional fish remains and plant impressions.

Paleontological material found -

No fossils were found during the survey.

Recommendations-

No recommendations are made for this access road or wellpad.
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ABSTRACT

An intensive cultural resource evaluation has been conducted for Balcron Oil Company
of nine proposed well locations and access routes (Balcron Federal wells #12-20Y, 31-19Y, 32-
19Y, 42-19Y; Balcron Monument State wells #13-2, #12-2, #22-2, #34-2 and #23-2). These
evaluatedlocations are situatedon Utah State and federally administeredlands located in the
Pariette Bench locality of Duchesne and Uintah Counties, Utah. This evaluationinvolveda total
of 99.23 acres, of which 75 acres are associated with the well pads and an additional 24.23 acres
are associated with seven accessroad rights-of-way. These evaluations were conducted by F.R.
Hauck and Glade Hadden of AERC on December 6 and 12, 1994.

No previously recorded significantor National Register eligible cultural resources will
be adverselyaffectedby the proposed developments.

No newly identified culturalresource activityloci of either historic or prehistoric origin
were discoveredand recorded during the examinations.

Several isolated, non-diagnostic artifacts were noted during the investigations.

AERCrecommends projectclearance basedon adherenceto the stipulations noted in the
final sectionof this report.



CULTURAL RESOURCE EVALUATION

OF PROPOSED WELL LOCATIONS AND ACCESS ROUTES

IN THE CASTLE PEAK DRAW AND

EIGHT MILE FLAT LOCALITIES

OF DUCHESNE & UINTAH COUNTŒS, UTAH

Report Prepared for Balcron Oil Company
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GENERALINFORMATION

On December 6 and 12, 1994, AERC archaeologistsF.R. Hauck and Glade Hadden
conducted an intensive cultural resource evaluation for Balcron Oil Company of Billings
Montana. This examinationinvolvednine proposed well locations(Balcron Federal Units 12-
20Y, 31-19Y, 32-19Y and 42-19Y; Balcron Monument State Units 13-2, 12-2, 22-2, 34-2 and
23-2) and associated access roads. The project area is in the, Castle Peak Draw and Eight Mile
Flat locality south eastof Myton, Utah (see Map 1). A total of 99.23 acres was examined which
include55.75 acres associated with the Federal well pads and accessroutes situated on federal
lands administered by the Vernal District of the Bureau of Land Management, Diamond
Mountain Resource Area, Vernal, Utah. An additional43.48 acres are associated with the State
well padsand access routes situatedin a State Section administered by the Utah Division of State
Lands and Forestry.

The purpose of the field study and this report is to identify and document cultural site
presence and assess National Register potential significance relative to established criteria (cf.,
Title 36 CFR 60.6). The proposed developmentof these well locationsand associatedaccess
routes requires an archaeologicalevaluationin compliancewith U.C.A. 9-8-404, the Federal
Antiquities Act of 1906, the Reservoir Salvage Act of 1960-as amended by P.L. 93-291, Section
106 of the National Historic Preservation Act of 1966-as amended, the National Environmental
Policy Act of 1969, the Federal Land Policy and Management Act of 1979, the Archaeological
Resources Protection Act of 1979, the Native American Religious Freedom Act of 1978, the
Historic Preservation Act of 1980, and Executive Order 11593.

In additionto documenting cultural identity and significance, mitigation recommendations
relativeto the preservationof culturaldata and materialscan be directedto theBureau of Land
Management, Vernal District Office and to the State Antiquities Section.

Pro.iect Location

The project location is in the Castle Peak Draw locality of Duchesne and Uintah Counties,
Utah, and theEight Mile Flat locality of Uintah County. All of the evaluatedwells and access
routes are situatedon thePariette Draw SW 7.5 minute topographicquad (see Maps).

Balcron Federal #12-20Y is situated in the SW quarter of the NW quarter of Section 20,
Township 9 South, Range 18 East SLBM, togetherwith ca. 0.4 miles of accessroute (see Map
2).

Balcron Federal #31-19Y is situated in the NW quarter of the NE quarter of Section 19,
Township 9 South, Range 18 East SLBM, togetherwith ca. 0.3 milesof access route (see Map
2).

Balcron Federal #32-19Y is situated in the SW quarter of the NE quarter of Section 19,
Township 9 South, Range 18 East SLBM, togetherwith ca. 0.3 miles of accessroute (see Map
2).
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Balcron Federal #42-19Y is situatedin the SE quarter of the NE quarter of Section19,
Township 9 South, Range 18 East SLBM, togetherwith ca. 0.3 miles of access route (see Map
2).

Balcron Monument State Unit # 13-2 is situatedin the NW quarter of the SW quarter of
Section 2, Township 9 South, Range 17 East SLBM (see Map 3).

Balcron Monument State Unit # 12-2 is situatedin the SW quarter of the NW quarterof
Section 2, Township 9 South, Range 17 East SLBM, togetherwith .1 miles of accessroute (see
Map 3).

Baleron Monument State Unit # 22-2 is situatedin the SE quarter of theNW quarterof
Section2, Township 9 South, Range 17East SLBM, togetherwith .3 milesof accessroute (see
Map 3).

Balcron Monument State Unit # 34-2 is situated in the SW quarter of the SE quarter of
Section 2, Township 9 South, Range 17 East SLBM, togetherwith .3 miles of access route (see
Map 3).

Balcron Monument State Unit # 23-2 is situatedin the NE quarter of the SW quarter of
Section 2, Township 9 South, Range 17 East SLBM (see Map 3).

Environmental Description

The project area is within the 5000 to 5200 foot elevationzone abovesea level. Open
rangelandterrainand eroded Eocene lakebedsurfacesare associatedwith theprojectlocalities.

The vegetation in the project area includes Chrysothamnus spp. Artemisia spp.,
Sarcobatus vermiculatus, Ephedra viridis, Cercocarpus spp. Atriplex canescens,
and a variety of grasses.

The geologicalassociationswithin the project area consistof fluvial lakedepositswhich
correlate with the Uinta Formation which is of Tertiary age.

PREVIOUSRESEARCHIN THELOCALITY

File Search

A records searchof the site files and maps at the Antiquities Section of the StateHistoric
Preservation Office in Salt Lake City was conductedon December 19, 1994. A similar search
was conductedin the Vernal District Office of the BLM on December 12, 1994. The National
Register of Historic Places has beenconsultedand no registeredhistoricor prehistoricproperties
will be affected by theproposed developments.



A variety of known cultural sites are situated in the Monument Buttes / Castle Peak
Drawl Eight Mile Flat/ Pariette Draw localities. Many of theseprehistoric resources were
identifiedand recorded by AERC during the Mapco River Bend survey (Hauck and Norman
1980). Other sites have been located and recorded by AERC and other archaeologistsand
consultantsduring oil and gas explorationinventories (cf. Fike and Phillips 1984, Hauck and
Weder 1989).

Prehistorv and History of the cultural Region

Currently available information indicates that the Northern Colorado Plateau Cultural
Region has been occupied by a variety of cultures beginning perhaps as early as 10,000 B.C.
These cultures, as identifiedby their material remains, demonstrate a cultural developmental
process that beginswith the earliest identified Paleoindian peoples (10,000 -- 7,000 B.C.) and
extendsthrough the Archaic (ca. 7,000 B.C. -- A.D. 300), and Formative (ca. A.D. 400 --

1100)Stages,and the Late Prehistoric-Protohistoric periods (ca. A.D. 1200-- 1850) to conclude
in the Historic-Modern period which was initiated with the incursion of the Euro-American
trappers, explorers, and settlers. Basically, each cultural stage -- with the exceptionof the Late
Prehistoric hunting and gathering Shoshoneanbands -- featuresa more complex life-way and
socialorder than occurred during the earlier stage of development (Hauck 1991:53). For a
more comprehensivetreatmentof the prehistory and history of this region see Archaeological
Evaluations in the Northern Colorado Platean Cultural Aren (Hanelt 1991)

Site Potential in the Pro.iect Development Zone

Previous archaeological evaluations in the general project area have resulted in the
identificationand recording of a variety of cultural resource siteshaving eligibilityfor potential
nominationto the National Register of Historic Places (NRHP). The majority of thesesites are
lithicscatterscontaining cobblereduction materials. Many of thesequarry sitesare of the "Tap
and Test" variety, and extend for tens or hundreds of meters. Open occupationsare also
frequently being identified in this locality. Sites associatedwith the open rangeland generally
appearto havebeenoccupiedduringtheMiddle Plains Archaic Stagewith occasionalindications
of Paleoindian activitybasedon therecoveryof isolatedPlano styleprojectile points. The north-
southdrainagecanyonsappearto containthemajorityof Late Prehistoric (Numa) sitesprobably
becausethose canyon floors were transportationcorridors and convenient pastures for the Ute
horse herds. Evidence of Formative Stage occupation,i.e., Fremont, is rarely observedin the
rangeland environment but is common within the Green River and White River canyons and their
primary tributary canyons.

Site densityin certain portions of the region appears to range from one to four sites per
section. These densities increase in the canyon bottoms due to Ute rock art loci. Recent
evaluations indicate that the site densities may reach 8 to 12 sitesper sectionin certain localities
on the upper bencheswhich were apparently favored for hunting, lithic resource procurement,
and camping. Prehistoric sites on the rangeland benches appear to be associatedwith water
courses and aeolian deposits.



FIELD EVALUATIONS

Methodology

Intensive evaluationsconsisted of the archaeologists walking a series of 10 to 20 meter-
wide transectsacross a 10acre area associated with each ten acre well pad area on Federal lands,
and with a sevenacre well pad buffer zone on State lands. Access routes are evaluated by the
archaeologistswalking a pair of 10 to 15 meter-wide transectson either side of the flaggedaccess
route rights of way. Thus, a 30 meter-wide or 100 foot-widecorridor (ca. 24.23 acres) was
examinedfor the various proposedaccess roads, in addition to the 75 acres inventoried on the
well pads.

Observation of cultural materialsresults in intensive examinationsto determinethe nature
of the resource (isolate or activity locus). The analysis of each specific cultural site results in
its subsequentlybeing sketched, photographed, and appropriately recorded on standardIMACS
forms. Cultural sites are then evaluatedfor significance utilizing the standards described below
and mitigation recommendations are considered as a means of preserving significant resources
which may be situated within the development zone.

Site Sianificance criteria
Prehistoric and historicculturalsites which can be consideredas eligiblefor nomination

to the National Register of Historic Places have been outlined as follows in the National
Register's Criteria for Evaluation as established in Title 36 CFR 60.6:

The qualityof sigmficancein American ... archaeology ... and culture is
present in ... sites... that possess integrityof location,design,setting,materials,
workmanship, feeling,and association and:
a. That are associated with events that have madea sigmficant contribution to the
broad patterns of our history; or
b. that are associated with the lives of persons sign(licant in our past; or
c. that embody the distinctivecharacteristics of a type, period, or method of
construction... ; or
d. that have yielded, or may be likely to yield, information important inprehistory
or history.

In additionto satisfyingone or more of these general conditions, a significantcultural
resourcesite in Utah will generallybe consideredas beingeligiblefor inclusionin theNational
Register if it should advance our current state of knowledge relating to chronology, cultural
relationships,origins, and cultural life ways of prehistoricor historic groups in thearea.

In a final review of any site's cultural significance,the site must possess integrityand at
least one of the above criteria to be considered eligible for nomination to the National Record
of Historic Places.



Results of the Inventorv

No prehistoric or historic cultural resource activity loci were observed and recorded
during the archaeologicalevaluations.

No previously identifiedand recorded significant or National Register sites were noted
or recorded during the survey.

No diagnostic isolated artifacts were observed and recorded during the evaluation. Two
non-diagnostictoolswere noted in the area of Monument State well 23-2 and one on the access
route into Monument State well 34-2. These tools were all simple choppersconstructed by
bifaciallyremoving several flakes from one end of a hand-sized cobble. In all three cases, the
toolswere found near thebreakof hills at theemergence of drainages. The occurrence of these
tools fits a previously noted pattern, and may be related to the ambush hunting and subsequent
butchering of large game animals,possibly during the Archaic period. A detailed evaluation of
the localityfailed to yield any identifiablefeaturesor cultural contexts that woulddemonstrate
the presence of an archaeologicallocus.

CONCLUSIONANDRECOMMENDATIONS

No known significant cultural resources will be adversely impacted during the
developmentand operationof the Balcron Well Units as evaluatedduring this AERC project.

AERC recommendsthata culturalresourceclearancebe granted toBalcron Oil Company
relative to the developmentof theseproposed drilling locations and the associatedaccess routes
based upon adherenceto the followingstipulations:

1. all vehicular traffic, personnel movement, constructionand restoration operations
should be confined to the flagged areas and corridors examined as referenced in this
report, and to the existing roadways;

2. all personnel should refrain from collecting artifacts and from disturbing any
significantcultural resources in the area; and

3. the authorized official should be consulted should cultural remains from subsurface
deposits be exposed during construction work or if the need arises to relocate or
otherwisealter the location of the explorationarea.

F. Richard Hauck, Ph.D.
President and Principal Investigator
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O State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD)

January 12, 1995

Equitable Resources Energy Company
P.O. Box 21017
Billings, Montana 59104

Re: Balcron Federal #42-19Y Well, 2100' FNL, 500' FEL, SE NE, Sec. 19, T. 9 S., R.
18 E., Uintah County, Utah

Gentlemen:

Pursuant to Utah Admin. R. 649-3-2, Location and Siting of Wells and Utah
Admin. R. 649-3-4, Permitting of Wells to be Drilled, Deepened or Plugged-Back,

approval to drill the referenced well is hereby granted.

In addition, the following specific actions are necessary to fully comply with this
approval:

1. Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil
and Gas Conservation General Rules.

2. Notification to the Division within 24 hours after drilling operations
commence.

3. Submittal of Entity Action Form, Form 6, within five working days following
commencement of drilling operations and whenever a change in operations
or interests necessitates an entity status change.

4. Submittal of the Report of Water Encountered During Drilling, Form 7.

5. Compliance with the requirements of Utah Admin. R. 649-3-20, Gas Flaring
or Venting, if the well is completed for production.

6. Prompt notification prior to commencing operations, if necessary, to plug
and abandon the well. Notify Frank R. Matthews, Petroleum Engineer,
(Office) (801)538-5340, (Home) (801)476-8613, or K. Michael Hebertson,
Reclamation Specialist, (Home)



Page 2
Equitable Resources Energy Company
Balcron Federal #42-19Y Well
January 12, 1995

This approval shall expire one year after date of issuance unless substantial and
continuous operation is undenvay or a request for an extension is made prior to the
approval expiration date. The API numþer assigned to this well is 43-047-32616.

Sincerely,

. .

° h
Associate Director

ldc
Enclosures
cc: Uintah County Assessor

Bureau of Land Management, Vernal District Office
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Well: Balcron Fed. 42-19Y

CONDITIONSOF APPROVAL
APPLICATION FOR PERMIT TO DRILL

Company/Operator: Equitable Resources Energy Company

Well Name & Number: Balcron Federal 42-19Y

API Number: 43-047-32616

Lease Number: U-65635

Location: SENE Sec. 1 T.X R. 1$E

NOTIFICATION REQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to construction of location and
access roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four(24) hours prior to spuddingthe well.

Casing String and - at least twenty-four (24) hours prior to running casing and
Cementing cementingall casingstrings.

BOP and Related - at least twenty-four(24) hours prior to initiating pressure tests.
Equipment Tests

First Production - within five (5) businessdays after new well begins, or production
Notice resumes after well has been off production for more than ninety (90)

days.

For more specific details on notification requirements, please check the Conditions of Approval for
Notice to Drill and SurfaceUse
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CONDITIONSOF APPROVAL FOR NOTICE TO DRILL

Approval of this applicationdoes not warrant or certify that the applicant holds legal or equitable title
to those rights in the subject lease which would entitle the applicant to conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that full complianceis made with
applicable laws, regulations (43 CFR 3100), OnshoreOil and Gas Orders, and the approvedplan of
operations. The operator is fully responsible for the actionsof his subcontractors.A copy of these
conditions will be furnished the field representative to insure compliance.

Be aware fire restrictions may be in effectwhen location is being constructedand/or when well is
being drilled. Contact the appropriateSurfaceManagement Agency for information.

A. DRILLINGPROGRAM

1. Estimated Depth at Which Oil, Gas, Water, or OtherMineral Begring Zones are Expected to
be Encountered

Report ALLwater shows and water-bearing sands to Tim Ingwell of this office. Copies of
State of Utah form OGC-8-X are acceptable. If noticeable water flows are detected, submit
samplesto this office alongwith any water analysesconducted.

All usable water and prospectivelyvaluable minerals (as describedby BLM at onsite)
encounteredduring drilling, will be recorded by depth and adequatelyprotected. All oil and
gas shows will be tested to determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of OnshoreOil and
Gas Order No. 2 for equipment and testing requirements, procedures, etc., for a 2M system
and individual componentsshall be operableas designed.Chart recorders shall be used for all
pressure tests.

Test charts, with individual test results identified, shall be maintainedon location while
drilling and shall be made availableto a BLM representative upon request.

If an air compressor is on locationand is being utilizedto provide air for the drilling medium
while drilling, the special drilling requirements in OnshoreOil and Gas Order No. 2,
regarding air or gas drillingshallbe adheredto. If a mist system is being utilized then the
requirement for a dedustershall be waived.

The Vernal District Office shall be notified, at least 24 hours prior to initiating the pressure
tests, in order to have a BLM representative on location during pressure
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3. ÇgsingProgram and Ayxiliary Equipment

Surface casing shall have centralizers on the bottom three joints,with a minimum of one
centralizer per joint.

As a minimum, the usable water and oil shale resources shall be isolated and/or protectedby
having a cement top for the production casing at least 200 ft. above the base of the Usable
Water zone identified at ± 1000 ft. If gilsonite is encountered while drilling, it shall be
isolated and/or protected via the cementing program.

The Vernal District Officeshall be notified at least 24 hours prior to the running and
cementing of all casing strings, in order to have a BLM representative on location while
running and cementing all casing strings.

4. Mud Program and Circulging Medium

Hazardous substancesspecifically listed by the EPA as a hazardous waste or demonstrating a
characteristic of a hazardous waste will not be used in drilling, testing, or completion
operations.

No chromate additives will be used in the mud system on Federal and Indian lands without
prior BLM approvalto ensure adequateprotection of fresh water aquifers.

5. Corine. Loggine and Testing Program

Daily drilling and completion progress reports shallbe submitted to this office on a weekly
basis.

All Drill Stem tests (DST) shall be accomplishedduring daylight hours, unless specific
approval to start during other hours is obtained from the AO. However, DSTs may be
allowedto continue at night if the test was initiated during daylighthours and the rate of flow
is stabilizedand if adequatelighting is available(i.e., lighting which is adequatefor visibility
and vaporprooffor safe operations). Packers can be released, but tripping shouldnot begin
before daylight unless prior approval is obtained from the AO.

A cementbond log (CBL)will be run from the production casingshoe to ± 800 ft. and shall
be utilized to determine the bond quality for the production casing. Submita field copy of the
CBL to this office.

Whether the well is completed as a dry hole or as a producer, "Well Completionand
Recompletion Report and Log" (Form 3160-4) will be submitted not later than 30 days after
completionof the well or after completionof operationsbeingperformed, in accordance with
43 CFR 3164. Two copies of all logs, core descriptions, core analyses, well-test data,
geologic summaries, sample description, and all other surveys or data obtained and compiled
during the drilling, workover, and/or completion operations, will be filed with Form 3160-4.
Samples (cuttings, fluids, and/or gases) will be submitted when requested by the
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6. Notifications of Operations

No location will be constructed or moved, no well will be plugged, and no drilling or
workover equipment will be removed from a well to be placed in a suspended status without
prior approval of the AO. If operations are to be suspended, prior approval of the AO will
be obtained and notification given before resumption of operations.

The Vernal District Officeshall be notified, duringregular work hours (7:45 a.m.-4:30 p.m.,
Monday through Friday except holidays), at least 24 hours grigt to spuddingthe well.

Operator shall report production data to MMSpursuant to 30 CFR 216.5 using form
MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be promptly reported in accordance with the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a "Sundry Notice" (Form
3160-5)to that effect will be filed, for prior approvalof the AO, and all conditionsof this
approved plan are applicable during all operationsconducted with the replacement rig.

The date on which production is commenced or resumed will be construed for oil wells as the
date on which liquid hydrocarbons are first sold or shipped from a temporary storage facility,
such as a test tank, and for which a run ticket is required to be generated or, the date on
which liquid hydrocarbons are first produced into a permanent storage facility, whichever first
occurs; and, for gas wells as the date on whichassociatedliquid hydrocarbonsare first sold
or shipped from a temporary storage facility, such as a test tank, and for which a run ticket is
required to be generated or, the date on which gas is first measured through permanent
metering facilities, whichever first occurs.

Should the well be successfullycompleted for production,the AO will be notified when the
well is placed in a producing status. Such notification will be sent by telegram or other
written communication, not later than five (5) days following the date on which the well is
placed on production.

Gas produced from this well may not be vented or flaredbeyond an initial authorizedtest
period of 30 days or 50 MMCF following its completion, whichever occurs first, without the
prior written approval of the Authorized Officer. Should gas be vented or flared without
approval beyond the authorized test period, the operator may be directed to shut-in the well
until the gas can be captured or approval to continue.venting or flaring as uneconomic is
granted and the operator shglbe required to çomppngpte the lessor for that portion of the gas
vented or flared without approval which is determinedto have been avoidablylost.

A schematic facilities diagram as required by 43 CFR 3162.7-5 (b.9. d.), and shall be
submitted to the appropriate District Officewithin sixty (60) days of installation or first
production, whichever occurs first. All site security regulations as specified in Onshore Oil &
Gas Order No. 3 shall be adheredto. All product lines enteringand leaving hydrocarbon
storage tanks will be effectively sealed in accordance with 43 CFR 3162.7-5 (b.
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No well abandonment operations will be commenced without the prior approval of the AO.
In the case of newly drilled dry holes or failures, and in emergency situations, oral approval
will be obtained from the AO. A "SubsequentReport of Abandonment" Form 3160-5, will
be filed with the AO within thirty (30) days following completion of the well for
abandonment. This report will indicate where plugs were placed and the current status of
surface restoration. Final abandonment will not be approved until the surface reclamation
work required by the approved APD or approved abandonmentnotice has been completed to
the satisfaction of the AO or his representative, or the appropriateSurface Managing Agency.

7. Other Information

All loading lines will be placed inside the berm surrounding the tank battery.

All off-lease storage, off-lease measurement, or commingling on-lease or off-lease will have
prior written approvalfrom the AO.

Gas meter runs for each well will be located within 500 feet of the wellhead. The gas
flowline will be buried or anchored down from the wellhead to the meter and within 500 feet
downstream of the meter run or any production facilities. Meter runs will be housed and/or
fenced.

The oil and gas measurement facilitieswill be installed on the well location. The oil and gas
meters will be calibrated in place prior to any deliveries. Tests for meter accuracy will be
conducted monthly for the first three months on new meter installations and at least quarterly
thereafter. The AO will be provided with a date and time for the initial meter calibrationand
all future meter proving schedules. A copy of the meter calibrationreports will be submitted
to the Vernal District Office. All meter measurementfacilitieswill conformwith Onshore Oil
& Gas Order No. 4 for liquid hydrocarbons and OnshoreOil & Gas Order No. 5 for natural
gas measurement.

The use of materialsunder BLM jurisdictionwill conformto 43 CFR 3610.2-3.

There will be no deviationfrom the proposed drilling and/or workover program without prior
approval from the AO. Safedrillingand operatingpractices must be observed. All wells,
whether drilling, producing, suspended,or abandonedwill be identified in accordancewith 43
CFR 3162.

"SundryNotice and Report on Wells" (Form 3160-5)will be filed for approval for all
changesof plans and other operations in accordancewith 43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implemented by the applicableprovisions of the operating regulations at Title 43 CFR 3162.4-
1(c), requires that "not later than the 5th business day after any well begins production on
which royalty is due anywhere on a lease site or allocated to a lease site, or resumes
production in the case of a well which has been off production for more than 90 days, the
operator shall notify the authorizedofficer by letter or sundry notice, Form 3160-5, or orally
to be followed by a letter or sundry notice, of the date on which such production has begun or
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If you fail to comply with this requirement in the manner and time allowed, you shall be
liable for a civil penalty of up to $10,000per violation for each day such violation continues,
not to exceed a maximum of 20 days. See Section 109(c)(3) of the Federal Oil and Gas
Royalty Management Act of 1982 and the implementing regulations at Title 43 CFR 3162.4-
1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature date. An extension
period may be granted, if requested, prior to the expiration of the original approval period.

In the event after-hours approvalsare necessary, please contactone of the following
individuals:

Wayne P. Bankert (801)789-4170
Petroleum Engineer

Ed Forsman (801) 789-7077
Petroleum Engineer

BLM FAX Machine (801)
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EPA'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarily hazardous.

- Unused fracturing fluids or acids

- Gas plant cooling tower cleaning wastes

- Painting wastes

- Oil and gas service company wastes, such as emptydrums, drum rinsate, vacuum truck rinsate,
sandblast media, painting wastes, spend solvents, spilledchemicals, and waste acids

- Vacuum truck and drum rinsate from trucks and drums, transportingor containing nonexempt waste

- Refinery wastes

- Liquid and solid wastes generated by crude oil and tank bottom reclaimers

- Used equipmentlubrication oils

- Waste compressor oil, filters, and blowdown

- Used hydraulic fluids

- Waste solvents

- Waste in transportationpipeline-related pits

- Causticor acid cleaners

- Boiler cleaningwastes

- Boiler refractory bricks

- Incinerator ash

- Laboratory wastes

- Sanitary wastes

- Pesticide wastes

- Radioactive tracer wastes

- Drums, insulationand miscellaneous
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BURFACE USE PROGRAM
Conditions of Approval (COAs)

Balcron Well #42-19Y

Methods for Handling Waste Disposal

The reserve pit liner will be a minimum of 12 mil thickness and
have sufficient bedding (straw or dirt) to cover rocks. The liner
will overlap the pit walls and be covered with dirt and/or rocks to
hold it in place. No trash, scrap pipe, etc..., that could puncture
the liner will be disposed of in the pit.

Plans For Reclamation Of Location

In addition to recontouring the reserve pit and that portion of the
location not needed for production facilities and operation. These

areas will also be reseeded and returned to a vegetated condition
as determined by the authorized officer of the BLM.

At time of abandonment the intent of reclamation will be to return
the disturbed area to near natural conditions. Recontour the
surface of the disturbed area to blend all cuts, fills, road berms,
and borrow ditches to be natural in appearance with the surrounding
terrain. Stockpiled topsoil will be spread over the surface, and
the area revegetated to the satisfaction of the authorized officer
of the BLM.

Additional Surface Conditions of Approval

The operator or his/her contractor shall contact the BLM Office at
(801) 789-1362 forty-eight (48) hours prior to construction
activities, including installation of the pit liner.

The BLM Office shall be notified upon site completion prior to
moving on the drilling rig.

If the proposed oil well is scheduled for development between March
15 and August 15, additional surveys for special status animal
species will be required a minimum of 14 days prior to surface
disturbance. Contact the Authorized Officer of the BLM for specific



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: EQUTTAßig RESOURÇES

Well Name: BALCRON FEDERAL 42-19Y

Api No. 43-947-32616

Section 19 Township 98 Range 185 County VINTAB

Drilling Contractor UNION

Rig # 17

SPUDDED: Date 4(3/95

Time

How ROTARY

Drilling will commence

Reported by p. MACFFORO-DOGM

Telephone #

Date: 4/5/95 Signed:



EQUITABLERESOURCES
ENERGYCOMPANY
BALCRON 01L DIVISION Office: (406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O

Billings, MT 59102
FAX: (406) 245-1361

April 4, 1995

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, UT 84078 A Ì Û

Gentlemen: DIVOF OIL,GAS & MIN G

RE: Balcron Federal #42-19Y
SE NE Section 19, T9S, Rl8E
Uintah County. Utah

This letter will serve as notification that the subject well was spud on 4-3-95 at 1:00 p.m.

Please feel free to contact me if you need any additional information.

Sincerely,

Molly Conr
Operations Secretary

Imc

Enclosures

cc: Bobbie Schuman
Dawn Schindler
Mary Lou Dixon, Uintah Basin Health Dept - VIA FAX
State of Utah, Division of Oil, Gas & Mining - with Entity Action Form



STAff Of afAli
Divlil0tl Of 01\.. GAS AND NINING OPERATOR OPERATOR ACCI. NO.

ENTITY ACTIOH FORH- rona o Aooness 1601Imi.s Averœ

Rillings, MI' 59102.
(406) 259-7860

ACil0N CURRENT NEW API HUMOER WELLNAHE • WFit IOCAT101 SPUD EFFÊCTIVE
(00E ENTITY HO. (NTITY NO. QQ SC TP RG COUHTY .

. DATE DATE •

A AN)'47-32616 Baleto Rrleral il42-19Y SE NE 19 9S 18E Uintah 4-½5 4-½5
WELL1 COMMENTS:

Spul of a œw m11.

ELL 2 COMH£\llS:

WELL3 CUHHENTS:

WELL 4 COMMENTS:

WELL5 CONMENTS:

ACTIONCODES(See instructions on back of form)
A - Establish no.w entíly for new well (single well only) O Un r \)ÔA A
D - Add new well to existing entity (group ör unit well) $1gnature
C - Re-asslyn well froin one entsling entity to another existing entity
0 - Re-assign well from one existin entity to a new entity Operatios Sectetary 4-4-95
E - Ottwe (explain in conenents sect on) Titi, Oate

NOTE: Use COMMEtirsection to explain why each Action Code was selected. Phone Ho. (
(3/89) AS M NING

r i



BALCRON OIL COMPANY

BALCRON FEDERAL #42-19Y

SE NE SECTION 19, TOS, R18E

UINTAH COUNTY, UTAH

DIVOF011.,GAS&MINING

Prepared by: Prepared for:

Roy L. Clement Dave Bickerstaff &
c/o Clement Consulting Keven K. Reinschmidt
1907 Sligo Lane c/o Balcron Oil Company
Billings, Montana 59106 Post Office Box 21017
(406) 656-9514 Billings, MT 59104

(406)



WELL DATA SUMMARY

OPERATOR: BALCRON OIL COMPANY

ADDRESS: Post Office Box 21017
Billings, Montana 59104

WELL NAME: Balcron Federal #42-19Y

FIELD: Eight Mile Flat

LOCATION: 2100' FNL & 500' FEL
SE NE SECTION 19, T9S, R18E

API#: 43-047-32616

COUNTY: Uintah •

STATE: Utah

BASIN: Uinta

WELL TYPE: Development Well

BASIS OF PROSPECT: Oil Production @ Eight Mile & Monument Butte Fields

ELEVATION: GL_: 5134' SUB: 10' _KB_: 5144'

SPUD DATE: April 3, 1995 @ 1700 hrs MDT

TOTAL DEPTH/DATE: 5400' on April 10, 1995

TOTAL DRILLING DAYS: 7 TOTAL ROTATING HOURS: 136.25

STATUS OF WELL: Cased for Completion on April 11, 1995

CONTRACTOR• Union Drilling Company, Rig #17

TOOLPUSHER: Dave Gray

FIELD SUPERVISOR: Odell Williams

MUD ENGINEER: None

MUD TYPE: Air/Foam from O' to 3816'; KCL water from 3816' to TD

WELLSITE GEOLOGIST: Roy L. Clement

PROSPECT GEOLOGISTS: Keven K. Reinschmidt and Dave Bickerstaff
of Balcron Oil Company

MUDLOGGERS: Bill Small and Stan Collins of Chief Well Logging

SAMPLING PROGRAM: 50' samples from 1100' to 3600'; 30' samples from
3600' to 5400' (TD). All samples lagged and caught



mud loggers. One dry set of samples sent to the state
of Utah.

HOLE SIZE: 12 1/4" to 291'
7 7/8" to TD

CASING: 8 5/8" surface casing set at 270'
5 1/2" production casing to Total Depth

DRILL STEM TEST: None

CORE PROGRAM: None

ELECTRIC LOGGING PROGRAM: 1.) DLL/GR/CAL from 5387' - 270'
2.) LDT/CNL/GR/CAL from 5387' - 3100'

LOG TOPS: Green River @ 1162'; Horsebench Sandstone @ 1778';
Second Garden Gulch @ 3522'; Yellow Marker @ 4114';
Douglas Creek @ 4280'; R-2 @ 4343'; Second Douglas
Creek @ 4514'; Green Marker @ 4638'; G-3 @ 4724'; Black
Shale Facies @ 4898'; Carbonate Marker @ 5070'; B-1 @
5104'; Total Depth @ 5402'.

LOGGING COMPANY: Schlumberger
LOGGING ENGINEER: Paul Beamer & George Tracy

CORRELATION WELL: 1.) Balcron Oil
BF #41-19Y
Ne Ne Section 19, T9S, R18E

DISTRIBUTION LIST: Balcron Oil Company
Attn: Dave Bickerstaff & Keven K. Reinschmidt
Post Office Box 21017
Billings, MT 59104

Balcron Oil Company
Attn: Dale Griffen
P.O. Box 416
Roosevelt, UT 84066

Yates Petroleum Corporation
Attn: Mark Mauritsen
105 South Fourth Street
Artesia, NM 88210

Bureau of Land Management
Attn: Ed Forsman
Vernal District Office
170 South 500 East
Vernal, UT 84078

State of Utah
Division of Oil, Gas, and Mining
355 W. North Temple
3 Triad Center, Suite 350
Salt Lake City, UT



GEOLOGIC EVALUATION

The Balcron Federal #42-19Y was drilled as part of Balcron Oil's
development program at Eight Mile Flat Field in the Uinta Basin. Eight Mile
Flat produces both oil and gas from the Green River Formation, primarily from
sandstone intervals in the Douglas Creek member. Drilled on a forty acre
spacing, the #42-19Y offsets the B.F. #41-19Y which was completed in August
of 1994 and currently produces 40 to 70 BOPD from the G-3 sand.

The Balcron Federal #42-19Y was spudded on April 3, 1995 at a location
in the Se Ne of Section 19, T9S, R18E in Uintah County, Utah. The well was
drilled to a total depth of 5400' in seven days and evaluated by a well site
geologist, two man mud logging unit and E-log program. Based on gas and
sample shows along with log calculations, the #42-19Y was cased for completion
operations in the G-3 sand interval as an apparently successful field
extension.

Zones of interest:

The R-2 Sand was encountered from 4343' to 4361' with a 215 unit total
gas increase which was comprised of C1 through C3 components. Drill
cuttings consisted of a very fine grained unconsolidated sandstone with spotty
brown oil staining. E-Logs indicate 17 to 18% porosity, relatively dirty gamma
readings and low resistivity readings in the 9 to 19 ohm range which may
indicate permeabilty to water.

The G-3 Sand was well developed from 4724' to 4738' with 16 to 18%
cross-plotted porosity and a clean gamma ray profile. A 1500 unit gas show
with the full range of components was recorded and samples were comprised
of very fine to fine grained sandstone with uniform oil staining. An additional
thin Green sand occurred below the G-3 at 4769' to 4775'. A minor gas
increase of 175 units consisting of C1 and C2 components was noted from this
interval along with brown spotty oil staining.

The B-1 Sand interval was poorly developed, relatively tight and dirty
at 5104' to 5120'. A minor net gas increase of 90 units occurred from tightly
cemented sandstones with a trace of brown spotty oil staining. A lower Blue
sand section was present from 5388' to 5393' with 14% porosity and dark
brown spotty oil stain. This 5' thick sandstone was penetrated with a 440
unit total gas show and full range of gas components.

Conclusions:

1.) The G-3 Sand interval appears to be productive at the Balcron
Federal #42-19Y location. Gas and sample shows along with log evaluation
indicated a successful extension to Eight Mile Flat



2.) Additional "pay" may be indicated in the R-2 Sand at 4343' to
4361' and in the lower Blue Zone at 5388' to 5393'. Further evaluation of
these intervals may be warranted on the basis of shows and E-Logs.

Res ctfully submitted,

Roy L Clement
Wellsite
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DAILY ACTIVITY

DA_Y DATE DEPTH PROG BIT WOB RPM PP WT* VIS WL ACTIVITY FORMATION

0 4/3/95 O' 0' 1 10 30 205 Air/Foam Rig up, Spud @ 1700 hours MDT
1 4/4 291' 291' 2 10 30 205 Air/Foam Set Surface Casing
2 4/5 998' 707' 3 40 55 200 Air/Foam Drill ahead Green R.
3 4/6 2320' 1322' 3 40 55 250 Air/Foam Drill ahead Green R.
4 4/7 3475' 1155' 3 40 60 300 Air/Foam Drill ahead Green R.
5 4/8 4025' 550' 4 40 70 1025 8.5 -- n/c Trip for bit Yellow Z.
6 4/9 4555' 530' 4 40 70 1050 8.6 -- n/c Drill ahead Douglas C
7 4/10 5148' 593' 4 40 70 1075 8.7 -- n/c Drill to TD Blue Zone
8 4/11 5400' 252' 4 ---- Run E-Logs & set Production Casing ---- Blue Zone

*Note: Drilled with air and foam from under surface to 3816' and switched to



BIT RECORD

CONTRACTOR: UNION DRILLING, RIG #17

SPUD: 4/3/95 TOTAL DEPTH: 4/10/95 TOTAL ROTATING HOURS: 136.25

BIT TYPE/ DEPTH ACCUM
& SIZE MAKE JETS SIZE SERIAL # OUT FEET HOURS HOURS WOBRPM DEV PP T B G

HUT
1 17 1/2 FB open -- 29' 29' 1.00 1.00 10 30 - 205 - - -

HUT
2 12 1/4 FB open -- 291' 262' 5.75 6.75 10 30 - 205 - - -

Variel
3 7 7/8 V617C 24 24 0 87171 3816' 3525' 65.50 72.25 40 55 - 250 3 2 I

Variel
4 7 7/8 V617 13 13 13 100888 5400' 1584' 64.00 136.25 40 70 - 1050 3 3



DEVIATION SURVEYS

DEPTH DEVIATION

535' 1 1/4

1059' 3/4

1600' 1 1/2

2110' 2

2607' ' 3

3631' 2 1/4

4123' 2 1/2

4470' 2 1/4

4650' 1 3/4

5150' 1



FORMATIONTOPS AND STRUCTURALRELATIONSHIPS

SUBJECT WELL: Balcron Federal #42-19Y; SE NE Sec 19, T9S, R18E KB: 5144'
OFFSET #1: BF #41-19Y; NE NE Sec 19, T93, R18E KB: 5140'

AGE and DIP TO
FORMATION PROG SAMPLE E-LOG DATUM THICK OFFSET #1

TERTIARY
Uinta Surface
Green River 1133' 1150' 1162' 3982' 616' +32'

Horsebench SS 1762' 1765' 1778' 3366' 1744' +45'

2nd Garden Gulch 3509' 3515' 3522' 1622' 592' +48'

Yellow Marker 4108' 4114' 4114' 1030' 166' +55'

Douglas Creek 4269' 4274' 4280' 864' 63' +50'
R-2 Sand -- 4342' 4343' 801' 18' +61'
R-5 Sand 4439' Absent -- -- -- --

2nd Douglas Ck 4503' 4512' 4514' 630' 124' +50'

Green Marker 4632' 4626' 4638' 506' 86' +55'
G-3 Sand 4706' 4721' 4724' 420' 15' +43'

Black Shale F. 4881' 4894' 4898' 246' 172' +44'

Carbonate Mkr. 5060' 5068' 5070' 74' 34' +51'
B-1 Sand 5093' 5104' 5104' 40' 16'



REFERENCE WELL

BALCRONOIL COMPANY
BF #41-19Y

NE NE SEC 19, T98, R18E
KB: 5140'

AGE and
FORMATION DEPTH DATUM THICK

TERTIARY
Uinta Surface
Green River 1190' 3950' 629'
Horsebench SS 1819' 3321' 1747'
2nd Garden Gulch 3566' 1574' 599'
Yellow Marker 4165' 975' 161'
Douglas Creek 4326' 814' 74'
R-2 Sand 4400' 740' 13'
R-5 Sand 4496' 644' 7'
2nd Douglas Creek 4560' 580' 129'
Green Marker 4689' 451' 74'
G-3 Sand 4763' 377' 38'
Black Shale Facies 4763' 202' 179'
Carbonate Marker 5117' 23' 33'
B-1 Sand 5150' - 10' 30'
Uteland Butte 5514' -323'



LITHOLOGY

NOTE: All samples were lagged and caught by mud loggers. 50'
samples were taken from 1100' to 3800' with 30' sample
caught from 3800' to total depth. Additional timely
samples were caught through all potential show zones
and drilling breaks. Sample quality was poor to fair
while drilling with the air/foam mud system.
Descriptions begin at 1100' in the Uinta Formation.

1100' - 1150' Sandstone: light gray to clear, very fine to
fine grained, sub angular to sub
rounded, fair sorting,
unconsolidated

Sample Top: Green River @ 1150'

1150' - 1325' Shale: tan to light orangebrown,
graybrown, soft, platy to blocky,
calcareous to dolomitic,
interbedded with Sandstone: light
gray to graybrown, very fine
grained, sub angular to sub
rounded, predominantly
unconsolidated

1325' - 1435' Shale: tan to graybrown, orangebrown,
soft, platy to blocky, calcareous,
silty, trace Dolomite: light gray
to graybrown, microcrystalline,
soft, chalky, argillaceous to marly

1435' - 1600' Shale: light to medium brown, graybrown,
soft to firm, blocky to platy,
dolomitic to calcareous, silty,
interbeds of Sandstone: clear, fine
to medium grained, sub angular,
poorly sorted, unconsolidated

1600' - 1765' Shale: light brown to graybrown, soft to
firm, blocky to platy, calcareous
to dolomitic, trace Pyrite and
Sandstone

Sample Top: Horsebench Sandstone @ 1765'

1765' - 1910' Shale: light brown to orangebrown,
graybrown in part, firm, blocky,
calcareous to dolomitic, trace
Pyrite and Calcite, minor
unconsolidated



1910' - 2020' Shale: brown to orangebrown, soft to firm,
blocky to subplaty, calcareous to
dolomitic, trace Pyrite and
unconsolidated Sandstone: clear,
very fine grained, sub angular

2020' - 2065' Sandstone: light brown, clear, very fine to
fine grained, sub angular, fair
sorting, poorly to unconsolidated,
Micaceous

2065' - 2150' Shale: light gray to graybrown, soft,
blocky, calcareous to marly, silty

2150' - 2250' Shale: light to medium brown, graybrown in
part, soft to firm, blocky to
platy, calcareous to silty, trace
Pyrite, interbedded with Sandstone:
clear, very fine to fine grained,
sub angular, fair sorting,
predominantly unconsolidated

2250' - 2350' Shale: light to medium brown, tan, soft to
firm, blocky to platy, calcareous
to marly, trace cream to tan
Limestone and Pyrite

2350' - 2500' Shale: light to medium brown, becoming
gray to graybrown, firm, blocky to
sub platy, calcareous, trace Pyrite
and limestone: tan to cream,
microcrystalline, soft, chalky,
argillaceous to marly

2500' - 2600' Shale: brown to graybrown, soft to firm,
platy to blocky, slightly
calcareous, carbonaceous to
petroliferous in part, no
fluorescence, occasional slow
yellowgreen streaming cut

2600' - 2695' Sandstone: light gray to clear, salt and
peppered in part, fine to medium
grained with occasional coarse
grains, poorly sorted, poor to fair
consolidation, calcareous cement in

. part, Micaceous to Pyritic, no
visual porosity, interbedded with
Shale: tan to light graybrown,
soft, blocky, calcareous to marly,
silty

2695' - 2795' Shale: tan to light graybrown, firm to
soft, blocky to sub



dolomitic to marly and grading to
Dolomite in part, silty in part,
trace Pyrite

2795' - 2900' Siltstone: light to medium gray, firm to
slightly hard, calcareous to very
calcareous, grading to very fine
grained Sandstone in part

2900' - 3065' Shale: light to medium brown, light
graybrown, blocky to platy, firm,
calcareous to dolomitic, marly in
part

3065' - 3130' Limestone: tan to buff, microcrystalline,
firm, soft to firm, chalky to
earthy, fragmental in part,
argillaceous to carbonaceous in
part

3130' - 3250' Sandstone: light gray to clear, salt and
peppered in part, fine to medium
grained, sub angular, poor sorting,
poorly consolidated to
unconsolidated, calcareous cemented
in part, grading to Siltstone inn
part, very poor visual porosity,
dark brown oil and asphaltic stain,
dull yellow fluorescence, moderate
yellowwhite streaming cut,
interbedded with Shale: light gray
to graygreen, soft, blocky,
calcareous to silty

3250' - 3340' Siltstone: light to medium gray, firm,
calcareous, grading to Sandstone:
clear to light gray, very fine to
fine grained, sub angular, fair
sorting, predominantly
unconsolidated, Micaceous

3340' - 3385' Limestone: tan to cream, microcrystalline,
firm, earthy to chalky,
argillaceous, interbedded with
Shale: brown to graybrown, firm,
blocky, calcareous

3385' - 3515' Shale: light to medium brown, graybrown,
soft to firm, blocky to platy,
calcareous to marly, silty in part,
interbeds of light gray to clear
unconsolidated Sandstone

Sample Top: Second Garden Gulch @



3515' - 3545' Limestone: cream to buff, white in part,
crypto to microcrystalline, soft to
firm, chalky, slightly argillaceous

Note: 30' samples beginning @ 3600'

3545' - 3660' Siltstone: light to medium gray, firm,
calcareous, grading to very fine
grained Sandstone

3660' - 3690' Sandstone: clear, very fine to fine grained,
sub rounded, fair to well sorted,
unconsolidated, Micaceous

3690' - 3816' Siltstone: light gray, firm, calcareous,
grading to Sandstone: as above,
very poor samples, abundant loose
sandstone cavings - hole sloughing

Note: Switched from air/foam to KCL/water @ 3816'

3816' - 3900' Shale: light to medium brown, graybrown,
firm, blocky to platy in part,
calcareous to silty, interbeds of
Siltstone: light to medium gray,
firm, calcareous

3900' - 4000' shale: light to medium gray, graybrown to
brown, firm, blocky to platy,
slightly calcareous to calcareous,
silty in part, occasional thin
interbeds of Sandstone: light gray
to graybrown, fine to medium
grained, sub angular, poor sorting,
poorly consolidated, calcareous
cement, micaceous to silty

4000' - 4050' Shale: light to dark brown, firm, blocky
to platy in part, calcareous to
marly and grading to Limestone: tan
to cream, crypto to
microcrystalline, firm, dense to
chalky, argillaceous to shaly

4050' - 4114' Siltstone: light to medium gray, firm to
slightly hard, calcareous, grading
to very fine grained Sandstone

Sample Top: Yellow Marker @ 4114'

4114' - 4200' Shale: gray to graybrown, brown, firm,
platy to blocky, calcareous to
silty, interbedded with Sandstone:
light gray, salt and peppered,



to medium grained, sub angular to
sub rounded, poor sorting, poorly
consolidated, calcareous cemented
in part, micaceous to silty

4200' - 4274' Siltstone: light to medium gray, graywhite,
firm, calcareous, grading to very
fine grained Sandstone, very poor
samples - abundant unconsolidated
sandstone cavings

Sample Top: Douglas Creek @ 4274'

4274' - 4342' Shale: light to medium brown, graybrown to
tan, firm, blocky to sub platy,
calcareous to marly and grading to
Limestone: tan to cream,
cryptocrystalline, firm, dense to
chalky, argillaceous to dolomitic

Sample Top: R-2 Sand @ 4342'

4342' - 4358' Sandstone: light brown, gray to clear, very
fine grained, sub angular, fair
sorting, predominantly
unconsolidated, spotty brown oil
stain, moderate yellow
fluorescence, moderate yellowwhite
streaming cut

4358' - 4416' Siltstone: light to medium gray, graybrown,
firm, calcareous, grading to very
fine grained Sandstone in part

4416' - 4512' Shale: gray to graybrown, firm, platy to
blocky, calcareous to silty,
occasional thin interbeds of
Sandstone: clear, salt and
peppered, fine to medium grained,
poorly sorted, fair consolidation
and calcareous cemented in part,
micaceous to silty

Sample Top: Second Douglas Creek @ 4512'

4512' - 4590' Siltstone: light to medium gray, firm,
calcareous, grading to Shale: as
above, trace Limestone: tan to
cream, microcrystalline, firm,
chalky, argillaceous

4590' - 4626' Shale: light gray to graybrown, firm,
platy to blocky, calcareous to
silty in



Sample Top: Green Marker @ 4626'

4626' - 4650' Shale: light to medium brown, dark brown
to graybrown in part, soft to firm,
blocky to sub platy, carbonaceous
in part, marly and grading to
Limestone: tan to light graybrown,
microcrystalline, soft, chalky,
very argillaceous

4650' - 4721' Shale: light brown to graybrown, soft,
platy, calcareous to silty in part

Sample Top: G-3 Sand @ 4721' - 4733'

4721' - 4733' Sandstone: light brown to clear, very fine to
fine grained, sub angular, fair to
well sorted, poorly consolidated to
unconsolidated, poor visual
porosity in consolidated grains,
light brown uniform oil stain,
moderate yellow to gold
fluorescence, immediate yellowwhite
streaming cut

4733' - 4767' Shale: light to medium gray, firm, platy,
slightly calcareous to silty

4767' - 4772' Sandstone: light brown, very fine to fine
grained, sub angular, fair sorting,
unconsolidated, brown spotty oil
stain, moderate yellow
fluorescence, yellowwhite streaming
cut

4772' - 4830' Shale: light gray to graybrown, soft to
firm, platy to blocky in part,
calcareous, silty in part

4830' - 4894' Shale: light to medium gray, graybrown,
soft to firm, blocky, calcareous

Sample Top: Black Shale Facies e 4894'

4894' - 4940' Shale: dark gray to dark brown, firm,
platy to blocky, carbonaceous to
petroliferous in part, slightly
calcareous, no fluorescence,
occasional slow yellowwhite
streaming cut

4940' - 4974' Shale: light to medium gray, graybrown,
soft to firm, blocky,



4974' - 5068' Shale: medium to dark brown, dark
graybrown, soft to firm, platy to
blocky in part, laminated in part,
carbonaceous to petroliferous,
trace finely disseminated Pyrite,
no fluorescence, occasional slow
yellowwhite diffuse cut

Sample Top: Carbonate Marker @ 5068'

5068' - 5104' Limestone: light brown to cream,
microcrystalline, firm, micritic to
chalky, argillaceous and grading to
Shale: light to medium gray, soft,
platy to blocky, calcareous to
silty

Sample Top: B-1 Sand @ 5104'

5104' - 5144' Sandstone: light gray, salt and peppered, fine
to medium grained, sub angular,
poorly sorted, fairly consolidated
and tightly cemented with
calcareous cement, micaceous, trace
brown spotty oil stain, trace dull
yellow fluorescence, slow
yellowwhite diffuse to streaming
cut, silty and grading to Siltstone

5144' - 5204' Shale: gray to graybrown, soft to firm,
blocky to platy in part, calcareous
to silty

5204' - 5282' Sandstone: graywhite, salt and peppered, fine
to medium grained, sub angular,
poor sorting, fair to well
consolidated, tightly cemented with
calcareous cement, micaceous to
silty and grading to Siltstone,
interbeds of Shale: as above

5282' - 5291' Sandstone: light gray to clear, brown in part,
fine to medium grained with
occasional coarse grains, sub
angular, poorly consolidated to
unconsolidated, calcareous cement
in part, micaceous, trace dark
brown spotty oil and asphaltic
stain, dull yellow fluorescence,
slow yellowwhite diffuse to
streaming cut

5291' - 5310' Shale: light to medium gray, graybrown,
firm, platy to blocky, silty



calcareous

5310' - 5322' Sandstone: light gray, fine to medium grained,
occasional coarse grains, sub
angular, very poor sorting, poorly
consolidated to unconsolidated,
calcareous cement in part, silty to
micaceous

5322' - 5400' Siltstone: light to medium gray, firm,
calcareous, grading to Sandstone in
part, interbeds of Shale: medium to
dark brown, dark graybrown, firm,
blocky to platy, calcareous to
silty, carbonaceous in part, no
fluorescence, occasional slow
yellowwhite diffuse to streaming
cut

Note: Driller's total depth at 5400'. Circulate and
condition hole for



LOGGINGREPORT

Logging Company: Schlumberger Engineer: P. Beamer & G. Tracy Date: 4/10/95

Witnessed by: Roy Clement and Odell Williams

Driller's TD Depth: 5400' Logger's TD Depth: 5402'

Driller's Casing Depth: 270' Logger's Casing Depth: 270'

Elevation: GL: 5134' Sub: 10' KB: 5144'

Mud Conditions: Et: 8.8 NL: 10 '

BET: 140° F

Hole Conditions: . Good

Logging Timet Time Arrived: 2000 hrs First Tool in Hole: 2100 hrs
Last Tool Out: 0100 hrs Time of Departure: 0300 hrs

Electric Logging Program: °1.) Dual Laterlog with Gamma Ray & Caliper from
5387' to 270'; Litho Density Compensated Neutron
Gamma Ray Log and Caliper from 5387' to 3100'
(tools were stacked, one logging run was made).

Log Tous: Green River Formation @ 1160'; Horsebench Sandstone @ 1778'; Second
Garden Gulch @ 3522'; Yellow Marker @ 4114'; Douglas Creek @ 4280'; R-2

@ 4343'; Second Douglas Creek @ 4514'; Green Marker @ 4638'; G-3 @
4724'; Black Shale Facies @ 4898'; Carbonate Marker @ 5070'; B-1 @
5104'; Total Depth @ 5402'.

Zones of Interest: R-2 @ 4343' to 4361': 18' with 17-18% porosity; 'dirty' gamma
ray profile may indicate poor permeabilty

G-3 @ 4724' to 4738': 14' with 16-21% porosity; clean gamma
ray readings through this zone

B-1 @ 5104' to 5120': relatively tight and dirty

5388' to 5393': 5' averaging 14% porosity

Note: The following pages contain log excerpts over zones of
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-.Capper_(_CAL) Density Porosity (DPHI)
6 (IN) 16 0.3 (V/V) -0.
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(GAPI) 150 0.3 .
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EQUITABl.ERESOURCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office:(406) 259-7860

1601 Lewis Avenue FAX: (406) 245-1365 O
Billings, MT 59102 FAX: (406) 245-1361 O

April 24, 1995

MAY 3 1995
Bureau of Land Management
Vernal District Office
170 South 500 East V.OF OIL, GAS &MINING

Vernal, UT 84078

Gentlemen:

RE: Balcron Federal #42-19Y .Î- O $ 7- Ì,2 (e
SE NE Section 19, T9S, Rl8E
Uintah County. Utah

This letter will serve as notice that first production on the subject well was on
4-29-95 at 10:00 a.m.

Please feel free to contact me if you need any additional information.

S

Molly Conrad
Operations Secretary

/mc

cc: State of Utah, Division of Oil, Gas, & Mining
Lou Ann Carlson
Dawn Schindler
Bobbie



Form3160-5 UNITEDSTATES

ROVED

(June1990)
DEPARTMENTOFTHEINTERIOR

a .1004-0135

BUREAUOFLANDMANAGEMENT
1 1993

5. e n a Serla No,

SUNDRY NOTICESANDREPORIS OÑWELLS
.

Il n, Aiottee r T©e Name

Donotuse tNa form for proposals to diti or to deepen or reentry to a cMotert le rvoir.

Use "APPUCATIONFOR PERMIT-" torauch sais

SUBMITINTRIPl.ICATE

,
.

men na n

1. TypeofWel

gg

Oli O a.. O
Wel Wat Ogig

8. WetNameandNo.

2. NameofOperator
BalcronFederal#42-19Y

EQUfTABLERESOURCES ENERGYCOMPANY,BALCRONOL DIVISION
9. APIWet No.

3. AddressandTelephoneNo. 43 047-82618

1601LewisAverule,BMngs,MT59104 (406) 259-7860
10. FleidandPoot, orExploratoryArea

4. LocatonofWei (Footage, Sec.,T., R.,M, orSurveyDescrip1|on) 8 MlleFlatmiteenRiver

SURFACE: SE NE Section 19,TSS, R18E
11. CountyorParkh, State

TD: 2100'FNL&500'FEL ulnishcourty,Utah

12. CHECKAPPROPRIATEBOX(s)TOINDICATENATUREOF NOTICE,REPORT,OR OTHERDATA

TYPEOFSUBMISSIOÑ TYPEOFACTION

O ~.=..unnat O a---: O es.....te -

O a-sen O swo.- -

SubsequentReport O em.« O -.us-

O e-on- O w...rss=,

O m.as.on...two. O ame--. O e-». c.

Otar O u..-.w.
SRe Securty Diagrain m. n.,,,.e.a...p,..p.,,,,,w,,

13. bescrbeProposedorComplebclUperalltms(Clearlystate ai perinet tdetails,andghe pertinentdates,Inetudingessmateddateofstaringanyproposedworkifwellb

dkecionallydriled,givesubsurfacebcalons and measuredandtrueperical depthsforallmarkersandzonesperinenttoIhlswork,)*

Attachedis theSiteSecurityDiagramforthiswel.

14. Ihereby cerifythat1hebregoinglatrueand correct

Signed
Tide Opetations Secrolary

ta &25-95

(Ïhlsspace br I-etieralorsta Ñceuse)

Approvedby
Tite

Data

Condlionsol approval.liany'

TitletoU.S.C.$ection1001, makesnacrkneforanypersonknoWhgly andwilllullytomake10anydepartnentor agencyoftheUnitedStates anyfalse,ikitous ortraudulent

statemenborrepresentathnsas b anymauerwithInib jurbdicilon.

*Soo histruction on Revense



Equita esources Ener CompQ
Balcron Federal 4 -19Y

ProductlON facllliyDlagram

Balcron Federal 42-19Y
SENE Sec. 19, T9S,R18E
UIntah Couniy, Utah
Federal Lease #U-65635
2100' FNL, 500' FELDEE

VALVEDESCRIPTION
DURING DURING
PROD. SALES

VALVE#2 OPEN CLOSED #1 400
VALVE#3 CLOSED OPEN - Bbl #5
VALVE#4 OPEN CLOSED #2 TANKVALVE#5 CLOSED CLOSED
VALVE#6 CLOSED CLOSED
VALVE#7 CLOSED OPEN i 100

6 gas iine x "x Bbl
8 " WATER

load line B

NORTH # #: 400
e-- - e Bb| #6

TANK

Access
Road Old

ReseNe

WELLHEAD

O EQUITABLERESOURCES
ENERGYCOMPANY
BALCRONOILDIVISION
1601 LewisAvenue
RO. Box21017

DIAGRAMNOTTOSCALE BIIIIngs,MT 59104-1017
(406)



Form3160-5 UNITEDSTATES Ft RMAPPROVED

(June1990) DEPARTWIENTOF THE INTERIOR t i mieauNo.1004-0135

BUREAUOFLAND MANAGEMENT 9: Marc 1 1
signallona So i

i U-65835
SUNDRY NOTICESANDREPORIS ON WEM MAY30 1995 "3""°"**='

Donotuse this form for proposals to drill or to deepen or reentry to a dilei nt rese r.
nfa

SUBMTINTRIPUCA7E DIV.OF OIL,GAS &MIŠlÑ$°'
1. TypeofWell gg

onOa.. O
Wojl gni Other 8. Wei Name and No.

2. Name ofOperabr
Balcron Federal #42-19Y

EQUITABLERESOURCES ENERGYCOMPANY,BALCRONOL DIVISION 9. APIWelNo.
3. Address andTelephoneNo. 43047-32016

P.O. Box 21017, BEings, MT59104 (406) 259-7860 to. Fleidand Pool, or ExplorablyArea
4. LocallonofWell(Foolage,Sec.,T.,R.,M.,or SurveyDescription)

8 MIIeFlatA3reenRiver
SURFACE: SE NESecilon19,T9S,R18E 11. CountyorPadsh, State
TD: 2100'FNL&500' FEL

UInlah Courty, Utah

12. CHECKAPPROPRIATEBOX(s)TO INDICATENATUREOF NOTICE,REPORT,OR OT14ERDATA

TYPE OF SUBMISSION TYPE OF ACTION

Noiceof intent O Ma donment O ca....or e -

O 9.=.-,....== O NewC kn

U SubsequentRepot O es.--a O Non-RouineFraciudng

O o..ims.wir O WahrShutOff

O Final AbandonmentNodee M Casl, O con-». ..

Ogsar O -w..
Ormhore WW pio,, n.,,,,,......or..ng..mp..es..w.,

Onnpalen crHemm¢eien Ripm md lag lerm)

13. DescrbeProposedorCompletedOperatons(Clearlystate allperinei tde1alls,andgiveperthentdates, includhges11mateddateofstaringanyproposedwork Ifwellis
directlonallydriled,givesubsurfaceloca11ansand measuredand tmevericaldepthsforallmarlersand zonesperinenttoihlswork)'

Anywater producedby thiswellwillbe held ina producedwater1ankand truckedtoa commercial
disposalfacility.The primaryfacilitytobe usedintheR.N.Industriesproducedwaterdisposal
facilitylocatedinSection9, T2S,R2WinDuchesneCounty,Utah.AcopyoftheSlate-issuedpermit
forthatfacilityis onfileattheVemalBureauofLandManagement.Ifforsomereasonthe
operatoris unabletouse thisprimaryfacility,theproducedwaterwillbe trucked10another
State-approveddisposalfacility.Ifapplicable,Operatorhas receivedapprovedRight-
of-Wayaccesstothiswelllocationfromihe BureauofLandManagement

14. I hereby cer\lfy1hat the foregoingIstrueand correct

S ned Tlie OperatlDrm Socistaly Dan 5 25 95

(Thisspace forŸecleralorŠtateoIIIce use)

Approvedby TIIIe Date
Condlionsofapproval,ilany

statementsor representationsas toanymatterwthinlisjurbdic1|on.
*See kastrucdon on Revelse



r SWEOFUTm MAY30 1995
DIVISION OF OIL, GAS AND MINI 4G

REPORT OF WATER ENCOUNTERED Du

1. Wen name and numbec Balcro Racletal A2-19Y

API numbec 4NU7-32616

2. We5 Location: QQ EN Section 19 Township 9S Range 18E County Uintah

3. Well operaton Bluitable Resautoes Ebergy Gcupany, Ibletan Qil Di.vision

Address: 1601 lewis AvER.18

RiTI irpp, MI' 59102 Phone: (406}259-7860

4. Ofilling COntractoc IbiŒl Ltilling

Address: P.O. Dtsæt 40

Bucklmxn, W 26201 Phone: (403)472,-4610

5. Water encountered (attach additional pages as needed):

DEPTH VOLUME QUALD Y

FROM TO (FLOW RATE OR HEAD) (FRESH OR SALTY)

Noreasutable ster encountere i

during drining operations.

6. Formation tops: M Geo.logi.calRepact subiti-ttei separately.

•

If an analysis has been made of the water encountered, please attach a copy of the repon to this form.

I hereby c <t that this repo<t is true a omp o wiedge. Dam:
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DAILY OPERATING REPORT

BALCRON FEDERAL #42-19Y
Location: SE NE Section 19, TOS, R18E
Uintah County, Utah -TIGHT HOLE--
2100' FNL & 500' FEL
PTD: 5,400' Formation: Green River
Eight Mile Flat Prospect
Elevations: 5134.26' GL
Contractor: Union DriHing #17
Operator: Balcron/EREC
Spud: 4-3-95 @1:00 p.m.
Casing: 8-5/8" @271.15'

5-1/2", 15.5#, J-55 @5400'
Tubing: 2-7/8", 6.5#, J-55 @4858.40'

4-4-95 TD: 291' (291') Day 1
Formation: Surface
MW air & foam
Present Operation: Weld on weHhead.
MIRU rotary tools. Drilling & set 13-3/8" conductor pipe @ 29', 17-1/2"
hole. Drill rat hole, NU air bowl à flow line. Drill 12-1/4" hole to 291'.
Circ hole clean, TOOH & pull conductor à run 7 jts 8-5/8" cag. Cmt by
Western w/160 sxs "G" cmt w/2% CaC12 & 1/4#/sx Cello-Seal. Plug down
@1:15 a.m. 4-5-95. WOC & weld on weH head.
Dc: $11,391 CC: $22,733

4-5-95 TD: 1,015' (724') Day 2
Formation: Green River
MW air & foam
Present Operation: driHing
Finish welding on well head & tset to 1000# - OK. NU & test BOP & all
related equipment to 2000 psi for 10 min - OK. Test 8-5/8" esg to 1500 psi
30 min - OK. Rig repair, adjust breaks, replace U-jt in rotary driveline TIH,
blow hole dry, plug, insert, cmt à shoe. Drilling 7-7/8" hole. Change air
head rubber, WL survey & drill ahead.
DC: $11,130 CC: $33,863

4-7-95 TD: 3,510' (1,152') Day 4
Formation: 2nd Garden Gulch
MW air & foam
Present Operation: DriHing
DriH, survey, rig service. Water @2660'.
DC: $15,366 CC:



DAILY OPERATING REPORT

BALCRON FEDERAL #42-19Y
Location: SE NE Section 19, T98, R18E
Uintah County, Utah --TIGHT HOLE-

4-8-95 TD: 4,036' (526') Day 5
Formation: YeBow zone
MW 8.5 pH 10.5
Present Operation: Drilling
Drill, load hole w/fluid & circ btms up. Trip for bit #4. DriH & rig service.
DC: $8,702 CC: $77,202

4-9-95 TD: 4,570' (534') Day 6
Formation: YeBow zone
MW 8.6 pH 10
Present Operation: DriHing
DriB, survey, & rig service.
DC: $7,978 CC: $85,180

4-10-95 TD: 5,160' (590') Day 7
Formation: Green Zone
MW 8.7 pH 10
Present Operation: DriHing
DriH, rig service, survey, driu, work on pump (replace piston rod), driH & rig
service.
DC: $8646 CC: $93,826

4-11-95 TD: 5,400' (240') Day 8
Formation: Blue Zone
MW 8.6+ pH 10
Present Operation: WO Welder.
Drul, survey, rig service, pump sweep & circ btms up. TOOH for logs. RU
Schlumberger & run logs 1 run DLT/SGT/GR/CALP. TIH & LD drill pipe.
WO Welder to repair pin in blocks.
DC: $17,541 cc: $111,367

4-12-95 TD: 5,400' (O') Day 9
Present Operation: Rig Released
Weld pins in block. LD drill pipe à drul couars. RU cag crew & change pipe
rams, test to 2000# run 130 jts 5-1/2" cag, wash 10' to btm & circ. RU &
cmt csg by Western. ND down BOP, set slips w/74K down, clean pits à
release rig @7 p.m. 4-11-95.
DC: $51,044 CC:



DAILY OPERATING REPORT

BALCRON FEDERAL #42-19Y
Location: SE NE Section 19, T98, R18E
Uintah County, Utah ---TIGHT HOLE-

4-14-95 Completion
Dress up location, set rig anchors, set frac tanks, rig tank & pump. Move
tbg. MIRU Cannon WeH Service #2. NU SM wen head, NU BOP. TIH w/4-
3/4" bit, 5-1/2" esg scraper, à 173 jts 2-7/8" tbg. Tag @5353' KB. Circ
hole clean w/122 bb1s 2% KCL wtr. TOOH w/tbg & tools. SWIFN.
DC: $3,828 CC: $166,239

4-17-95 Completion
RU Schlumberger to run CBL from PBTD @5353'. Top of cmt @ 1630' KB.
Perf 4724'-26', 4728'-37', 4769'-71', & 4773'-75' each 4 SPF. RD
Schlumberger. TIH w/RBP, retrieving tool, 2-3/8" x 4' sub, HD packer, 2-
3/8" x 2-7/8" cross over, SN & 154 jts 2-7/8" tbg. Set BP @4807' KB, set
packer @ 4681' KB. RU BJ Services to break down 4724'-74' KB w/2940
gals 2% KCL wtr. ATP 4000 psi, ATR 6.5 bpm. ISIP 1300 psi. Pump 4
balls/bbl. Frac same w/92,260# 16/30 mesh sand w/26,376 gals 2% KCL
gelled wtr. ATP 2300 psi, ATR 33.9 bpm. ISIP 2100 psi, 5 min 1740 psi, 10
min 1640 psi, 15 min 1520 psi & 30 min 1380 psi. 5 bb1s to load hole.
DC: $53,971 CC: $220,210

4-18-95 Completion
BP @4807' KB. Flow back 75 BW. TIH w/retrieving tool, 2-3/8" x 4' sub,
HD packer, 2-3/8" x 2-7/8" crossover, SN & 148 jts 2-7/8" tbg. Tag sand @
4612' KB. Circ down to BP @4807' KB. Set packer @4673' KB. Made 34
swab runs, recovered 1 BO & 174 BW. Last 5 runs, FL @2000'. Trace oil,
some sand on @run, some gas. SWIFN.
DC: $2,108 CC:



DAILY OPERATING REPORT

BALCRON FEDERAL #42-19Y
Location: SE NE Section 19, T98, R18E
Uintah County, Utah ---TIGHT HOLE---

4-19-95 Completion
BP set @4807' KB, packer set @4673' KB. FL @650'. Made 15 swab runs,
recovered 1 BO & 77 BW, last run FL @ 1900'. No sand, gas cut, à trace of
oil. Release packer, tag sand @4790' KB, circ down to BP @4807', release
BP & TOOH w/tbg, packer & BP. TIH w/tbg string as fonows:

LENGTH DEPTH KB
1 - jt 2-7/8", 6.5#, J-55 27.80' 4858.40'
1 - perf sub 2-7/8" x 3' 3.10' 4830.60'
1 - SN 2-7/8" 1.10' 4827.50'
5 - jts 2-7/8", 6.5#, J-55 154.56' 4826.40'
1 - Tbg anchor 2-1/2" x 5-1/2" 2.35' 4671.84'
150 jts 2-7/8", 6.5#, J-55 4660.49 4669.49'

KB 9.00'
ND BOP, ND SM weH head, NU 3M weH head. Set tbg anchor w/12"

tension. TIH w/rod production string as fonow:
1 - BHP 2-1/2" x 1-1/2" x 16' RWAC w/PA plunger
191 - 3/4" x 25' D-61 plain rods
1 - 3/4" x 8' Pony
1 - 3/4" x 6' pony
1 - 3/4" x 2' pony
1 - PoHsh rod 1-1/4" x 22' SM
Pressure test tbg & BHP to 1000 psi OK. SWI. RDMO.

DC: $8,461 CC: $230,779

4-29-95 Start well pumping @ 10 a.m. Pumping @5-1/2 SPM, 86"



TARE· • RCES
ENERGYCOMPANY
BALCRON OIL DIVISION Office: (406) 259-7860
1601 Lewis Avenue FAX: (406) 245-1365 O
Billings. MT 59102 FAX: (406) 245-1361

March 22, 1996

Utah Division of Oil, Gas and Mining
355 West North Temple
Salt Lake City, UT 84180 DIVOFOIL GAS

Gentlemen:

Effective April 1, 1996, our name will change from Equitable Resources

Energy Company, Balcron Oil Division to Equitable Resources Energy

Company. Attached is a sundry notice reflecting that change. To

simplify paperwork, I have done one sundry notice with copies for each

of the wells. To this letter I have attached a list of our wells for

your ease in filing the sundry notices in the well files. This should

be sufficient for your purposes.

I have the listings on a spreadsheet so if it would be easier for you to
have them sorted differently (for example, the Montana Board of Oil and

Gas prefers them sorted by API number), please give me a call at (406)

259-7860, extension 240 and I would be glad to provide a list to your
specifications.

This change affects only our , company name. The physical locations of

our offices and the personnel remain the same. We will be changing our

well signs and ask for your patience and cooperation as this will be

done as soon as possible but may take some time since we do have so many

properties at which to make the change.

If you have any questions, please do not hesitate to give me a call.

Sincerely,

Bobbie Schuman
Regulatory and

Environmental Specialist

/hs



Fonu e S I OF UTAH

DIVISION OF L, GAS AND MINING
S. Lease Designation and Sedal Number:

See attached listing
0. If Indian, Allottee or Tribe Name:

SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. UnitAgreement Name

Do not use this formfor proposals to drillnew wells, deepen existing wells, or to reenter plugged and abandoned welI• See attached l i sti nu.. ArrucAnON FOR PERMITTO DAll.LOA DEEPENformfor such proposals.

8. WellName and Number:
1.Typ•••w•n: OILO e^sO OTHER: See attached listing See attached listing
2. Name of Operator: 9. APIWell Number:

Equitable Resources Enerav Comoanv. Balcron Oil Division See attached listing

3. Address and Telephone Number: 10. Fleid and Pool, or Wildcat:

1601 Lewis Avenue Avenue; Billings, MT 59102 (406) 259-7860 See attached listing
4. Location of Well

.,,,: See attached listing county: See attached list
oo, s.o..T.,FL,M.: State: UTAH

"· CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)

O Abandon 0 New construction O Abandon 0 New construction
0 Repair Casino O Pull or Alter Casing O Repair Casing O Puli or Alter casing
O changeof Plan• O Recomplete O Change of Plans O Reperforate

O convento injection O Reperforat• O convertto injection O Vent or Flare

O Fracture Treat or Acidize O Vent or Flare O Fracture Treat or Acidize O Water Shut-Off

O Multiple Completion O Water Shut-Off g Other Operator name change

O Other
Date of work completion

Approximate date work will stSÅ Aeport results of Muttlple Completione and Rooompletions to different reservolmon WELL
COMPLETlON OR RECOMPLETION REPORT ANDLOGform.

• Must be accompanled by a cement verificationreport

12. DESCRIBEPADPOSED OR COMPLETEDOPERAT10NS(Clearly state all pertinent detalis, and give pertinent dates. Ifwell is directionally drilled, give subsulface locations and measured and true
vertical depths for all markemand zones pertinent to this work.)

Effective April. 1, 1996, operator will change its name from Equitable Resources
Energy Company, Balcron Oil Division TO: Equitable Resources Energy Company.
Physical location of the operator remains as: 1601 Lewis Avenue; Billings, MT59102
(406) 259-7860, FAX: (406) 145-1361. This is to report the operator name change
only. It affects the wells on the attached listing.

- 8 l996

Regulatory and
Name&Signatum: Ede: Environmental Specialist o.s.: March 27 1996

Bobble Schuman
(This space for State use only)

(4\04) (See instructionson Reverse



Oiviikion of Oil, Gas and Miding
OPERATORCHANGEHORKSHEET N°"

l -BJ

Attach all documentation received by the division regarding this change.
Initial each listed item when completed. Write N/A if item is not applicable.

4

O Change of Operator (well sold) O Designation of Agent 5
O Designation of Operator RIDOpdilillibiMiameaGa

The operator of the well(s) listed below has changed (EFFECTIVE DATE: 4-1-96 )

TO (new operator) EQUITABLE RESOURCES ENERGY COEROH (former operator) EQUITABLE RESOURCES ENERGY C(
(address) 1601 LEWIS AVE (address) BALCRON OIL DIVISION

BILLINGS MT 59102-4126 1601 LERIS AVE
BILLINGS NT 59102-4126

phone (406 ;259-7860 phone (406 ;259-7860
account no. N9890 account no. N9890

Hell(5) (attach additional page if needed):

Name:**SEE ATTAcuxn** API: 3NIÍ.#Entity: Sec Twp_Rng_ Lease Type:
Name: API: Entity: Sec___Twp___Rng___ Lease Type:
Name: API: Entity: Sec___Twp___Rng___ Lease Type:
Name: API: Entity: Sec___Twp___Rng___ Lease Type:
Name: API: Entity: Sec___Twp___Rng_ Lease Type:
Name: API: Entity: Sec___Twp___Rng_ Lease Type:
Name: API: Entity: Sec___Twp___Rng._ Lease Type:

OPERATORCHANGEDOCUMENTATION

L1. (Rule R615-8-10) Sundry or other legal docume tation has been received from former
operator (Attach to thi s form) . (g// iµ/. g i †Ltd

2. (Rule R615-8-10) Sundry or other legal documentation has been received from newoperator
(Attach to this form).

3. The Department of Commerce has been contacted if the new operator above is not currently
operating any wells in Utah. Is company registered with the state? (yes/no) If
yes, show company file number: .

4. (For Indian and Federal Nells ONLY) The BLM has been contacted regarding this change
(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below.

5. Changes have been entered in the 011 and Gas Information System (Hang/IBM)4½W-49eút*MA4

6. Cardex file has been updated for each well listed above.ff-//45)

8-7. Hell file labels have been updated for each well listed above. (f-//-î

8. Changes have been included on the monthly "Operator, Address and Account Changes" mema
for distribution to State Lands and the Tax Camnission. (f.¿p.,ý)

9. A folder has been set up for the Operator Change file, and a copy of this page has been
placed there for reference during routing and processing of the original documents.

- OVER



f

OPERATOR CHANGEWORKSHEET (CONTINUED) Initial each item when completed. Write N/A if item is not applicable.

ENTITY REVIEH

l. (Rule R615-8-7) Entity assi nments have been reviewed for all wells listed above. Here
entity changes made? (yes/ (If entity assignments were changed, attach coales of
Form 6, Entity Action Form .

fàt 2. State Lands and the Tax Commission have been notified through normal procedures of
entity changes.

BO D VERIFICATION (Fee wells only)

1. (Rule R615-3-1) The new operator of any fee lease well listed above has furnished a
proper bond.

2. A copy of this form has been placed in the new and former operators' bond files.

Agt 3. The former operator has requested a release of liability from their bond (yes/no)
Today's date 19____. If yes, division response was made by letter
dated 19___.

LEASE INTEREST OHNER NOTIFICATION RESPONSIBILITY

1. (Rule R615-2-10) The former operator/lessee of any fee lease well listed above has been
notified by letter dated 19__ , of their responsibility to notify any
person with an interest in such lease of the change of operator. Documentation of such
notification has been requested.

o 2. Co e o do um nts have been sent to4State Lands for changes involving State leases.

\ll attachments to this form have been microfilmed. Date: 19 / .

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The oEiginal of this form and the original attachments have been filed in the Operator
Change file.

OMMENTS



FORM lo STATE OF UTAH
DIVISION OF OIL, GAS AND MINING Page 9 of 11

355 West North Temple, 3 Triad, Suite 350, Salt Lake City, UT 84180-1203

MONTHLY OIL AND GAS PRODUCTION REPORT

OPERATOR NAME AND ADDRESS:
UTAH ACCOUNT

N9890

BALCRON OIL DIVISION 3 | 96P£PORT PERIOD (MONTH/YEAR):
EQUITABLE RESOURCES ENERGY
1601 LEWIS AVE
B ILL I NGS NT 59102-4126

AMENDED REPORT Œighlight Clmnges)

Well Name Producing Well Days Production Volumes

APIpumber Entity seation Zone status Oper OIL(BBL) GAS(MCF) WATER(BBL)

ALCRONFEDERAL 42-19Y
4304732616 11756 095 18E 19 GRRV
bALCRON FEDERAL 12-2OY

430473261711758 095 18E 30 GRRV
$ALCRON FEDERAL 32-19Y
430473261511771 095 18E 19 GRRV

vbALCRON MONUMENTFEDERAL 24-25
430473266911825 OSS 17E 25 GRRV

, BALCRON MONUMENTFEDERAL 34-25
430473267011831 085 17E 25 GRRV

U/$ALCRON MONUMENTFEDERAL 22-22- l-17Y
01331538 11442 085 17E 22 GRRV

v oALCRONMONUMENTFEDERAL 11-22- I-17Y
4301331539 11845 085 17E 12 GRRV
4ALCRON MONUMENT FEDERAL 11-20- P-lBY
4)04732712 AIS46 095 18E 20 GRRV

rŠALCRON MONUMENTFEDERAL 22-20-1-18Y
§304732711'11852 095 18E 20 GRRV
BALCRON MONUMENTFEDERAL 14-3-9 ·l7Y
4,301331535 11857 095 17E 3 GRRV

t/$ALCRON MONUMENTFEDERAL 21-10-1-17Y
4)DIS31537 11859 -095 17E TO GRRV

L AALCRONMONUMENTSTATE 21-2-9-1'
Apoh732703 -11863 495 17E 2 GRRV

VŠALCRON MONUMENT FEDERAL 12-10- P-17Y
4301331536 1186) 09$ 17E 10 GRRV

TOTALS

X)MMENTA

hereby certify that this report is true and complete to the best of my knowledge. Dite·

lame and Signature Telephone Number





Form 3160-5 UNITED STATES FORMAPPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
"""",''sureauNo 11

3

BUREAU OF LAND MANAGEMENT 5. Laase Designadon and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS 6. H Indian, Anonce or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.

Use "APPLICATION FOR PERMIT-" for such proposals D/8

7. If nit or CA, Agreement Designation

SUBMIT IN TRIPLICATE n a

1. Type of Well
OW

11
Waes

8. Wen Nameand No.

2. Name of Operator
Bal cron Federal # 2-14'?

Equitable Resources Energy Company 9.ariwenno.

3. Address and Telephone No.
43-047- S ÍU

1601 Lewis Avenue; Bi ll i ngs, MT 59102 (406) 259-7860 10. Field and Pool, or Exploratory Area

4. Location of Wet! (Footage, Sec., T., R., M., or Survey Description)
8 Mi.Fl at N./Grn Ri ver

gg gy See . /9 - WS - ÑNE 11. County or Parish, State

gloo'f NL, .500'FE L Uintah county, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION
TYPE OF ACTION

O Nonce onntent
Abandonment Change of Plans

O Recompletion New Contmcuon

Subsequent Repon
Plugging Back Non Rondne FracWrang

O Cuang Repair Water Shut-OH

O Final Abandonment Notice Ahering Cning Conversion o ingdon

Ðome,site facility diagram O DisposeWater
(Note: Reportresultsof multiplecompletiononWell

Completionor Recompletion Report andLogiorm.)

13. Describe Proposed or CompletedOperations(Clearlystate a l perdnentdetails, and give pertinent dates,including estimated dateof starting any proposedwork. If well is directionallydrilled,

Sivesubsurfacelocationsand measured and true vertical depuis for all markers and zones pertinent to this work.)*

Attached is a copy of the revised site facility diagram for this well.

ORIGINAL: Bureau of Land Management (Vernal , UT)
COPY: Utah Division of Oil, Gas and Mining

FEB 12 1997

OlV.0FOIL,GAS&MINING

nolorrect Regul atory and

ened U.cg] ,, Environmental Specialist o.a. February 10, 1997

Approved by
'.

Date

Conditions of approval, if any:

Tide 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of die United Statesany false, fictitious or fraudulentstatements

or representations as to any matter within ks jurisdiction.
*See Instruction on Reverse



EQUITABLERESOURCES ENERGYCOMPANY BALCRONFEDERAL 42-19Y

BALCRON FEDERAL 42-19Y SE NE SEC. 19, T9S, R18E

PRODUCTION FACILITYDIAGRAM
UINTAHCOUNTY,UTAH

FEDERAL LEASE#U-65635

100 BBL
WATER
TANK

#3 #3 #3

400 BBL 400 BBL 400 BBL
OILTANK OILTANK OILTANK z

o

gi #2 #1 #1

g ¢#2

PUMPING
UNIT WELLHEAD

ENGINE

VALVE DESCRIPTION
DURING DURING
PROD. SALES EQUITABLERESOURCES

VALVE#2 CLOSED OPEN
ENERGY COMPANY

VALVE#3 CLOSED CLOSED WESTERNREGION

DECEMBER13,1996

DIAGRAu NOT TO



ERI
Equitable Resources Energy Company --

Western Region ice: (406) 259-7860
1601 LewisAvenue FAX: (406) 245-1365 O
Billings,MT 59102 SEP 18 1997 FAX: (406) 245-1361 O

September 3, 1997 DIV.OFOIL,GAS&M\NING

Mr. Raymond Arnold
Bureau of Land Management
Vernal Field Office
170 South 500 East
Vernal, Utah 84078-2799

Dear Mr. Arnold:

RE: Eight Mile Flat /All Wells
Sections19 and 20, T9S, Rl8E
Uintah County, Utah
Vented Gas Volume Calculations

In accordance with your request the gas volumes vented sense start up of the Eight Mile Flat
wells have been recalculated using the following criteria:

1) At start up of the Eight Mile Flat wells it was necessary to supplement fuel gas with
propane. Therefore the vented gas to oil ratio was assumed to be zero for the first 30 days of
production.

2) The vented gas to oil ratio from the first GOR test is applied back to the date of 30 day
production due to the lack of better data.

3) The vented GOR is assumed to increase or decrease linearly between additional GOR tests.

Please refer to the individual daily production spreadsheets for each well and the summary of gas
vented for the wells in the Eight Mile Flat Field. If there are any further questions please contact
me at our Billings, Montana office (406-259-7860).

Respectfully,

District Production Engineer

Attachments
cc: Utah Division of Oil, Gas and



EQUITABLERESOURCES Summary Of Gas VentedENERGYCOMPANY
WESTERNREGION

Eight MIIe Flat Field
Sections 19 & 20, T9S, R18E
Uintah County, Utah

Average Cum. Oil Calculated Gas Vented
Date Of First Vented GOR Production From Start Up OfWell

Well Name Production (MSCF/STB) (STBO) (MSCF)

Balcron Federal #41-19Y 8/23/94 5.1363 33,114 46,784

BalcronFederal #31-19Y 4/21/95 2.2055 12,638 14,237

Balcron Federal #42-19Y 4/29/95 3.3734 19,865 36,135

Balcron Federal #12-20Y 5/18/95 2.4710 22,114 27,110

Monument Federal #32-19Y 6/19/95 0.3339 5,566 2,320

Balcron Federal #11-20Y 11/24/95 5.1764 15,068 70,226

Balcron Federal #22-20Y 12/7/95 0.0000 1,180 0

Monument Federal #43-19Y 4/30/96 3.1657 5,004 10,872

Total Gas Vented 114,549 207,684

The gas to oil ratio is calculated using the volume of gas vented and the 30 day average oilproduction for the day
thatthe gas test was performed ( I.e This is a vented GOR and does not include gas used on lease).
The vented GOR is assumed to be zero for the first 30 days of production due to propane usage to suppliment fuel gas.
The vented GOR of the first gas test is applied back to the date of 30 day production and is thenassumed to increase or
or decrease linearly between gas



d EQUITABLERESOURCES Summary Of Gas TestsENERGYCOMPANY
WEWERN REGION

Eight MIIeFlat Field
Sections 19 &20, T9S, R18E
Uintah County, Utah

Casing 30 Day Average
Date Of First Date Of Orifice Pressure Vented Gas Oil Production Vented GOR

Well Name Production Gas Test (Inches) (Psig) (MSCFPD) (STBOPD) (MSCF/STB)

Balcron Federal #41-19Y 8/23/94 9/21/95 1/4 15 39 36.98 1.0546
12/23/96 1/8 72 37 9.18 4.0305
2/27/97 1/8 80 41 4.91 8.3503
3/22/97 1/4 19 46 6.47 7.1097

Average GOR: 5.1363

Balcron Federal #31-19Y 4/21/95 9/20/95 1/8 35 21 21.43 0.9799
2/20/97 1/8 30 19 7.93 2.3960
3/22/97 1/8 35 21 6.48 3.2407

Average GOR: 2.2055

Balcron Federal #42-19Y 4/29/95 9/19/95 1/4 45 80 47.32 1.6906
11/26/96 1/8 73 37 13.43 2.7550
2/19/97 1/4 25 55 10.82 5.0832
3/22/97 1/4 13 36 9.08 3.9648

Average GOR: 3.3734

Balcron Federal #12-20Y 5/18/95 9/21/95 1/4 16 41 62.86 0.6522
11/20/96 1/8 72 37 15.79 2.3433
2/19/97 1/8 87 43 12.65 3.3992
3/21/97 1/8 82 41 11.75 3.4894

Average GOR: 2.4710

Monument Federal #32-19Y 6/14/95 9/20/95 1/8 0 0 11.91 0.0000
11/27/96 1/8 8 8 5.99 1.3356
2/20/97 1/8 0 0 4.61 0.0000
3/23/97 1/8 0 0 3.55 0.0000

Average GOR: 0.3339

Balcron Federal #11-20Y 11/24/95 11/20/96 1/8 50 90 16.94 5.3129
2/19/97 1/4 38 73 15.24 4.7900
3/21/97 1/4 36 70 12.90 5.4264

Average GOR: 5.1764

Balcron Federal #22-20Y 12/7/95 Well is not venting gas, uses gas from the #12-22Y for fuel.

Monument Federal #43-19Y 4/30/96 11/21/96 1/8 63 33 11.74 2.8109
2/20/97 1/4 12 24 8.88 2.7027
3/23/97 1/4 9 29 7.28 3.9835

Average GOR: 3.1657

The gas to oil ratio is calculated using the volume of gas vented and the 30 day average oil production for the day that the gas test
was performed ( I.e This is a vented GOR and does not include gas used on lease).
The GOR is assumed to increase or decrease linearly between gas



EQUITABLERESOURCES Payout Calculations

ENERGY CO MPANY Eight Mile Flat Field
WESTERN REGION Gas Gathering System

Total estimated cost of gas gathering system from Eight Mile Flat wells to EREC's Monument Butte Gas Plant = $215,765.00

Project Cost $215,765.00
Payout - =

(Gas Volume)(Sales Price)(NRI) - Operating Costs (Gas Volume)(($1.50/mscf)(0.825) - $0.50/mscf)

$215,765.00 $215,765.00

Gas Volume)(($1.50/mscf)(0.825) - $0.50/mscf) (Gas Volume)(($0.7375/mscf)

$292,562.70 (mscf)

Gas Volume (mscípd)

Gas Volume Payout Payout
(mscfpd) (Days) (Years)

25 11703 32.06
50 5851 16.03
75 3901 10.69
100 2926 8.02
125 2341 6.41
150 1950 5.34
175 1672 4.58
200 1463 4.01
225 1300 3.56
250 1170 3.21
275 1064 2.91
300 975 2.67
325 900 2.47
350 836 2.29
375 780 2.14
400 731



Balcron Federal #42-19Y

EQUlTABLERESOURCES Daily Production History

ENERGYCOMPANY ----

WESTERNREGION DECEIIVB
SEP 18 1997Balcron Federal #42-19Y alculation Of Vented Gas

SE NE Sec.19, T9S, R18E L...
Uintah County, Utah DIV.0F0lL,GAS&MINING

Vented Gas Vented Cum. Gas
OIL WATER OIL CUM. OIL GOR Using GOR Vented

Date PROD PROD 30 DAY AVG PROD COMMENTS (MSCFISTBO) (MSCFPD) (MSCF)

04/29/95 Started Well
04/30/95 0.00 120.00 0
05/01/95 0.00 105.74 0
05/02/95 120.74 121 0.000000 0 0
05/03/95 134.99 43.32 256 0.000000 0 0
05/04/95 39.03 56.66 295 0.000000 0 0
05/05/95 93.37 14.99 386 0.000000 0 0
05/06/95 111.66 500 0.000000 0 0
05/07/95 74.93 25.00 575 0.000000 0 0
05/08/95 91.65 15.00 666 0.000000 0 0
05/09/95 107.41 774 0.000000 0 0
05/10/95 106.66 1.66 880 0.000000 0 0
05/11/95 63.31 21.67 944 0.000000 0 0
05/12/95 98.84 1043 0.000000 0 0
05/13/95 76.64 25.00 1119 0.000000 0 0
05/14/95 91.69 1211 0.000000 0 0
05/15/95 95.43 19.99 1306 0.000000 0 0
05/16/95 89.55 10.00 1396 0.000000 0 0
05/17/95 55.00 1451 0.000000 0 0
05/18/95 44.65 3.34 1496 0.000000 0 0
05/19/95 101.67 15.00 1597 0.000000 0 0
05/20/95 101.65 1699 0.000000 0 0
05/21/95 90.53 43.33 1789 0.000000 0 0
05/22/95 28.33 1818 0.000000 0 0
05/23/95 16.67 1834 0.000000 0 0
05/24/95 114.98 6.67 1949 0.000000 0 0
05/25/95 100.30 29.99 2050 0.000000 0 0
05/26/95 99.93 2150 0.000000 0 0
05/27/95 81.09 9.99 2231 0.000000 0 0
05/28/95 56.21 2287 0.000000 0 0
05/29/95 91.52 13.32 2378 0.000000 0 0
05/30/95 59.96 14.99 2438 0.000000 0 0
05/31/95 75.40 11.66 83.79 2514 30 day production 0.000000 0 0
06/01/95 115.03 83.60 2629 Assume Gas Venting Starts. 1.690600 194 194
06/02/95 48.73 14.99 80.73 2678 1.690600 82 277
06/03/95 89.96 82.43 2768 1.690600 152 429
06/04/95 95.36 4.99 82.49 2863 1.690600 161 590
06/05/95 93.28 81.88 2956 1.690600 158 748
06/06/95 89.98 82.38 3046 1.690600 152 900
06/07/95 101.67 82.71 3148 1.690600 172 1072
06/08/95 68.35 16.66 81.41 3216 1.690600 116 1187
06/09/95 79.97 18.33 80.52 3296 1.690600 135 1323
06/10/95 62.49 21.65 80.50 3359 1.690600 106 1428
06/11/95 62.04 13.33 79.27 3421 1.690600 105 1533
06/12/95 24.99 6.66 77.55 3446 1.690600 42 1575
06/13/95 26.66 1.66 75.38 3472 1.690600 45 1620
06/14/95 79.96 74.86 3552 1.690600 135 1756
06/15/95 102.01 1.67 75.28 3654 1.690600 172 1928
06/16/95 93.30 3.33 76.56 3748 1.690600 158 2086
06/17/95 106.63 6.66 78.62 3854 1.690600 180 2266
06/18/95 92.11 5.01 78.30 3946 1.690600 156 2422
06/19/95 81.68 3.33 77.64 4028 1.690600 138 2560
06/20/95 66.64 76.84 4095 1.690600 113 2673
06/21/95 68.39 78.18 4163 1.690600 116 2788
06/22/95 68.29 79.90 4231 1.690600 115 2904
06/23/95 79.99 78.73 4311 1.690600 135 3039

06/24/95 85.38 78.23 4397 1.690600 144 3183

06/25/95 66.61 77.12 4463 1.690600 113 3296
06/26/95 68.29 76.70 4532 1.690600 115 3411

Page



Balcron Federal #42-19Y

Vented Gas Vented Cum. Gas
OIL WATER OIL CUM. OIL GOR Using GOR Vented

Date PROD PROD 30 DAY AVG PROD COMMENTS (MSCFISTBO) (MSCFPD) (MSCF)
06/27/95 83.32 77.60 4615 1.690600 141 3552
06/28/95 79.22 77.19 4694 1.690600 134 3686
06/29/95 56.69 15.01 77.08 4751 1.690600 96 3782
06/30/95 61.66 6.67 76.62 4812 60 day production 1.690600 104 3886
07/01/95 6.67 73.01 4819 1.690600 11 3897
07/02/95 71.64 1.66 73.77 4891 1.690600 121 4019
07/03/95 95.44 73.96 4986 1.690600 161 4180
07/04/95 64.12 72.92 5050 1.690600 108 4288
07/05/95 51.65 29.99 71.53 5102 1.690600 87 4376
07/06/95 56.64 70.42 5159 1.690600 96 4471
07/07/95 75.85 69.56 5234 1.690600 128 4600
07/08/95 26.65 68.17 5261 1.690600 45 4645
07/09/95 83.28 16.66 68.28 5344 1.690600 141 4785
07/10/95 39.57 3.33 67.51 5384 1.690600 67 4852
07/11/95 90.37 68.46 5474 1.690600 153 5005
07/12/95 60.81 1.66 69.65 5535 1.690600 103 5108
07/13/95 61.64 70.82 5597 1.690600 104 5212
07/14/95 48.31 8.33 69.76 5645 1.690600 82 5294
07/15/95 63.75 68.49 5709 1.690600 108 5402
07/16/95 58.28 67.32 5767 1.690600 99 5500
07/17/95 58.30 5.00 65.71 5825 Hot Oiled 1.690600 99 5599
07/18/95 21.67 63.36 5847 1.690600 37 5635
07/19/95 71.65 8.33 63.03 5919 1.690600 121 5756
07/20/95 91.31 63.85 6010 1.690600 154 5911
07/21/95 61.69 63.62 6072 1.690600 104 6015
07/22/95 48.32 62.96 6120 1.690600 82 6097
07/23/95 46.65 18.33 61.85 6167 1.690600 79 6176
07/24/95 46.72 60.56 6213 1.690600 79 6255
07/25/95 63.30 60.45 6277 1.690600 107 6362
07/26/95 51.22 59.88 6328 1.690600 87 6448
07/27/95 58.31 59.05 6386 1.690600 99 6547
07/28/95 38.31 21.65 57.68 6425 1.690600 65 6612
07/29/95 43.31 3.33 57.24 6468 1.690600 73 6685
07/30/95 61.29 57.22 6529 90 day production 1.690600 104 6788
07/31/95 61.60 59.06 6591 1.690600 104 6893
08/01/95 49.97 58.33 6641 1.690600 84 6977
08/02/95 56.66 57.04 6697 1.690600 96 7073
08/03/95 46.65 5.00 56.46 6744 1.690600 79 7152
08/04/95 53.31 56.51 6797 1.690600 90 7242
08/05/95 54.97 56.46 6852 1.690600 93 7335
08/06/95 65.80 56.12 6918 1.690600 111 7446
08/07/95 66.64 3.33 57.46 6985 1.690600 113 7559
08/08/95 59.97 56.68 7045 1.690600 101 7660
08/09/95 39.97 56.69 7085 1.690600 68 7728
08/10/95 56.62 55.57 7141 1.690600 96 7823
08/11/95 59.58 55.53 7201 1.690600 101 7924
08/12/95 43.32 54.92 7244 1.690600 73 7997
08/13/95 54.58 55.12 7299 1.690600 92 8090
08/14/95 46.63 54.55 7345 1.690600 79 8168
08/15/95 48.31 54.22 7394 1.690600 82 8250
08/16/95 51.64 1.67 54.00 7445 1.690600 87 8337
08/17/95 71.63 6.66 55.66 7517 1.690600 121 8458
08/18/95 61.29 55.32 7578 1.690600 104 8562
08/19/95 48.29 53.89 7627 1.690600 82 8644
08/20/95 71.62 54.22 7698 1.690600 121 8765
08/21/95 56.66 54.49 7755 1.690600 96 8861
08/22/95 31.66 21.66 53.99 7787 1.690600 54 8914
08/23/95 49.60 54.09 7836 1.690600 84 8998
08/24/95 52.93 53.74 7889 1.690600 89 9087
08/25/95 53.33 53.82 7942 1.690600 90 9178
08/26/95 41.65 3.33 53.26 7984 1.690600 70 9248
08/27/95 53.32 53.76 8037 1.690600 90 9338
08/28/95 49.18 53.96 8087 1.690600 83 9421
08/29/95 43.31 53.36 8130 1.690600 73 9495
08/30/95 58.30 53.25 8188 1.690600 99 9593
08/31/95 54.97 53.41 8243 1.690600 93 9686
09/01/95 36.66 18.32 52.75 8280 1.690600 62 9748
09/02/95 46.72 52.75 8327 1.690600 79 9827
09/03/95 43.29 52.41 8370 1.690600 73 9900
09/04/95 57.03 52.48 8427 1.690600 96 9997
09/05/95 44.99 51.79 8472 1.690600 76 10073
09/06/95 48.32 51.18 8520 1.690600 82 10154
09/07/95 41.66 50.57 8562 1.690600 70 10225

Page



Bateron Federat #42-19Y

Vented Gas Vented Cum. Gas
OIL WATER OIL CUM. OIL GOR Using GOR Vented

Date PROD PROD 30 DAY AVG PROO COMMENTS (MSCFISTBO) (MSCFPD) (MSCF)
09/08/95 38.40 50.52 8600 1.690600 65 10290
09/09/95 43.32 50.07 8644 1.690600 73 10363
09/10/95 41.64 49.48 8685 1.690600 70 10433
09/11/95 64.42 50.18 8750 1.690600 109 10542
09/12/95 41.65 49.75 8791 1.690600 70 10613
09/13/95 38.42 49.47 8830 1.690600 65 10678
09/14/95 52.37 49.61 8882 r-60.00 1.690600 89 10766
09/15/95 41.63 49.28 8924 1.690600 70 10837
09/16/95 54.95 48.72 8979 1.690600 93 10929
09/17/95 63.32 48.79 9042 1.690600 107 11036
09/18/95 35.84 48.37 9078 1.690600 61 11097
09/19/95 39.98 47.32 9118 Gas Tested @80 MSCFPD 1.690600 68 11165
09/20/95 48.35 47.04 9166 GOR @ 1.6906 MSCFGISTBO 1.693053 82 11247
09/21/95 41.69 47.37 9208 1.695505 71 11317
09/22/95 49.97 47.39 9258 1.697958 85 11402
09/23/95 53.32 47.40 9311 1.700410 91 11493
09/24/95 39.98 46.96 9351 1.702863 68 11561
09/25/95 49.98 47.23 9401 1.705315 85 11646
09/26/95 48.29 47.07 9449 1.707768 82 11729
09/27/95 43.30 46.87 9493 1.710220 74 11803
09/28/95 44.99 46.93 9538 1.712673 77 11880
09/29/95 43.36 46.43 9581 1.715125 74 11954
09/30/95 33.29 9.99 45.70 9614 1.717578 57 12011
10/01/95 36.73 45.71 9651 1.720030 63 12074
10/02/95 57.89 46.08 9709 1.722483 100 12174
10/03/95 41.64 46.02 9751 1.724935 72 12246
10/04/95 27.99 45.06 9779 1.727388 48 12294
10/05/95 31.65 44.61 9810 1.729841 55 12349
10/06/95 51.65 4.99 44.72 9862 1.732293 89 12438
10/07/95 45.82 44.86 9908 1.734746 79 12518
10/08/95 43.29 45.02 9951 1.737198 75 12593
10/09/95 41.63 44.97 9993 1.739651 72 12666
10/10/95 36.16 44.79 10029 r-60 1.742103 63 12729
10/11/95 46.66 6.66 44.19 10075 1.744556 81 12810
10/12/95 46.65 44.36 10122 1.747008 81 12891
10/13/95 46.65 44.63 10169 1.749461 82 12973
10/14/95 39.97 44.22 10209 1.751913 70 13043
10/15/95 37.81 44.09 10246 1.754366 66 13109
10/16/95 38.32 43.54 10285 1.756818 67 13177
10/17/95 41.65 42.82 10326 1.759271 73 13250
10/18/95 26.65 5.00 42.51 10353 1.761724 47 13297
10/19/95 47.12 42.75 10400 1.764176 83 13380
10/20/95 37.97 42.40 10438 1.766629 67 13447
10/21/95 38.30 42.29 10476 1.769081 68 13515
10/22/95 44.97 42.12 10521 1.771534 80 13595
10/23/95 43.32 41.79 10565 1.773986 77 13671
10/24/95 40.00 8.33 41.79 10605 1.776439 71 13743
10/25/95 34.98 41.29 10640 1.778891 62 13805
10/26/95 51.42 41.39 10691 1.781344 92 13896
10/27/95 39.97 41.28 10731 1.783796 71 13968
10/28/95 43.61 41.24 10775 1.786249 78 14046
10/29/95 43.31 41.24 10818 1.788701 77 14123
10/30/95 31.65 41.18 10850 1.791154 57 14180
10/31/95 24.58 40.78 10874 1.793606 44 14224
11/01/95 41.65. 11.65 40.23 10916 1.796059 75 14299
11/02/95 37.47 6.67 40.10 10953 1.798512 67 14366
11/03/95 41.63 40.55 10995 1.800964 75 14441
11/04/95 38.30 40.77 11033 1.803417 69 14510
11/05/95 16.66 39.61 11050 1.805869 30 14540
11/06/95 48.33 39.69 11098 r-60 1.808322 87 14627
11/07/95 48.32 5.00 39.86 11147 1.810774 87 14715
11/08/95 68.39 40.75 11215 1.813227 124 14839
11/09/95 51.68 41.27 11267 1.815679 94 14933
11/10/95 15.02 40.21 11282 1.818132 27 14960
11/11/95 36.25 39.87 11318 1.820584 66 15026
11/12/95 44.98 39.81 11363 1.823037 82 15108
11/13/95 29.99 14.99 39.48 11393 1.825489 55 15163
11/14/95 28.32 6.67 39.16 11421 1.827942 52 15215
11/15/95 42.05 39.28 11463 1.830394 77 15292
11/16/95 46.64 39.45 11510 1.832847 85 15377
11/17/95 44.98 40.06 11555 1.835300 83 15460
11/18/95 19.99 39.16 11575 1.837752 37 15496
11/19/95 34.99 1.66 39.06 11610 1.840205 64 15561
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Balcron Federal #42-19Y

Vented Gas Vented Cum. Gas
OIL WATER OIL CUM. OIL GOR Using GOR Vented

Date PROD PROD 30 DAY AVG PROD COMMENTS (MSCFISTBO) (MSCFPD) (MSCF)
11/20/95 29.58 38.77 11640 1.842657 55 15615
11/21/95 37.47 38.52 11677 1.845110 69 15684
11/22/95 33.30 38.18 11710 1.847562 62 15746
11/23/95 34.97 38.02 11745 1.850015 65 15811
11/24/95 35.00 38.02 11780 1.852467 65 15875
11/25/95 26.67 9.99 37.19 11807 1.854920 49 15925
11/26/95 34.99 37.03 11842 1.857372 65 15990
11/27/95 23.32 36.35 11865 1.859825 43 16033
11/28/95 11.67 35.29 11877 1.862277 22 16055
11/29/95 66.73 36.46 11944 1.864730 124 16179
11/30/95 13.32 36.09 11957 1.867182 25 16204
12/01/95 48.30 36.31 12005 1.869635 90 16295
12/02/95 46.64 36.62 12052 1.872088 87 16382
12/03/95 22.49 35.98 12074 1.874540 42 16424
12/04/95 31.66 35.76 12106 1.876993 59 16484
12/05/95 29.98 36.20 12136 1.879445 56 16540
12/06/95 30.47 35.61 12166 1.881898 57 16597
12/07/95 26.66 34.88 12193 1.884350 50 16647
12/08/95 19.98 33.27 12213 r-60.06 1.886803 38 16685
12/09/95 46.63 33.10 12260 1.889255 88 16773
12/10/95 41.63 33.99 12301 1.891708 79 16852
12/11/95 33.33 33.89 12335 1.894160 63 16915
12/12/95 35.00 1.66 33.56 12370 1.896613 66 16982
12/13/95 29.99 33.56 12400 1.899065 57 17038
12/14/95 23.32 8.33 33.39 12423 1.901518 44 17063
12/15/95 30.00 32.99 12453 1.903971 57 17140
12/16/95 30.01 32.44 12483 1.906423 57 17197
12/17/95 33.35 32.05 12516 1.908876 64 17261
12/18/95 33.35 32.49 12550 1.911328 64 17325
12/19/95 29.99 32.33 12580 1.913781 57 17382
12/20/95 21.65 5.00 32.06 12601 1.916233 41 17423
12/21/95 33.32 1.67 31.92 12635 1.918686 64 17487
12/22/95 25.00 31.65 12660 1.921138 48 17535
12/23/95 29.99 31.48 12690 1.923591 58 17593
12/24/95 25.07 5.00 31.15 12715 1.926043 48 17641
12/25/95 38.33 31.54 12753 1.928496 74 17715
12/26/95 26.65 31.26 12780 1.930948 51 17767
12/27/95 23.32 31.26 12803 1.933401 45 17812
12/28/95 14.99 31.37 12818 1.935853 29 17841
12/29/95 38.31 30.42 12856 1.938306 74 17915
12/30/95 31.66 31.04 12888 1.940759 61 17977
12/31/95 23.32 30.20 12911 1.943211 45 18022
01/01/96 23.32 29.43 12935 1.945664 45 18067
01/02/96 16.66 10.00 29.23 12951 1.948116 32 18100
01/03/96 31.65 29.23 12983 1.950569 62 18161
01/04/96 20.83 5.00 28.93 13004 1.953021 41 18202
01/05/96 28.32 28.85 13032 1.955474 55 18257
01/06/96 28.31 28.91 13060 1.957926 55 18313
01/07/96 29.97 29.24 13090 1.960379 59 18372
01/08/96 18.74 28.31 13109 1.962831 37 18408
01/09/96 21.65 27.65 13131 1.965284 43 18451
01/10/96 28.33 27.48 13159 1.967736 56 18507
01/11/96 28.33 27.26 13187 1.970189 56 18563
01/12/96 26.66 27.15 13214 1.972641 53 18615
01/13/96 0.00 26.37 13214 r-59.99 1.975094 0 18615
01/14/96 44.98 26.87 13259 1.977547 89 18704
01/15/96 18.35 14.99 26.48 13277 1.979999 36 18740
01/16/96 28.74 26.33 13306 1.982452 57 18797
01/17/96 31.65 26.27 13338 1.984904 63 18860
01/18/96 41.64 26.66 13379 1.987357 83 18943
01/19/96 18.32 5.00 26.55 13398 1.989809 36 18979
01/20/96 23.32 26.21 13421 1.992262 46 19026
01/21/96 24.99 26.21 13446 1.994714 50 19076
01/22/96 18.33 25.82 13464 1.997167 37 19112
01/23/96 23.32 25.77 13488 1.999619 47 19159
01/24/96 26.65 25.38 13514 2.002072 53 19212
01/25/96 26.65 25.38 13541 2.004524 53 19266
01/26/96 21.72 5.00 25.32 13563 2.006977 44 19309
01/27/96 30.00 25.82 13593 2.009429 60 19370
01/28/96 0.00 24.55 13593 down order new rings 2.011882 0 19370
01/29/96 0.00 23.49 13593 2.014335 0 19370
01/30/96 44.96 24.21 13638 2.016787 91 19460
01/31/96 39.96 24.77 13678 2.019240 81 19541
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Vented Gas Vented Cum. Gas
OIL WATER OIL CUM. OIL GOR Using GOR Vented

Date PROD PROD 30 DAY AVG PROD COMMENTS (MSCFISTBO) (MSCFPD) (MSCF)
02/01/96 21.65 24.93 13699 2.021692 44 19585
02/02/96 23.33 24.66 13723 r-59.95 2.024145 47 19632
02/03/96 16.67 24.52 13739 2.026597 34 19666
02/04/96 29.99 24.57 13769 2.029050 61 19727
02/05/96 46.66 25.19 13818 2.031502 95 19821
02/06/96 26.65 25.07 13843 2.033955 54 19876
02/07/96 30.83 5.00 25.48 13873 2.036407 63 19938
02/08/96 31.65 25.81 13905 2.038860 65 20003
02/09/96 28.32 25.81 13933 2.041312 58 20061
02/10/96 24.98 25.70 13958 2.043765 51 20112
02/11/96 28.32 25.75 13987 2.046218 58 20170
02/12/96 34.98 26.92 14022 2.048670 72 20241
02/13/96 11.67 25.81 14033 2.051123 24 20265
02/14/96 34.98 26.36 14068 2.053575 72 20337
02/15/96 24.99 26.24 14093 2.056028 51 20389
02/16/96 21.65 25.91 14115 2.058480 45 20433
02/17/96 28.74 25.48 14144 2.060933 59 20492
02/18/96 23.32 8.33 25.64 14167 2.063385 48 20540
02/19/96 23.31 25.64 14190 2.065838 48 20589
02/20/96 21.65 25.53 14212 2.068290 45 20633
02/21/96 26.64 25.81 14239 2.070743 55 20689
02/22/96 23.32 25.81 14262 2.073195 48 20737
02/23/96 26.66 25.81 14289 2.075648 55 20792
02/24/96 25.00 25.75 14314 2.078100 52 20844
02/25/96 21.66 25.75 14335 2.080553 45 20889
02/26/96 25.00 25.58 14360 2.083006 52 20941
02/27/96 14.99 8.33 26.08 14375 2.085458 31 20973
02/28/96 21.66 26.81 14397 2.087911 45 21018
02/29/96 22.52 26.06 14419 2.090363 47 21065
03/01/96 24.99 25.56 14444 2.092816 52 21117
03/02/96 22.08 25.57 14467 2.095268 46 21163
03/03/96 23.31 25.57 14490 2.097721 49 21212
03/04/96 21.66 25.74 14512 2.100173 45 21258
03/05/96 13.32 25.18 14525 r-59.96 2.102626 28 21286
03/06/96 36.65 24.85 14561 2.105078 77 21363
03/07/96 28.32 24.91 14590 2.107531 60 21423
03/08/96 24.99 24.71 14615 2.109983 53 21475
03/09/96 28.32 24.60 14643 2.112436 60 21535
03/10/96 26.65 24.54 14670 2.114888 56 21592
03/11/96 12.92 8.33 24.14 14683 2.117341 27 21619
03/12/96 16.65 23.75 14699 2.119794 35 21654
03/13/96 23.31 23.36 14723 2.122246 49 21704
03/14/96 24.98 23.81 14748 2.124699 53 21757
03/15/96 19.98 23.31 14768 2.127151 43 21799
03/16/96 21.65 23.20 14789 2.129604 46 21845
03/17/96 18.33 23.09 14808 2.132056 39 21885
03/18/96 33.33 23.24 14841 2.134509 71 21956
03/19/96 6.66 22.68 14848 2.136961 14 21970
03/20/96 20.00 22.57 14868 2.139414 43 22013
03/21/96 21.66 22.57 14889 2.141866 46 22059
03/22/96 19.99 22.35 14909 2.144319 43 22102
03/23/96 6.67 11.66 21.80 14916 2.146771 14 22116
03/24/96 16.73 21.47 14933 2.149224 36 22152
03/25/96 23.33 21.41 14956 2.151676 50 22202
03/26/96 20.00 21.36 14976 2.154129 43 22245
03/27/96 19.99 21.19 14996 2.156582 43 22289
03/28/96 18.32 21.30 15014 2.159034 40 22326
03/29/96 19.98 21.24 15034 2.161487 43 22371
03/30/96 19.58 21.15 15054 2.163939 42 22414
03/31/96 18.32 20.92 15072 2.166392 40 22453
04/01/96 24.99 21.02 15097 2.168844 54 22508
04/02/96 11.66 20.63 15109 2.171297 25 22533
04/03/96 16.66 20.46 15125 r-59.97 2.173749 36 22569
04/04/96 46.65 21.58 15172 2.176202 102 22671
04/05/96 21.65 21.08 15194 2.178654 47 22718
04/06/96 14.99 9.99 20.63 15209 2.181107 33 22751
04/07/96 20.03 20.47 15229 2.183559 44 22794
04/08/96 28.33 20.47 15257 2.186012 62 22856
04/09/96 18.32 20.19 15275 2.188465 40 22896
04/10/96 21.64 20.48 15297 2.190917 47 22944
04/11/96 16.66 20.48 15314 2.193370 37 22980
04/12/96 26.64 20.59 15340 2.195822 58 23039
04/13/96 13.32 20.20 15354 2.198275 29 23068
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Balcron Federal #42-19Y

Vented Gas Vented Cum. Gas
OIL WATER OIL CUM. OIL GOR Using GOR Vented

Date PROD PROD 30 DAY AVG PROD COMMENTS (MSCFISTBO) (MSCFPD) (MSCF)
04/14/96 19.99 20.20 15374 2.200727 44 23112
04/15/96 11.67 5.00 19.87 15385 2.203180 26 23138
04/16/96 20.00 19.93 15405 2.205632 44 23182
04/17/96 16.66 19.37 15422 2.208085 37 23219
04/18/96 18.33 19.76 15440 2.210537 41 23259
04/19/96 15.00 19.59 15455 2.212990 33 23292
04/20/96 19.99 19.54 15475 2.215442 44 23337
04/21/96 11.66 5.00 19.26 15487 2.217895 26 23362
04/22/96 14.99 19.54 15502 transfer 28.34bbis 2.220347 33 23396
04/23/96 14.99 19.48 15517 from workover rig 2.222800 33 23429
04/24/96 19.99 19.37 15537 2.225253 44 23474
04/25/96 15.83 19.23 15553 2.227705 35 23509
04/26/96 18.32 19.17 15571 2.230158 41 23550
04/27/96 16.65 19.12 15588 2.232610 37 23587
04/28/96 16.66 19.01 15604 2.235063 37 23624
04/29/96 19.99 19.02 15624 2.237515 45 23669
04/30/96 11.67 18.80 15636 2.239968 26 23695
05/01/96 18.32 18.58 15654 2.242420 41 23736
05/02/96 8.33 5.00 18.46 15663 2.244873 19 23755
05/03/96 21.66 18.63 15684 2.247325 49 23803
05/04/96 11.66 17.46 15696 2.249778 26 23830
05/05/96 14.99 17.24 15711 2.252230 34 23863
05/06/96 8.33 8.33 17.02 15719 2.254683 19 23882
05/07/96 16.68 16.91 15736 2.257135 38 23920
05/08/96 15.00 16.46 15751 2.259588 34 23954
05/09/96 15.00 16.35 15766 2.262041 34 23988
05/10/96 22.48 16.38 15789 2.264493 51 24039
05/11/96 8.32 16.10 15797 2.266946 19 24057
05/12/96 18.32 15.83 15815 2.269398 42 24099
05/13/96 13.32 15.83 15828 r-59.95 2.271851 30 24129
05/14/96 34.97 16.33 15863 2.274303 80 24209
05/15/96 29.99 16.94 15893 2.276756 68 24277
05/16/96 21.67 16.99 15915 2.279208 49 24326
05/17/96 24.99 17.27 15940 2.281661 57 24383
05/18/96 23.33 17.44 15963 2.284113 53 24437
05/19/96 18.33 17.55 15982 2.286566 42 24479
05/20/96 9.99 10.00 17.21 15992 2.289018 23 24502
05/21/96 18.38 1.67 17.44 16010 2.291471 42 24544
05/22/96 20.84 17.63 16031 2.293924 48 24591
05/23/96 16.67 17.69 16048 2.296376 38 24630
05/24/96 19.99 17.69 16068 2.298829 46 24676
05/25/96 14.99 17.66 16083 2.301281 34 24710
05/26/96 16.65 17.61 16099 2.303734 38 24749
05/27/96 13.33 17.50 16113 2.306186 31 24779
05/28/96 19.99 17.61 16133 2.308639 46 24825
05/29/96 19.98 17.61 16153 2.311091 46 24872
05/30/96 13.33 17.66 16166 2.313544 31 24902
05/31/96 16.66 17.61 16183 2.315996 39 24941
06/01/96 13.33 17.77 16196 2.318449 31 24972
06/02/96 13.33 17.49 16209 2.320901 31 25003
06/03/96 18.32 17.72 16228 2.323354 43 25045
06/04/96 0.00 17.22 16228 R-59.97 2.325806 0 25045
06/05/96 36.65 8.33 18.16 16264 2.328259 85 25131
06/06/96 20.86 18.30 16285 2.330712 49 25179
06/07/96 20.00 18.47 16305 2.333164 47 25226
06/08/96 18.32 18.58 16323 2.335617 43 25269
06/09/96 22.06 18.56 16345 2.338069 52 25320
06/10/96 14.99 18.79 16360 2.340522 35 25356
06/11/96 14.99 18.68 16375 2.342974 35 25391
06/12/96 18.31 18.84 16394 2.345427 43 25434
06/13/96 16.65 18.23 16410 2.347879 39 25473
06/14/96 16.66 17.79 16427 2.350332 39 25512
06/15/96 16.67 17.62 16444 2.352784 39 25551
06/16/96 13.33 17.23 16457 2.355237 31 25582
06/17/96 10.00 5.00 16.79 16467 2.357689 24 25606
06/18/96 13.33 1.67 16.62 16480 2.360142 31 25637
06/19/96 14.99 16.79 16495 2.362594 35 25673
06/20/96 13.74 16.63 16509 2.365047 32 25705
06/21/96 14.99 16.44 16524 2.367500 35 25741
06/22/96 14.99 16.38 16539 2.369952 36 25776
06/23/96 16.66 16.27 16556 2.372405 40 25816
06/24/96 13.33 16.21 16569 2.374857 32 25848
06/25/96 15.00 16.16 16584 2.377310 36 25883
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Vented Gas Vented Cum. Gas
OIL WATER OIL CUM. OIL GOR Using GOR Vented

Date PROD PROD 30 DAY AVG PROD COMMENTS (MSCFISTBO) (MSCFPD) (MSCF)
06/26/96 1.66 6.67 15.77 16586 2.379762 4 25887
06/27/96 13.33 15.55 16599 2.382215 32 25919
06/28/96 15.82 15.41 16615 2.384667 38 25957
06/29/96 13.32 15.41 16628 2.387120 32 25988
06/30/96 11.66 15.24 16640 2.389572 28 26016
07/01/96 13.32 15.24 16653 2.392025 32 26048
07/02/96 14.99 15.30 16668 2.394477 36 26084
07/03/96 13.32 15.13 16681 r-59.95 2.396930 32 26116
07/04/96 28.30 16.07 16710 2.399382 68 26184
07/05/96 20.00 15.52 16730 2.401835 48 26232
07/06/96 15.00 15.32 16745 2.404288 36 26268
07/07/96 19.99 15.32 16765 2.406740 48 26316
07/08/96 8.34 5.00 14.99 16773 2.409193 20 È6336
07/09/96 13.34 14.70 16786 2.411645 32 26368
07/10/96 16.66 14.76 16803 2.414098 40 26409
07/11/96 13.32 14.70 16816 2.416550 32 26441
07/12/96 14.99 14.59 16831 2.419003 36 26477
07/13/96 14.99 14.53 16846 2.421455 36 26513
07/14/96 13.32 14.42 16860 2.423908 32 26546
07/15/96 14.99 14.37 16875 2.426360 36 26582
07/16/96 6.66 14.15 16881 2.428813 16 26598
07/17/96 13.32 14.26 16895 2.431265 32 26631
07/18/96 11.67 14.20 16906 2.433718 28 26659
07/19/96 11.66 14.09 16918 2.436171 28 26687
07/20/96 11.66 5.00 14.02 16930 2.438623 28 26716
07/21/96 11.66 13.91 16941 2.441076 28 26744
07/22/96 10.42 13.76 16952 2.443528 25 26770
07/23/96 15.00 13.70 169§7 2.445981 37 26806
07/24/96 11.65 13.65 16978 2.448433 29 26835
07/25/96 18.32 13.76 16997 2.450886 45 26880
07/26/96 8.32 13.98 17005 2.453338 20 26900
07/27/96 13.33 13.98 17018 2.455791 33 26933
07/28/96 13.32 13.89 17032 2.458243 33 26966
07/29/96 9.99 13.78 17042 2.460696 25 26990
07/30/96 16.65 13.95 17058 2.463148 41 27031
07/31/96 11.66 13.89 17070 2.465601 29 27060
08/01/96 11.66 1.67 13.78 17082 2.468053 29 27089
08/02/96 5.00 13.51 17087 2.470506 12 27101
08/03/96 11.67 12.95 17098 2.472959 29 27130
08/04/96 13.33 12.73 17112 2.475411 33 27163
08/05/96 6.66 5.00 12.45 17118 2.477864 17 27180
08/06/96 10.00 12.12 17128 2.480316 25 27204
08/07/96 14.59 12.33 17143 2.482769 36 27241
08/08/96 15.00 12.38 17158 2.485221 37 27278
08/09/96 7.08 12.06 17165 2.487674 18 27296
08/10/96 11.66 12.01 17177 2.490126 29 27325
08/11/96 16.66 12.06 17193 2.492579 42 27366
08/12/96 8.32 11.84 17202 2.495031 21 27387
08/13/96 11.66 11.79 17213 2.497484 29 27416
08/14/96 11.66 11.67 17225 2.499936 29 27445
08/15/96 10.00 11.79 17235 2.502389 25 27470
08/16/96 16.65 11.90 17252 R-59.96 2.504841 42 27512
08/17/96 23.33 12.29 17275 2.507294 58 27570
08/18/96 14.99 12.40 17290 2.509747 38 27608
08/19/96 11.66 12.40 17302 2.512199 29 27637
08/20/96 13.33 3.33 12.45 17315 2.514652 34 27671
08/21/96 16.24 12.65 17331 2.517104 41 27712
08/22/96 10.00 12.48 17341 2.519557 25 27737
08/23/96 14.15 12.56 17355 2.522009 36 27773
08/24/96 14.98 12.45 17370 2.524462 38 27810
08/25/96 6.33 12.45 17379 2.526914 21 27831
08/26/96 13.32 12.45 17392 2.529367 34 27865
08/27/96 16.65 12.56 17409 2.531819 42 27907
08/28/96 9.99 12.56 17419 2.534272 25 27933
08/29/96 9.99 12.34 17429 2.536724 25 27958
08/30/96 20.00 12.62 17449 2.539177 51 28009
08/31/96 11.66 12.62 17460 2.541629 30 28038
09/01/96 10.00 12.79 17470 2.544082 25 28064
09/02/96 8.33 12.67 17479 2.546535 21 28085
09/03/96 11.67 6.66 12.62 17490 2.548987 30 28115
09/04/96 8.33 12.67 17499 2.551440 21 28136
09/05/96 15.00 12.84 17514 2.553892 38 28174
09/06/96 12.08 12.76 17526 2.556345 31 28205
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09/07/96 8.32 12.53 17534 2.558797 21 28226
09/08/96 10.00 12.63 17544 2.561250 26 28252
09/09/96 13.32 12.69 17557 2.563702 34 28286
09/10/96 14.99 12.63 17572 2.566155 38 28325
09/11/96 6.66 12.58 17579 2.568607 17 28342
09/12/96 11.66 12.58 17591 2.571060 30 28372
09/13/96 8.33 12.47 17599 2.573512 21 28393
09/14/96 14.99 12.63 17614 2.575965 39 28432
09/15/96 8.33 12.35 17622 2.578418 21 28453
09/16/96 10.00 11.91 17632 2.580870 26 28479
09/17/96 13.32 11.85 17646 2.583323 34 28514
09/18/96 8.33 11.74 17654 2.585775 22 28535
09/19/96 10.00 11.63 17664 2.588228 26 28561
09/20/96 8.33 11.37 17672 Hot oiled 59.98 bbis 2.590680 22 28583
09/21/96 18.32 11.65 17691 r-59.98 2.593133 48 28630
09/22/96 13.32 11.67 11.62 17704 2.595585 35 28665
09/23/96 82.85 13.88 17787 drained treator 2.598038 215 28880
09/24/96 11.66 13.99 17798 2.600490 30 28910
09/25/96 14.57 14.03 17813 2.602943 38 28948
09/26/96 13.32 13.92 17826 2.605395 35 28983
09/27/96 13.34 14.03 17840 2.607848 35 29018
09/28/96 11.66 14.09 17851 2.610300 30 29048
09/29/96 11.67 13.81 17863 2.612753 30 29078
09/30/96 18.33 14.99 14.03 17881 2.615206 48 29126
10/01/96 14.99 14.20 17896 2.617658 39 29166
10/02/96 11.66 14.31 17908 2.620111 31 29196
10/03/96 13.33 14.37 17921 2.622563 35 29231
10/04/96 20.81 14.78 17942 2.625016 55 29286
10/05/96 11.66 14.67 17954 2.627468 31 29316
10/06/96 14.49 14.75 17968 2.629921 38 29355
10/07/96 10.00 14.81 17978 2.632373 26 29381
10/08/96 13.32 14.92 17992 2.634826 35 29416
10/09/96 10.00 14.81 18002 2.637278 26 29442
10/10/96 13.33 14.75 18015 2.639731 35 29478
10/11/96 11.66 14.92 18027 2.642183 31 29508
10/12/96 10.00 14.86 18037 2.644636 26 29535
10/13/96 11.66 9.99 14.98 18048 2.647088 31 29566
10/14/96 8.33 14.75 18057 2.649541 22 29588
10/15/96 9.58 14.79 18066 2.651994 25 29613
10/16/96 16.68 15.02 18083 . 2.654446 44 29657
10/17/96 14.48 15.06 18097 Hot oiled 59.97 bbis 2.656899 38 29696
10/18/96 0.00 14.78 18097 r49.98 2.659351 0 29696
10/19/96 23.31 15.22 18121 r-9.99 2.661804 62 29758
10/20/96 23.32 15.72 18144 2.664256 62 29820
10/21/96 16.65 15.67 18161 2.666709 44 29864
10/22/96 21.23 15.93 18182 2.669161 57 29921
10/23/96 19.99 13.83 18202 2.671614 53 29975
10/24/96 15.00 13.95 18217 2.674066 40 30015
10/25/96 5.00 6.67 13.63 18222 2.676519 13 30028
10/26/96 10.00 13.52 18232 2.678971 27 30055
10/27/96 10.83 13.43 18243 2.681424 29 30084
10/28/96 18.32 13.65 18261 2.683876 49 30133
10/29/96 11.66 13.65 18273 2.686329 31 30164
10/30/96 14.99 13.54 18288 2.688782 40 30205
10/31/96 11.66 13.43 18299 2.691234 31 30236
11/01/96 13.32 13.49 18313 2.693687 36 30272
11/02/96 14.99 13.54 18328 2.696139 40 30312
11/03/96 10.00 13.18 18338 2.698592 27 30339
11/04/96 13.32 13.24 18351 2.701044 36 30375
11/05/96 10.00 13.09 18361 2.703497 27 30402
11/06/96 13.33 13.20 18374 2.705949 36 30438
11/07/96 16.66 13.31 18391 2.708402 45 30484
11/08/96 9.99 13.31 18401 2.710854 27 30511
11/09/96 13.33 13.31 18414 2.713307 36 30547
11/10/96 11.66 13.31 18426 2.715759 32 30578
11/11/96 8.33 13.25 18434 2.718212 23 30601
11/12/96 18.32 13.48 18452 2.720665 50 30651
11/13/96 0.00 11.66 13.20 18452 2.723117 0 30651
11/14/96 8.33 13.16 18461 2.725570 23 30674
11/15/96 10.00 12.93 18471 Hotoiled 59.99 bbis 2.728022 27 30701
11/16/96 0.00 12.45 18471 r-36.66 2.730475 0 30701
11/17/96 26.66 13.34 18497 r-23.33 2.732927 73 30774
11/18/96 16.66 13.12 18514 2.735380 46 30819
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Balcron Federal #42-19Y

Vented Gas Vented Cum. Gas
OIL WATER OIL CUM. OIL GOR Using GOR Vented

Date PROD PROD 30 DAY AVG PROR COMMENTS (MSCFISTBO) (MSCFPD) (MSCF)
11/19/96 13.33 12.79 18527 2.737832 36 30856
11/20/96 18.33 5.00 12.84 18546 2.740285 50 30906
11/21/96 27.52 13.05 18573 2.742737 75 30982
11/22/96 22.08 13.12 18595 2.745190 61 31042
11/23/96 11.67 13.01 18607 2.747642 32 31074
11/24/96 15.00 13.34 18622 2.750095 41 31115
11/25/96 10.01 13.34 18632 2.752547 28 31143
11/26/96 13.34 13.43 18645 Gas Tested @37 MSCFPD 2.755000 37 31180
11/27/96 8.33 13.09 18654 GOR @2.7550 MSCFGISTBO 2.782391 23 31203
11/28/96 13.34 13.15 18667 2.809781 37 31240
11/29/96 13.34 13.10 18680 2.837172 38 31278
11/30/96 11.67 13.10 18692 2.864562 33 31312
12/01/96 14.99 13.15 18707 2.891953 43 31355
12/02/96 8.33 12.93 18715 2.919344 24 31379
12/03/96 16.66 13.15 18732 2.946734 49 31426
12/04/96 0.00 12.71 18732 2.974125 0 31428
12/05/96 16.66 12.93 18749 3.001515 50 31478
12/06/96 13.33 12.93 18762 3.028906 40 31519
12/07/96 13.33 12.82 18775 3.056296 41 31560
12/08/96 8.33 12.76 18784 3.083687 26 31585
12/09/96 5.00 12.49 18789 3.111078 16 31601
12/10/96 5.00 12.26 18794 3.138468 16 31617
12/11/96 8.33 12.26 18802 Hot oiled 59.98 bbis 3.165859 26 31643
12/12/96 0.00 11.65 18802 r-59.98 3.193249 0 31643
12/13/96 8.33 18.33 11.93 18810 3.220640 27 31670
12/14/96 15.00 6.66 12.15 18825 3.248031 49 31718
12/15/96 18.32 12.43 18844 3.275421 60 31778
12/16/96 18.32 13.04 18862 3.302812 61 31839
12/17/96 11.67 12.54 18874 3.330202 39 31878
12/18/96 10.00 12.32 18884 3.357593 34 31911
12/19/96 16.66 12.43 18900 3.384984 56 31968
12/20/96 13.33 12.26 18914 3.412374 45 32013
12/21/96 10.00 11.68 18924 3.439765 34 32048
12/22/96 15.41 11.46 18939 3.467155 53 32101
12/23/96 13.33 11.51 18952 3.494546 47 32148
12/24/96 10.00 6.66 11.35 18962 3.521936 35 32183
12/25/96 13.33 11.46 18976 3.549327 47 32230
12/26/96 5.00 11.18 18981 3.576718 18 32248
12/27/96 8.33 4.99 11.18 18989 3.604108 30 32278
12/28/96 12.50 11.15 19002 3.631499 45 32324
12/29/96 10.00 11.04 19012 3.658889 37 32360
12/30/96 11.66 11.04 19023 3.686280 43 32403
12/31/96 15.01 11.04 19038 3.713671 56 32459
01/01/97 5.00 10.93 19043 3.741061 19 32478
01/02/97 15.00 10.87 19058 3.768452 57 32534
01/03/97 8.34 11.15 19067 3.795842 32 32566
01/04/97 13.34 11.04 19080 3.823233 51 32617
01/05/97 7.92 10.86 19088 3.850624 30 32647
01/06/97 10.01 10.75 19098 3.878014 39 32686
01/07/97 11.67 10.86 19110 3.905405 46 32732
01/08/97 16.67 11.25 19126 3.932795 66 32797
01/09/97 8.33 11.36 19135 3.960186 33 32830
01/10/97 8.33 11.36 19143 3.987576 33 32863
01/11/97 8.33 11.64 19151 4.014967 33 32897
01/12/97 13.33 11.80 19165 4.042358 54 32951
01/13/97 5.00 11.47 19170 4.069748 20 32971
01/14/97 9.99 11.19 19179 4.097139 41 33012
01/15/97 5.00 10.75 19184 4.124529 21 33033
01/16/97 11.66 10.75 19196 Hot oiled 59.97 bbis 4.151920 48 33081
01/17/97 10.00 10.75 19206 r-59.97 4.179311 42 33123
01/18/97 26.66 11.08 19233 4.206701 112 33235
01/19/97 11.66 11.03 19244 4.234092 49 33284
01/20/97 8.33 6.67 10.97 19253 4.261482 35 33320
01/21/97 6.69 10.68 19259 4.288873 29 33349
01/22/97 12.08 10.64 19272 4.316264 52 33401
01/23/97 8.32 10.58 19280 4.343654 36 33437
01/24/97 9.99 10.47 19290 4.371045 44 33480
01/25/97 13.33 10.75 19303 4.398435 59 33539
01/26/97 9.99 10.80 19313 4.425826 44 33583
01/27/97 11.67 10.78 19325 4.453216 52 33635
01/28/97 18.32 11.05 19343 4.480607 82 33717
01/29/97 13.33 11.11 19357 4.507998 60 33777
01/30/97 8.33 10.89 19365 4.535388 38 33815
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Balcron Federal #42-19Y

Vented Gas Vented Cum. Gas
OIL WATER OIL CUM. OlL GOR Using GOR Vented

Date PROD PROD 30 DAY AVG PROD COMMENTS (MSCFISTBO) (MSCFPD) (MSCF)
01/31/97 13.33 11.17 19378 4.562779 61 33876
02/01/97 13.33 11.11 19392 4.590169 61 33937
02/02/97 13.32 11.28 19405 4.617560 62 33999
02/03/97 9.99 11.16 19415 4.644951 46 34045
02/04/97 10.00 11.23 19426 4.672341 47 34092
02/05/97 3.33 11.01 19428 4.699732 16 34108
02/06/97 3.33 10.73 19431 4.727122 16 34123
02/07/97 10.00 10.51 19441 4.754513 48 34171
02/08/97 10.83 10.59 19452 4.781904 52 34223
02/09/97 11.67 10.70 19464 4.809294 56 34279
02/10/97 10.00 10.76 19474 4.836685 48 34327
02/11/97 18.32 14.99 10.93 19492 4.864075 89 34416
02/12/97 23.35 11.54 19516 R-20.00 H2O 4.891466 114 34530
02/13/97 1.66 11.26 19517 R-13.34 H2O 4.918856 8 34539
02/14/97 3.34 11.21 19521 4.946247 17 34555
02/15/97 15.00 11.32 19536 R-6.67 H2O 4.973638 75 34630
02/16/97 8.34 11.26 19544 5.001028 42 34671
02/17/97 11.67 10.76 19556 R-1.67 H2O 5.028419 59 34730
02/18/97 13.33 10.82 19569 5.055809 67 34797
02/19/97 8.34 10.82 19577 Gas Tested @55 MSCFPD 5.083200 42 34840
02/20/97 10.00 10.93 19587 GOR @5.0832 MSCFGISTBO 5.047123 50 34890
02/21/97 11.67 10.91 19599 5.011045 58 34949
02/22/97 3.33 10.75 19602 4.974968 17 34965
02/23/97 16.66 10.97 19619 R-3.33 H2O 4.938890 82 35048
02/24/97 8.33 10.80 19627 4.902813 41 35089
02/25/97 11.66 10.86 19639 4.866735 57 35145
02/26/97 10.00 10.80 19649 4.830658 48 35194
02/27/97 6.66 10.42 19656 4.794581 32 35226
02/28/97 8.33 10.25 19664 R-6.66 H2O 4.758503 40 35265
03/01/97 10.00 10.30 19674 4.722426 47 35312
03/02/97 8.33 10.14 19682 4.686348 39 35351
03/03/97 6.66 9.92 19689 4.650271 31 35382
03/04/97 13.33 9.92 19702 4.614194 62 35444
03/05/97 6.67 3.33 9.80 19709 4.578116 31 35474
03/06/97 5.00 9.64 19714 4.542039 23 35497
03/07/97 10.83 9.89 19725 4.505961 49 35546
03/06/97 6.67 10.00 19731 4.469864 30 35576
03/09/97 11.66 10.05 19743 4.433806 52 35627
03/10/97 8.32 9.97 19751 4.397729 37 35664
03/11/97 8.33 9.86 19760 4.361652 36 35700
03/12/97 6.66 9.75 19766 4.325574 29 35729
03/13/97 8.33 9.42 19775 4.289497 36 35765
03/14/97 13.33 9.08 19788 4.253419 57 35822
03/15/97 9.99 9.36 19798 4.217342 42 35864
03/16/97 8.33 9.53 19806 4.181265 35 35899
03/17/97 9.99 9.36 19816 4.145187 41 35940
03/18/97 8.33 9.36 19825 4.109110 34 35974
03/19/97 9.99 9.30 19835 4.073032 41 36015
03/20/97 6.67 9.08 19841 4.036955 27 36042
03/21/97 9.99 9.14 19851 4.000877 40 36082
03/22/97 8.33 9.08 19860 Gas Tested @36 MSCFPD 3.964800 33 36115
03/23/97 5.00 8.86 19865 GOR @ 3.9648 MSCFGISTBO 3.964800 20 36135
03/24/97 0.00 8.75 19865 3.964800 0 36135
03/25/97
03/26/97
03/27/97 Note: The gas to oil ratio is calculated using the volume of gas vented and the 30 day average oil production for the day
03/28/97 that the gas test was performed ( l.e This is a vented GOR and does not includagas used on lease).
03/29/97 The vented GOR is assumed to be zero for the first 30 days of production due to propane usage to suppliment fuel gas.
03/30/97 The vented GOR of the first gas test is applied back to the date of 30 day production and is then assumed to increase or
03/31/97 or decrease linearly between gas tests.
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Fond a STATE OF UTAH

DIVISIONOF OIL, GAS AND MINING
5. Lease Designation and Sedal Number:

See Attached
6. K Indian, Allollee or Tdbo Name:SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. Unit Agreement Name:Do not use this form for proposals lo ddll new wells, deepen existing wells, or to reenter plugged and abandoned wells.

Use APPUCATlON FOR PERMIT TO ORILL OA DEEPEN form for auch proposals See Attached
8. Well Name and Numbert. Typ. er w.n: OIL@ GAS OTHER:

See Attached
2. Name of Operator o. API Well Number:

Inland Production Company xT 1 3 BW See Attached

3. Address and Telephone Number: 10. Field and Pool, or Wildcat:

475 - 17th Street, Suite 1500, Denver, CO 80202 See Attached
4. Location of Well

Footag..: See Attached Exhibit county:

QQ. Sec..T.,R,M.: State:

" CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Bubmit in Dupueste) (Submb Original Form Only)

O Abandon O New Construction O Abandon O New Construction
O R•Pair Casing O Pull or Atter casing O Repair casing O Pull or Atter casing
O Change of Plans O RecomPlete O Change of Plans O Reperforate

O convertto injection O Reperforate O convertto injection O ventor Flare
O Fracture Treat or Acidize O Vent or Flare O Fracture Treat or Acidize O Water Shut-Off

O Multiple Completion O Water Shut-Off Other Change of Operator
Other Change of Operator

Date of work completion 9-30-97'
Approximate date work will start Report results of Multiple Comptedone and Recomplodone to diflerent reservoirs on WELL

coMPLETlON OA RECOMPLERON REPORT AND LOG form.
* Must be accompanied by a cement vertlicailon report.

12. DESCAIBE POPOSED OA COMPLETED OPERATloNS (Clearty state all pertinent detalis, and give pettinent dates. If well Is directionally drilled, give subsurface locations and measured and true
verdcal depths for all markers and zones pertinent to this work.)

Effective September 30, 1997, Inland Production Company will take over operations of the
wells on the attachèd list. The previous operator was :

Equitable Resources Energy Company
1601 Lewis Avenue
Billings, MT 59102

Effective September 30, 1997, Inland Production Company is responsible under the terms
and conditions of the leases for operations conducted on the leased láñtF r"a'Maiin
thereof under State of Utah Statewide Bond No. 4471291.

OCT 1 rt 1997

a signature: CHRISA.POTER,ATTORNEY-IN-FACT o.,, 3d 7

1 a apens for State use only)

44) (See Instructions on Reverse



INLAND

Inland Resources Change of Operator

WELL NAME LOCATION COUNTY S FIELD NAME API NUMBER LEASE NO. AGEEMENT

AMERADA GUINAND #1 SWNW 7 8S 25E UINTAH UT COYOTE BASIN 43-047-20245-00 UTUO16271V UTU72085A
COYOTE BASIN #1-12 NESE 128S 24E UINTAH UT COYOTE BASIN 43-047-20221-00 UTU58226 UTU72085A
COYOTE BASIN #32-6 6 8S 25E UINTA UT COYOTE BASIN 43-047-31835-00 UTUO20309D UTU72085A
COYOTE BASIN #42-6X SENE 6 8S 25E UINTA UT COYOTE BASIN 43-047-32346-00 UTUO17439B UTU72085A

Ÿ0ÌE BASlÑFED. Ñ13-7 NWSW 7 8S 25E UINTAH UT COYOTE BÁSIN 43-047-32255-00 UÌÙ41377 ÜTU72085À
L COYOTE BASIN FEDERAL #12-13 SWNW 138S 24E UINTA UT COYOTE BASIN 43-047-31266-00 UTU72085A

- COYOTE BASIN FEDERAL #13-5 NWSW 5 8S 25E UINTAH UT COYOTE BASIN 43-047-32261-00 UTUO63597A UTU72085A
o COYOTE BASIN FEDERÃL #13-13 NWŠŸV ŠŠŠ 2ÃE ÜÍÑÌÄÑ ÜT COYOTE BASIN 43-047-32196-00 ÜÌÜšŸžÕŠ ÜÌÜÏÌ0ŠŠÄ' COYOTE BASIN FEDERAL #21-7 NÈÑŸÏÌ

ŠŠ¯2ŠŠ
UINTAH ÙÏ COYÒTE BASIN 43-047-31673-00 UTU41377 UTU72085ÀÖ¯Ò¯YOÌE

ËÍÃŠÏÑÌEÒETÃL #22-1 ŠEÑŸV 7 9Š 25E UINTAH UT COŸÒŸÈŠÃŠfÑ
ÕÃÌ¯Šf255

00 UTU41377 UTU72085A
COYOTE BASIN FEDERAL #33-5 NWSE 5 8S 25E UINTAH UT COYOTE BASIN 43-047-32257-00 UTUO63597A UTU72085A
ÖÒŸÒÌE BÃSlÑFEÒERÁL #43-12 NESË128S 24E UINTÁ UT COYOTE BÄSiÑ Ä3-04Ì-305ÀŠ-Ò0ÙÌÜ035Ì97 ÜÏÜÌ2ÕŠŠÃ
COYOTE FEDERAL #12-5 SWNW 5 8S 25E UNITAH UT COYOTE BASIN 43-047-32253-00 UTUO63597A UTU72085A
COYOTE FEDERAL #21-5 NENW 5 8S 25E UINTAH UT COYOTE BASIN 43-047-32260-00 UTUO63597A UTU72085A
COYOTE FEDERAL #31-7 NWNE 7 8S 25E UINTAH UT COYOTE BASIN 43-047-32254-00 UTUO20309D UTU72085A
EAST RED WASH #2-5 NWNW 5 8S 25E UINTA UT COYOTF BASIN 43-047-20252-00 UTUO63597A UTU72085A

LE'AST RED WASH FED. #1-12 SWNE 128S 24E UINTA T COYOTE BASIN 43-047-20207-00 UTUO38797 UTU72085A
EAST RED WASH FED. #4-6 WSE 6 8S 25E UINTAH UT COYOTE BASIN 43-047-20261-00 UTUO20309D UTU72085A

e EAST RED WASH FEDERA #1-13 NENW 138S 24E UINTA UT COYOTE BASIN 43-047-20222-00 UTUO18073 UTU72085A
L EAST RED WASH FEDERA #1-5 SENW 5 8S 25E UINTA UT COYOTE BASIN 43-047-20174-00 UTUO63597A UTU72085A
LEAST RED WASH FEDERA #1-6

NES¯ËT8BiË¯
ÜlNTA UT ÖÕŸÕTEËÃŠlÏÏ ÃÏ-20208-00 UTUO174398 UTU72085A

UFËÕÈÑÄÏ#14 SWŠ 4TS 2fE \ÑÌÄÏ\ ÙÌ CÓŸOTE BASIN 43-047-15678-00 UTU41376 UTU72085A
' ¯O

FEDEFiÃL #2 SENE 5 8S 25E UINTAH UT COYOTE BASIN 43-047-31567-00 UTU41376 UTU72085A
e ÏÃÒFEDERAL #1 SWNE 5 8S 25E Ü\NTAH UT COYOTE BASIN 43-047-31406-00 UTU41376 UTU72085A
JALCRON FEDERAL #12-20Y SWNW 209S 18E UINTAH UT EIGHT MILE FLAT (8) 43-047-32617-00 UTU64917
ofALCRON FEDERÃL #31-19Y NWÑE 199S 18E Ü\NTÁH UT EIGHT MILE FLAT (8) 43-047-32614-00 UTU65635

MÍÃLCRON FEDERAL #Š2 9Ÿ SW NE 199S 18E UINTAH UT EIGHT MILE FLAT (8) 43-047-32615-00 UTU65635¯$ÄiLÕRON
FEDERAL #42-19Y SENE 199S 18E UINTAH ÜÏ È\ÕHÏMILE LAÌ(8 43-047-32616-00 UTU65635

LifALCRON FEDERAL #31-5Y NWNE 5 9S 18E UINTAH UT EIGHT MILE FLAT (U) 43-047-32503-00 UTU65970
'KÄiCRON FEDERAL #11-22Y ÑŸÏNW 2iBŠ iÌE ÕUÖilËSNE UT MONUMENT BUTTE (22) Niil1539-00 UTU66191
L Ï(ÃLCRON FEDERAL #12-22Y SWNW 228S 17E DUCHESNE UT MONUMENT BUTTE (22) 43-013-31476-00 UTU66191
ofALÕÑÕÑTËÕERÃL #22-22Y SE ÑW 228S 17E DÙCÑESNE UT MOÑÙMENT BUTTE (22) 43-013-ŠfŠŠ8-60 JTÜï6ž40

L-ÉËDERÄL #1-26 ÑENW 268S 17E Ü\NTAH UT MONUMENT BUTTE (22) 43-047-31953-00 UTU76ž40
- MONUMENT FEDERAL #13-22Y NW SW 228S 17E DUCHESNE UT MONUMENT BUTTE (22) 43-013-31583-00 UTU76240
LMONUMENT FEDERAL #23-22-8-17 NESW 228S 17E DUCHESNE UT MONUMENT BUTTE (22) 43-013-31702-00 UTU76240
oÑfŠÑÜMËÑÌFÈÒERÁL ##31-22 NW NE 228S 17E DÙCHESNE ÜT MONUMENT BUTTE (22) 43-013-31587-00 UTÜ76240

NUMENT FEDERAL #32-22-8-17 SW NE 228S 17E DUCHESNE UT MONUMENT BUTTE (22) 43-013-31586-00 UTU76240
ON_UMENTFEDERAL #33-22-8-17 NWSE 228S 17E DUCHESNE UT MONUMENT BUTTE (22) 43-013 31588-00 UTU762_40

LCRON FEDERAL #11-20Y NW NW 209S 18E :UINTAH UT MONUMENT BUTTE (8) 43-047-32712-00 UTU64917
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OCT1 0 1997

October 7, 1997
RESOURCES INC.

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, UT 84078

RE: Change of Operator
Duchesne & Vernal Counties, Utah

Dear Mr. Forsman:

Please find attached Sundry Notices and Reports on Wells for Change of Operator,

previously operated by Equitable Resources Energy Company for approval.

If you should have questions regarding this matter, please do not hesitate to contact me at

the number listed below.

Sincerely,

INLAND PRODUCTlON COMPANY

Patsy B u

/pb
encls.

475 Seventeenth Street, Suite 1500, Denver, CO 80202 • 303-292-0900 • FAX



United States Department of the Interior

4,42.# BUREAU OF LAND MANAGEMENT
Vemal District Office
170 South 500 East Phone: (801) 781-4400

[N REPLY REFER TO: Vemal, Utah 84078-2799 Fax: (801) 781-4410

3162.3
UTO8438

December 5, 1997

Inland Production Company
475 17th Street, Suite 1500
Denver, CO 80202

Re: Well No. Balcron Federal 42-19Y
SENE, Sec. 19, T9S, R18E
Lease U-65635
Uintah County, Utah

Dear Sir:

This correspondence is in regard to the self-certificationstatement submittedrequesting a
change in operator for the referenced well. After a review by this office, the change in
operator request is approved. Effective immediately, Inland Production Company is
responsible for all operations performed on the referenced well. Allliabilitywillnow fall under
your bond, BLMBond No. UTOO56, for all operations conducted on the referenced well on the
leased land.

If you have any other questions concerning this matter, please contact Margie Herrmann or

Pat Sutton of this office at (435) 781-4400.

Sincerely,

Howard B. Cleavinger II
Assistant Field Manager,
Minerals Resources

cc: Division of Oil, Gas & Mining
Equitable Resources Energy Company
ABO Petroleum Corp.
Myco Industries Inc.
Yates DrillingCompany
Yates Petroleum
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EQUITABLERESOURCES
ENERGYCOMPANY
wunmeem
(406) 259-7860 Telephone
(406) 245-1361 Fax

December 10, 1997

Lisha
State of Utah
Division of Oil, Gas and Mining
1594 West NorthTemple, Suite 1210
Box 145801
Salt Lake City,UT 84114-5801

Dear Lisha:

RE: EquitableSale of Utah Properties

Effective September 30, 1997, Equitable Resources Energy Company sold all of its Utah

properties to Inland Production Company.

Please feel free to contact me if you require additional information.

Sincerely,

Molly Conra
Agent for Equitable Resources
EnergyCompany
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CrazyMountain Oil &Gas Services
P.O. Box577
Laurel,MT 59044
(406) 628-4164
(406) 628-4165

To:

PROM. MollyConrad
CrazyMountain Oil &Gas Services
(406) 628-4164

Page. Anached . Including Coversheet Q.

NoTE



Division of OM,Gas and &fining

OPERATOR CHANGE WORKSHEET

Attach all documentation received by the division regarding this change.

Initial cach listed item when completed. Write N/A if item is not applicable.

2lik Change of Operator (well sold) O Designationof Agent
O Designation of Operator O OperatorName Change Only

The operator of the well(s) listed below has changed, effective: 9-30-97

TO: (new operator) INLAND PRODUCTION COMPANY FROM: (old operator) EQUITABLE RESOURCES ENERGY

(address) ro Box 1446 (address) Po Box 577
ROOSEVELT UT 84066 LAUREL MT 59044

C/O CRAZY MTN O&G SERVICES

Phone: (801)722-5103 Phone: (406)628-4164

Account no. N5160 Account no. N9890

WELL(S) attach additional page if needed:

Name: **SEE ATTACHED** AP146-N'j-'Ò¾S Entity: S ___
T R

_
Lease:

Name: API: Entity: S T R
_

Lease:

Name: API: Entity: S T R
_

Lease:

Name: API: Entity: S T R
_

Lease:

Name: API: Entity: S T R
_

Lease:

Name: API: Entity· S T R
_

Lease:

Name: API: Entity: S T
.

R
,

Lease:

OPERATOR CHANGE DOCUMENTATION

1. (r649-8-10) Sundryor other legaldocumentationhas been received from the FORMER operator (attach to this
form). ( / /g-Mg

2. (<649-8-10)Sundry or other legal documentation has been received from the NEW operator (Attach to this

form). (A 10*4

3. The Department of Commerce has been contacted if the new operator above is not currently operating any

wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number·

4. FOR INDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make

,
note of BLM status in comments section of this form. BLM approval of Federal and Indian well operator
changes should ordinarily take place prior to the division's approval, and before the completion of steps 5
through 9 below.

5. Changes have been entered in the Oil and Gas Information System (3270) for each well listed above.

6. Cardex file has been updated for each well listed above. /

7. Well file labels have been updated for each well listed above. /M47

8. Changeshavebeenincludedon the monthly "Operator, Address, and Account Changes" memo for distribution
to Trust Lands, Sovereiga Lands,UGS, TaxCommission, etc· (Ï2

9. A folder has been set up for the Operator Change file, and a copy of this page has been placed there for

updocAfonadopachng
- Ovun



OPERATOR CHANGE WORKSHEET (continued) - Initial each item when completed. Write N/A if item is not applicable.

ENTITY REVIEW

C 1. (r649 -7) Entity assignments have been reviewed for all wells listed above. Were entity changes made?
(yes If entity assignments were changed, attach copies of Form 6, Entity Action Form.

2. Trust Lands, SovereignLands, Tax Commission,etc., have been notified through normal procedures ofentity
changes.

BOND VERIFICATION - (FEE WELLS ONLY)

1. (r649-3-1) The NEW operator of any fee lease well listed above has furnished a proper bond.

2. A copy of this form has been placed in the new and formeroperator's bond files.

3. The FORMER operator has requested a release of liability from their bond (yes/no) , as of today's date
. If yes, division response was made to this request by letter dated

LEASE INTEREST OWNER NOTIFICATION OF RESPONSIBILITY

A 1. Copies of documents have been sent on to at Trust Lands for changes
in o ving State leases, in order to remind that agency of their responsibility to review for proper bonding.

N 2. (r649-2-10) The former operator of any fee lease wells listed above has been contacted and informed by letter
dated 19 - of their responsibility to notify all interest owners of this change.

FILMING

l. All attachments to this form have been microfilmed. Today's date: .

FILING

l. Copies of all attachments to this form have been filed in each well file.

2. The original of this form, and the original attachments are now being filed in the Operator Change file.



.FoRfvl3160-5 ITNITED STATES FORMAPPROVED

(June 1990) DEP IENT OF THE INTERIOR Budget Bureau No. 1004-0135

BU OF LAND MANAGEMENT Expires: March31, 1993
5. Lease Designation and SerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS U-65635
Do not use this form for proposals todrillor todeepen or reentrya different reservoir. 6.IfIndian, Allotteeor Tribe Name

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMITIN TRIPLICATE NA
1. Type of Well

X oil Gas 8. Well Name and No.

Well Well other BALCRON FEDERAL 42-19Y
9.APIWel1No.

2. Nameof Operator 43-047-32616

INLAND PRODUCTION COMPANY 10.Field and Pool, or ExploratoryArea

3. Address and Telephone No. 8 MILE FLAT NORTH
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 11. Countyor Parish, State

4. Incation of Well (Footage,Sec., T., R., m., or SurveyDescription)

2100 FNL 0500 FEL SE/NE Section 19, TO9S R18E COUNTY, UTAH

12. CHECK APPROPRIATE BOX(s TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction

SubsequentReport Plugging Back Non-RoutineFracturing

CasingRepair Water Shut-Off

Final Abandonment Notice Altering Casing Conversionto Injection

X Other Site Security Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled,give subsurface locations and measured and true vertical depths for all markets and zones pertinent to this work.)*

Attached please find the site security diagram for the above referenced well.

DECallys

iDIV.0FOIL,GAS&MINING

14. I herebycertify

Title Manager, Regulatory Compliance Date 10/30/98

(This space for Federalor State office use)

Approved by Title Date

Conditionsof approval, if any:

SC: UTAH DOGM
Title 18 U.S.C.Section 1001,makes it a crime for any person knowinglyand willfully to make to any departmentor agencyof the UnitedStatesany false, fictitious

or fradulentstatementsor representationsas to any matter within its



Inland Production Conipany
Site Facility Diagram

Federal 42-19Y

SE/NE Sec. 19, T9S, 18E

Uintah County

May 12, 1998

.. .. .. .

Gas Sales Meter

Pumping Unit

Site Security Plan is held at the Roosevelt Office,
Roosevelt Utah Diked Section

Production Phase:

1) Valves 1 and 3 sealed closed

2) Valves 2 and 4 sealed open

S1alesPhease

& 4 sealed closed

2) Valves 1 open

Draining Phase:

1) Valve 3 open

Emulsion Line ·

Load Line

Water Line - -· -· -· -·

Gas Sales - -·· -··



FORM 3160-5 UNITED STATES FORM APPROVED

(September2001) DEPARTMENT OF THE INTERIOR Exp 31, 004
BUREAUOF'LANDMANAGEMENT 5. Lease SerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS UTU65635
Do not use this form for proposals to drill or to re-enter an

abandoned weit Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

1. T pe of Well SHEEPWASHAREA

Oil Well ÕasWell Other 8 Well Name an<\No

2. Name of Operator BALCRON FED 42-19Y
Inland ProductionCompany

3a. Address Route 3 Box 3630 3b. Phone (include are codel 4304732616
Myton, UT 84052 435.646.3721 10 Field anri Poni or Fxploratory Aron

4. Location of (Footage, Sec , T, R., M, or Survey Description) Momiment Butte

2100 FNL 0500 FEL 11. County or Parish, State

SE/NE Section 19 T9S Rl8E Duchesne.ÚT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize - Q Deepen Production(Start/Resume) Water Shut-Off
O Notice of Intent O ^tter casing O Fracture Treat Reclamation Well Integrity

ubsequent Report Q Casi g Repair Q New Constr ction Recomplete

O Change Plans O Plug & Abandon Q Temporarily Abandon
Final Abandonment Q Convertto O Plug Back O Water Disposal

13 Describefroposed or Completed Operation(clearly state all perinent details, including estimated starting date of any proposed work and approximate duration thereof. If the

proposal is to deependirectionally or recomplete horizontalley, give subsurface locations andmeasuredand tur vericaldepths of all pertinent markers and zones. Attach the Bond

under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days following completion of die

involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 sahll be filed once testing has been completed. Final

Subject well had recompletion procedures initiated in the GreenRiver formation on 10/11/03. Existing production equipment was pulled from well. A

bit and scraper were run in well. Two new Green River intervals were perforated and hydraulically fracture treated down 2 7/8" N-80 tubing as follows:

Stage #1: CP4 sands @5315'-5328' and 528T-5294', 5282'-5285' (all 4 JSPF) fraced with 69,000#20/40 sand in 596 Bbis Viking I-25 fluid Stage
#2: CP1 sands @5105'-5119' (4 JSPF) fracedw/ 40,370# 20/40 sand in 329 Bbis Viking I-25 fluid. Fracs were flowed back through chokes. Sand was

cleaned from wellbore. New intervals were swab tested for sand cleanup. BHA and production tubingwere run and anchored in well with tubing anchor

@5174', pump seating nipple @5209', and end of tubing string @5268'. A repaired 1 ¼" bore rod pump was run in well on sucker rods. Well

retumed to production via rod pump on 10/18/03.

RECEtVED

NOV2 82U3
Div.0F OtL, GAS&MINING

I hereby certify that the foregoing is true and Title
coivect (Printed/ Typed)
SM d DP ett n3Clerk

TH PACE FORFEDER A TATE OliFKK USE

Conditions of approval, if any, are attached. Approval of this notice does not wa iant or
which would entitle the applicant to conduct operations thereon. Office
cettify that the applicant holds legal or equitable title to those rights in the subject lease

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for auv person knowingly and willfully to make to any department or agencyofthe United

States anv false. fictitious and fraudulent statements or representationsas to anv matter within its jurisdiction

(Instructions on



CorporationsSection Geoffrey S. Connor
P.O.Box 13697 Secretaryof State
Austin, Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does herebycertify that the attached is a true and
correct copy of each documenton file in this office as describedbelow:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimonywhereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretaryof State

Comevisit us onthe internetat http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:



ARTICLES OF AMENDMENT g ofthe
TOTHE Sectenta ofstateofTexas

ARTICLES OP INCORPORATION
OF gQ 2 $$

1NLAND PRODUCTION COMPAN Y CorporationsSection

- Pursuantje the provisionsof Article 4.04 of the TexasBusinessCorporation Act (the

"TBCA"), the undersigned corporationadoptsthe following articles of amendment to the articles
of incorporation:

ARTICLE 1 - Name

The name of the corporation is Inland Production Company.

ARTICLE 2 - Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of

Directors and adoptedby the shareholdersof the corporationon August 27, 2004.

The amendment alters or changes Article Onë of the Articles of Incorporation to change
the nameof the corporationso that, as amended.Article One shallread in its entirety as follows:

"ARTICLE ONE - The name of the corporation is NewfieldProduction Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective
. upon filing.

The holder of all of the sharesoutstandingand entitledto voteon said amendment has
signed a consent in writing pursuantto Article 9.10 of the TBCA, adopting said amendment,and
any written notice requiredhas been given.

IN WITNESSWHEREOF, the undersigned corporation has executed these Articles of
Amendment as of the 1" day of September,2004.

INLAND RESOURCES INC.

By:
Susan G. Riggs,



.

* Unid States Department of the hterior

.

• BUREAU OF LAND MANAGEMENT
. TAto Paloir

Utah StateOffice INgERICA
P.O. Box 45155

Salt Lake City,UT 84145-0155
http://www.blm.gov

IN REPLY REFER 10:
3106
(UT-924)

September 16, 2004

Memorandum

To: Vernal Field Office

From: Acting Chief, Branch of Fluid Minerals

Subject: Merger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

Michael Coulthard
Acting Chief, Branch of
Fluid Minerals

Enclosure
1. State of Texas Certificate of Registration

cc: MMS, Reference Data Branch, James Sykes, PO Box 25165, DenverCO 80225
State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson
Joe Incardine
Connie



ITTSL- 15855 61052 73088 76561
071572A 16535 62848 73089 76787
065914 16539 63073B 73520A 76808

16544 63073D 74108 76813
17036 63073E 74805 76954 63073X
17424 630730 74806 76956 63098A
18048 64917 74807 77233 68528A

ITTU- 18399 64379 74808 77234 72086A
19267 64380 74389 77235 72613A

02458 26026A 64381 74390 77337 73520X
03563 30096 64805 74391 77338 74477X
03563A 30103 64806 74392 77339 75023X
04493 31260 64917 74393 77357 76189X
05843 33992 65207 74398 77359 76331X
07978 34173 65210 74399 77365 76788X
09803 34346 65635 74400 77369 77098X
017439B 36442 65967 74404 77370 77107X
017985 36846 65969 74405 77546 77236X
017991 38411 65970 74406 77553 77376X
017992 38428 66184 74411 77554 78560X
018073 38429 66185 74805 78022 79485X
019222 38431 66191 74806 79013 79641X
020252 39713 67168 74826 79014 80207X
020252A 39714 67170 74827 79015 81307X
020254 40026 67208 74835 79016
020255 40652 67549 74868 79017
020309D 40894 67586 74869 79831
022684A 41377 67845 74870 79832
027345 44210 68105 74872 79833'
034217A 44426 68548 74970 79831
035521 44430 68618 75036 79834
035521A 45431 69060 75037 80450
038797 47171 69061 75038 80915
058149 49092 69744 75039 81000
063597A 49430 70821 75075
075174 49950 72103 75078
096547 50376 72104 75089
096550 50385 72105 75090,

50376 72106 75234
50750 72107 75238

107ð0 51081 72108 76239
11385 52013 73086 76240
13905 52018 73087 76241
15392 58546 73807



Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH
2. CDW
3. FILE

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004
ROM: (oldOperator): TO: ( New Operator):
Sl60-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052

hone: 1-(435) 646-3721 Phone: 1-(435) 646-3721

CA No. Unit:
WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS

PARIETTE DRAW FED 10-23 23 080S 170E 4304732672 11824 Federal D PA

FEDERAL 24-26 26 080S 180E 4304732700 11808 Federal OW P
FEDERAL 13-26 26 080S 180E 4304732720 11832 Federal OW P

FEDERAL 43-29 29 080S 180E 4304732701 11816 Federal OW P
SUNDANCE ST 5-32 32 080S 180E 4304732685 11781 State OW P

FEDERAL 42-35 35 080S 180E 4304732702 11811 Federal OW S
FEDERAL 43-35 35 080S 180E 4304732721 11830 Federal OW TA

FEDERAL 13-4-9-18 04 090S 180E 4304732653 10971 Federal OW S

FEDERAL 11-4-9-18 04 090S 180E 4304732654 10971 Federal OW P

BALCRON FED 31-19Y 19 090S 180E 4304732614 11751 Federal OW P

BALCRON FED 32-19Y 19 090S 180E 4304732615 11771 Federal OW P

BALCRON FED 42-19Y 19 090S 180E 4304732616 11756 Federal OW P

BALCRON FED 12-20Y 20 090S 180E 4304732617 11758 Federal OW P

BALCRON MON FED 22-20-9-18Y 20 090S 180E 4304732711 11852 Federal OW P

BALCRON MON FED l l-20-9-18Y 20 090S 180E 4304732712 11846 Federal OW P

MON FED 14-21-9-18Y 21 090S 180E 4304732726 11902 Federal OW S

O.K. CORRAL FEDERAL 1-30 30 090S 180E 4304732686 11861 Federal OW S

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005

4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield_12_FORM_4B.xis4/19/2005
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